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Cable Grippers

MGR-1/4-20 MGR-SE-1/4-20 GR1/41P-TN GR1/41P-TN-L
Bottom Exit Gripper Side Exit Gripper W/Safety Nut Bottom Exit Gripper Bottom Exit Gripper
W/Safety Nut for 1/16"Cable For 1/16"Cable 1/4"-20 Female W/Safety Nut & Top Nut for ~ W/Safety Nut & Top Nut for
1/4”-20 Male on Bottom on Bottom .250” Mounting Hole 1/16” & 3/32"Cable 1/16” & 3/32"Cable .562" Mount-
.250” Mounting Hole 1.653"H x .39"W x .235” .562" Mounting Hole ing Hole 1.357"H x .875"Bottom

1.64"H x .4"W x.45"Thread Thread Depth 1.25"H x .757"W x .2"Thread W 3/4"L Thread x .763"Ring W
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MGR-1/8IP GR1/4IP GR3/8IP GR1/2IP
Bottom Exit Gripper Bottom Exit Gripper W/Safety Bottom Exit Gripper Bottom Exit Gripper
W/Safety Nut for 1/16"Cable Nut for 1/16” & 3/32” Cable W/Safety Nut for 1/16” & W/Safety Nut for 1/16” &
1/8IP Male on Bottom 1/41P Male on Bottom .562”  3/32” Cables 3/8”IP Male on  3/32” Cable 1/2"IP Male on
.400” Mounting Hole Mounting Hole 1.316"H Bottom .660” Mounting Hole Bottom .875” Mounting Hole

1.06"H x .589"W x .615"Thread X .744"W x .673"Thread 1.3"H x .885"W x .670"Thread 1.319"H x 1"W x .669"Thread
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GR-SE-BF MGR-SE-1/8IP MGR-SE-ADJ-1/4-20 MGR-SE-ADJ-8/32
Side Exit Gripper W/Safety Nut Side Exit Gripper for Side Exit Gripper W/Safety Nut Side Exit Gripper W/Safety Nut
& Set Screw for 1/16” & 3/32”  1/16"Cable .4” 1/8”"IP Male  for 1/16"Cable W/Adjustable  for 1/16”Cable W/Adjustable

\
1\
\

Cable .25"Fork on Bottom Thread on Bottom Foot .250” Mounting Hole Foot .187” Mounting Hole
2.6"H x .509"W .400” Mounting Hole .157"D-1/4"-20 Tapped Female .037’D-8/32” Tapped Female

1.729"H x .391"W Holel.95"H x .192"W Hole 1.65"H x .192"W
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MGR-SE-BS MGR-SE-8/32 MGR-SE-1/4-20-EXT MGR-SE-TH
Side Exit Gripper W/Safety Nut ~ Side Exit Gripper for 1/16” Side Exit Gripper for Side Exit Gripper W/Thru Hole
& Allen Screw for 1/16”Cable Cable 8/32"Screw on 1/16"Cable 1/4”-20 Male on for Cross Cable for 1/16"Cable
Slotted for Cross Cable on ~ Bottom .187"Mounting Hole ~ Bottom .250” Mounting Hole ~ Allen Set Screw on Bottom
Bottom .250” Mounting Hole 1.25"H x .15"W 1.74’H x .192"W 1.125"H x .15"W
1.465"H x .192"D x .1"Slot .09"D 8/32" Tapped Hole .188"-1/4"-20 Thread ~ Usually made captive on a Cross

Cable with HB Ends or Paddles



‘ \\ \S kt \ }\ t\ X 30th Anniversary
Ny b\ \) SHANS N 1980-2010
The Lighting Suspension Specialists www.Penda8i/stems.com P-215-638-8552  Fax 215-638-85
Cable Grippers & Accessories

MGR-1/8IP ALL

Micro-GR MGR 10/32 Sidce;Exi?gri]r-)/ptlrl:;o???/g?gable
Bottom Exit Gripper Bottom Exit Gripper for Bottom Exit Gripper W/Safety Nut 1/4”-20 Female &
W/Safety Nut for 1/16"Cable  3/64” Cable W/Safety Nut W/10/32” Nut for 1/4”IP OD on Bottom
1”7 of 1/8”IP Thread 5/16” Male on Bottom 1/16"Cable .187” Mounting 3/32"Cable .513" x 2.05” Body
.400” Mounting Hole .312 Mounting Hole Hole .375”L Thread ' '
MGR-SE-ADJ-SHOE
MGR-Hook MGR-SE 10/32 SM MGR-1/4-20-M Side Exit Gripper for 1/16”
Bottom Exit Gripper Side Exit Gripper Bottom Exit Gripper Cable W/Adjustable Foot for
for 1/16” Cable For 1/16” Cable for 1/16” Cable Slot in Fixture
Snap Hook w/ Cable Retention  10/32"Side Mounted Screw  1/4”-20 Male Thread .4’Long  -125"W x.1"H Foot Groove
Clip W/ .260"Opening 1.8"H x .362"W x .157"D  1.4"H x .359"W x .693"Body 1.95" x.39" Overall
1.4"H x .812"W x .423"
KL-50 KL-100 KL-150 KL-200
Kwik Lock Kwik Lock 150Lb Work Load Kwik Lock 225LB Work Load .\ ik | ock 640LB Work Load
Used w/3/64” Cable 2-Slots ~ Used w/1/16” & 3/32" Cable 2- ~ Used with 3/32" & 1/8”"Cable ;a4 w/1/8” & 3/16” Cable 2-
for Entrance and Exit of Cable  Slots for Entrance and Exit of ~ 2-Slots for entrance and exit of  g|0i< for Entrance and Exit of
on each Side Cable on each Side cable on each side Cable on each Side
Releasable without tools Releasable without tools Releasable without tools Releasable without tools
46 Lbs Working Load-3/64" 75 Lbs Working Load -1/16" 150 Lbs Working Load —3/32”
150 Lbs Working Load- 3/32”

. - 250 Lbs Working Load —1/8”
225 Lbs Working Load -1/8" 45 | ps Working Load —3/16"

CC1/4-202P CC1/4-20 CC-Slot CC-Slot 1/41P
2-Piece Cab”Ie Coupler 1-Piece Cable Coupler 2-Piece Cable Coupler Cable Coupler
Th,r,eaded 1/4 -20 F?male Threaded 1/47-20 Female Bottom Piece Threaded Threaded 1/4’IP Female
1"H X .491"Wx 1/2"of 1"H x .459"W 1/4-20 Female 750"H x .589"Lx 1/4"IP
1/8"IP Thread on OD for - Accents Stop End of Cable 817"H x .588"W
Coupler to Retain Canopy

Used on Angled Ceilings
Used on Angled Ceilings
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CC1/4-20-M
1-Piece Cable Coupler
Threaded 1/47-20 Female

1"H x .359"W
Accepts Stop End of Cable
Available White & Black

112
Cable Loop Adapter
(3/32"Duplex Ferrule)
Used to make Loops with
Stop end of Cable
#112-1/16"(For 1/16"Cable)

CC3/8-3 & CC3/8-4
Multiple Cable Couplers
3 & 4 Hole Styles Available
1.189"L x .784"Wx 3/8"IP
Holds Stop End of Cable

WRC 1/16
Wire Rope Clip for
3/64”, 1/16” & 3/32 Cable
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Cable Grippers & Accessories

CC1/4-20-M-FL
1-Piece Cable Coupler
Threaded 1/4”-20 Female

1.25"H x .359"W
Accepts Stop End of Cable

Cable Collar
W/Allen Set Screw
.280"W x .184"H

BC
1/8”IP Barrel Coupler
.509"L x .491"Wx 1/8"IP
As Shown on Two Piece
Coupler to Left

CC1/16
Cross Cable Coupler W/
Allen Screw Accepts Stop
End of Cable and Marries
Cable End to Crosscable
.669"L x .273"W

.616"L x .452"W x .5"Thread

CC1/8 SO SH/
Standoff W/1/8”IP Cap for
Cable Stops Base
has .2"Hole in base for screw
and hole for cable side exit
when used w/MGR18IP

Shade Holder Accessory for the
MGR-SE 10/32-SM Gripper
Shown above assembled on Gripper
sold separately Part captures shade

1.23"H x .5"W
CCH-SVT
113 Cable & Cord Holder
Cable Locking Tube 1.232°L x .351"W
793"L x .235"W .275"Cord Hole Diameter

2-Screws inserted at each end Works well with SVT Cord
like our Metal Braid Cord

CCH-SJT
Cable & Cord Holder
1.232"L x .351"W
.482"Cord Hole Diameter
Works well with 18/3, 18/4
& 18/5 SJT Cord

CCC-1
Cross Cable Coupler for
Joiner Two Cables Together
.560"H x .633” Across Flats

TS 1/4-20 TH
1/4”-20 Bolt with hole for
cable often used on
crosscables to fasten
cable end into Fixture

TS 1/4-20
1/47-20 Cable Coupler
Used into bottom of side exit
1/47-20 Gripper (MGR-SE
1/4-20) to capture crosscable
.366"H x .450"W x .2"Thread



