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Part Number and length measured from  
back of coupler to middle of thread on stud.  
Example 12” Size is 12 7/8” Overall Length 

Cable is 1/16” diameter X Length  7X7 Stainless Steel 

Cable Coupler  internally threaded 1/4”-20 unless otherwise specified 

Fixed Cable Assemblies 

Steel Stud length:  2-5/8” overall  with 1 3/4”of  1/4”-20 thread. 

Fixed Length Cable Assembly with Threaded Stud  
1/4”-20 X 1-3/4” stud length with 1/16” Stainless Steel Cable and 

Captive 1/4”-20 Cable Coupler. 

Catalog  # Length 

AC1/16-12-TS 12”  

AC1/16-15-TS 15”  

AC1/16-18-TS  18”  

AC1/16-21-TS  21” 

AC1/16-24-TS     24”  

AC1/16-27-TS  27” 

Fixed Length Cable Assembly with  CC1/4-20-M-FL Cable 
Coupler W/ 10/32"Threaded Stud W2-Keps Nuts 

(Similar to illustration on right but with 10/32” threaded stud w/ nuts) 

Steel Stud length:  3” overall  with 1 1/2”of  thread. 

Catalog # Length 

AC1/16-12.5-TS 10/32 12.5”  

AC1/16-15.5-TS 10/32  15.5”  

AC1/16-18.5-TS 10/32 18.5”  

AC1/16-21.5-TS 10/32 21.5”  

AC1/16-24.5-TS 10/32 24.5”  

AC1/16-27.5-TS 10/32  27.5”  


