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#14- 3/8”IP Slip 
3/4”OD x 7/16”H 

Bright Zinc Casting W/ 8/32” Set Screw 
Add suffix PR Wht for Matte White or  

PR Blk for Black 

#18 Hang straight 
3/8”IP Tap x 3/8”IP Tap x 1 1/2”L 

Nickel Plated Brass with Check Ring 

Hardware 

#142- 1/2”IP Slip Ring 
Nickel Plated W/8/32” Screw 

Add suffix PR Wht for Matte White or PR Blk for Black 
1.04”W x .426”H (including Flange) x .850”ID  

.925”Flange 

#54 Washer 
1/4”IP Slip x 1”OD x .065”  

Thick Raw 

#24 Washer 
3/8”IP Slip x 1 1/2”OD x .035” 

Thick Zinc Plated 

#160- 1/8”IP Slip Ring 
Nickel Plated W/8/32” Screw 

.546”W x .322”H (including Flange) x .380”ID 
.434” Flange 

#31- 1/4”IP Slip Ring x 3/4”OD x .250”-
rotates 45 degrees 

#188-  3/8”IP Slip Ring x 7/8”OD x .250” 
with 2-6/32” Screws at 90º Nickel Plated 

rotates 45 degrees 

#236 1/4” Lock 
Washer 

1/4" Medium split lock 
 washer steel zinc 

#124 Washer 
1/4”-20 Washer 
1.25” diameter 

Zinc Plated 

#12-.625” -1/4”IP Slip Ring 
#12-.625 for 1/4” IPS Stems Slip Ring 

.725” OD x .433” x .518” ID x .092” Flange for .625”Hole 
Mounting Zinc Casting w/8/32” Set screw 

 
This is a revised part giving extra clearance for the stems from powder 

coating and more threads in side wall to hold screw.  
It is now our standard offering. 

 Add suffix PR for White or Raw for Brass 


