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Knuried Nut

(Various sizes below)
All knurled nuts below are .117” thick

Catalog # Diam-
eter
Knurled Nut 1/2"IP 1"

Knurled Nut 3/8"1P 900"
Knurled Nut 1/4"IP .750”
Knurled Nut 1/8"IP 750"
Knurled Nut 1/8”IP-1 1”

#20 Hex Nut
3/8”IP x 7/8”°0D x .045” Thick
Zinc Plated
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#192
5/16”-24 Jam Nut
Used with Micro-GR Gripper

Hardware

#51 Knuried Nut

1/4”1P x 3/4”0D x 1/8” Thick

Outside Knurled Brass

#25 Hex Nut

1/4”IP x 11/16”0D x 1/8” Thick

Zinc Plated
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#133 Locknut
1/8”IP x 9/16”0D x 1/8” Thick
Zinc Plated

#64 Hex Nut

1/4”1P x 3/4”0D x 1/4”Thick

Zinc Plated

#22 Locknut
3/8”IP x 1 1/16”Square x .073” Thick
Zinc Plated

#104
1/47-20 Keps Nut
.431”across flats x .240”H
W/Lock washer

#77 Locknut

1/2”IP Locknut Zinc Plated

1.14”0D x .125”H
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#170
1/4”-20 Acorn Nut
Nickel Plated



