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New Catalog and Product Information 
 
Dear Valued Customer: 
 
It is with great pleasure that we present to you the 2023 Pendant Systems catalog. 
 
Here at Pendant Systems we are constantly redefining and refining suspension. I am proud to introduce many 
different items across the spectrum 
 
•  Micro Series 3.5”Canopies and Crossbars. Round and Square. We can make any of the 5” Standard Flat 

Canopy Kits into a 3.5” Kit for Stem, Cable and Cord Mountings. These fit nicely on the 3” Mud rings used 
quite extensively in the commercial applications. Magnet Mounting continues to be a trend. 

• Fixed Field Adjustable stem mounting canopy kits using the Micro ADJ Adapters. 1/8”IP, 1/4”IP & 3/8”IP 
• New Micro Series Grippers for 1/32”& 3/64”Styles: Panel , Ball, Swivel Eye Crosscable Key Snaps, PD, HB 
• 1/32” Half Ball Stainless Cables 
• 3/64” Loop End Cables for Flat Panel Suspension Series 
• T-Bar Twist Clip for Signage and Display 
• Acoustical Suspension Spring for attachment point on Acoustical Baffles 
• Flat Panel Suspension Systems with 24” Crosscable with Swivel Keysnap Ends 
• High Bay Crosscable Paddle Systems Added 24.5” Crosscable Length to the 8”, 12” & 36” 
• Universal Mounting Kits for Flat Panel & High Bay Cross Systems 
• Aluminum Shot Blast Looping grippers AL-LG 1/16, AL-LG 3/32 and AL-LG 1/8 
• GR 1/4IP ALL & GR 3/8IP ALL Thread Grippers 
• Swiveling Eye End Cables in 1/16” & 3/32” that pivot surface mounting hole to 90 Degrees or less. 
• CC-Swivel Eyelet that marries to our Cable Couplers to be used with our stop end cables. 
• Fixed Friction Swivel Assemblies for locking angle applications 1/4”IP & 3/8”IP Sizes 
• Micro CG CAP Strain Relief for .125” to .180” Diameter Cords 
• CG CAP SJT Strain Relief  for 18/3 to 18/5 SJT Cords (Coming 3rd Quarter 2023) 
• Over the past several years we have added new machinery and numerous different power cords as part of  

our product offerings.  We stock an assortment of cord from 12 -14-18-22 Gage Combinations. Cord is 
available per foot in bulk spool lengths or cut to specific lengths with jacket strips and wrapped with a wire 
tie. Special sizes can be accommodated by request along with conductor strips and #10 ground ring terminals 
We can also do 5-Port End Molex Plugs on cord ends. 

 
We encourage you to visit our website for most up to date info: www.PendantSystems.com                             
     
Here at Pendant Systems we have worked very hard over the past 43 years to uphold our reputation of excellent 
service while offering the best quality product. We pride ourselves on our excellent, friendly customer service 
along with technical support that cannot be beat! 
 
Thank you for your continued patronage and we look forward to serving all of your lighting suspension needs. 
 
 
Sincerely, 
 

 
     Michael C. Lenherr 
  President 
 

Product Index on Page 3 

Release Date: 5/19/2023 

https://www.pendantsystems.com/
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Need a quote or placing an order? 
 

Visit us at www.pendantsystems.com and to    
request a quote click the “Quote/  Order” button 

on our home page. 
 
 

Questions?  
Email: sales@pendantsystems.com 

 

Copyright Pendant Systems Manufacturing 2023  
Reproduction of any portion of this catalog without our permission is strictly forbidden. 

Printed in the U.S.A.   MCL Publishing 

https://www.pendantsystems.com/
https://www.pendantsystems.com/request-quote/
mailto:Sales@PendantSystems.com?subject=New%20Inquiry


 3 

The Lighting Suspension Specialists    www.PendantSystems.com    P-215-638-8552    F-215-638-8554  

 

Item Page (s)  Item Page (s) 

Adjustable Stem Systems 39  Hickeys 102 

Cables 69-74  Hardware (Miscellaneous) 98 

   High Bay Cross Kits 83-84 

Cable ABC's 4-6  High Bay Suspension Kits 75-84 

Cable Couplers 63-64  J-Box for T-Bar 87 

Cable Kits                                                      
(Feed & Non-feed Examples) 

11-15, 75-85  **Lighting Suspension Cord 11-12 

Cable Puck 67  Locknuts 103 

Cable Matrix 8-10  Magnet Mounted Kits & Accessories 21-25 

Canopies 89-92, 94  Micro Canopies (3.5” Canopy) 94 

Cap Nuts 105  Mono Point Products 16-24 

Cords 11-12, 49-54  Mono Point Kit Examples 18-24 

Cord Grip Caps & Check Rings 110-111  Mono Point Matrix 16-18 

Cord Kits                                                    
(including Cord Kit Mini) 

36-38  Multi-mount canopies 88 

Couplers (Stem) 104  Nipples 45 

Cross Cable Coupler 63  Pendant Kits 26-35 

Crossbars 93, 95-97  Power Feed Tubes 65 

Crosscables                                   70-72  Reducers/Adapters 107 

Exit Sign Kits 23-25  Remote Driver Kits 48 

Exit Sign Brackets 57  Slip Rings 101 

Fixed Cable Assemblies 86  Stems (“New” ID Threading) 40 

Fixed Swivels 108  Stem Adapters (SA) 41-43 

Flanges / Waste Nuts 104  Strain Relief Products 109-111 

Flash Plate 99  Swivel Assembly (for Fixture) 100 

Flat Panel Kits 81-82  Stabilizer Rings / Kits 44 

Glass Caps 106  Swivel Fixed 108 

Grippers 7, 58-62  T-Bar Clips 102 

Hang Straight 101  Track Clips 55-56 

   Washers 101 

   UFO Kits 85 

Product Index 
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Cable Kit ABC'S  

This section is dedicated to understanding cable systems and components.  
 

Kits can be divided into two type categories: 

Non-Feed Kits 

A non-feed kit does not have power, nor does it           
necessarily have to be fastened to a junction box.          
A non-feed kit can utilize a one piece or the two piece   
cable coupler for a more universal look.                                                                               

A canopy only has to have a center hole for mounting 
hardware and can be as small as 2 inches in diameter to 
cover a mounting clip on a T-Bar or fastener on the  
ceiling. 

Feed Kits 

Generally, a feed kit is mounted on a junction box using 
a crossbar.   

A feed kit has a SJT cord coming through the canopy 
with a strain relief and a two piece cable coupler that 
allows access to the junction box without dropping the 
fixture.  

The top side of the assembly (ceiling side) has a cable with a molded stop on one end. The stop will fit into a cable 
coupler which has a hollow area and a female threaded 1/4”-20 thread on the top. The cable coupler acts as a  
fastener after the cable is pulled through the stop in front of the cable coupler.  
 
A C-Slot Cable Coupler will allow the cable to adjust for a vaulted ceiling and allow the cable to hang  
perpendicular to the floor.  

                     CC1/4-202P           CC1/4-20 
  Two Piece Cable Coupler     One Piece Cable Coupler 

            CC-Slot                   CC-Slot1/4IP 
Two Piece Cable Coupler     One Piece Cable Coupler 
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The mounting hardware that attaches to the back of the cable coupler on the ceiling side will vary depending upon the kit 
type and the building structure. Below are various techniques for handling different mounting situations.  

CC1/4-20 One Piece 
Cable Coupler 

#89 2” Canopy #94  5” Canopy 
W/#102 Strain Relief 

CC1/4-202P Two Piece 
Cable Coupler 

Two piece cable coupler      
assembly for fastening to      
junction box. The coupler 
will hold the canopy up in 

a feed or non-feed kit 

Use a #112 or 112-1/16 to make 
loop with the stop end of cable 
for looping around building 
structure in a non-feed kit   

Lag screw w/one piece cable 
coupler for wood mounting 
in a non-feed kit 

Butterfly Toggle w/one piece 
cable coupler for drywall    
applications in a non-feed kit 

Bolt in application for    
mounting to unistrut in a         
non-feed kit 

IDS clip for drop ceiling        
T-bar mounting in a non-feed 
kit 

Drop ceiling J-Box for feed 
locations makes for a easy code 
compliant installation. 

Typical junction box mounting with 
our custom crossbar w/strain relief 
for feed or non-feed kit 

The fixture end has an adjustable Gripper .  The top of the gripper has a plunger to allow movement of the gripper anywhere 
along the cable length. There are a multitude of grippers available for any size knock out on a fixture. Pendant Systems also 
has  grippers that will capture a crosscable that will run from one side to the other of the fixture.  

GR1/4IP                                 
MGR-SE-1/4-20 MGR-SE-1/4-20-BS 

Cable Kit ABC'S  

Bottom exiting gripper made 
for different size IP locknuts 
and fixture knock out. 

Side exiting gripper bottom of 
gripper tapped for screw 

Made for capturing cross 
cables 

Captive  gripper on 8” crosscable 
with half balls ends .  Key hole 
slots are typically used w/ half 
ball end cables (crosscable can 
also be made w/ paddles)  

MGR-SE-TH                      
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Cable Kit ABC'S  

Power feed tubes allow the passing of a cord through the same hole as the gripper.  
 

A Power feed tube can be used between a gripper and the fixture.  
This application is useful for a single cable fixture that only has one mounting point and balance is important.  

PF-3/8 with a GR1/4IP gripper 
shown with power cord usage  

Power Cord 
The following cords are often utilized in cable canopy sets: 

18/3, 18/4 & 18/5 white, 
black, & gray SJTOW  

12/3 SJTOW and 12/4 SJTOW 
(available in white and black) is 
used on track lightings kits or 

large continuous row applications  

18/3,18/4,18/5 metal braid w/
clear jacket looks very similar to  

aircraft cable  

18/3 & 18/4 Black Coil Cord  
Available in standard length 

for 1’-4'  
applications and extra long for 

4'-12'  
applications  

18/3 & 18/4 White Coil Cord  
Available in standard length 

for 1’-4'  
applications and extra long for 

4'-12'  
applications  

Please refer to our Cable or Mono Point Matrix to design a kit that works for you!  

18/3 Clear SVT     
18/4 Clear AWM 2661  
18/5 Clear  AWM 2661                         

18/2 & 22/2 White, 
Black, Gray, & Clear 

AMW 2661 

14/3 white & black  
14/4 & 14/5 white 

14/3 600V white SJTOW 
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Grippers can be used to suspend objects safe-
ly at angles of up to 60° from the vertical. 
However, suspension at angles does reduce 
the safe working load per the table to the 
right.  
 
Safety Recommendations 

• Do not use for loads outside the stated 
range of the product 

• Do not exceed the safe working load 

Cable Gripper & Cable Strength Information 

Cable Strength Relationships between Gripper & Cable Diameter for Loading Requirements 

Diameter 1 Description 2 
 

Break Strength 3 Gripper Slippage4 Maximum Safe Load 5 

1/32” Micro Series 132 85 12 

3/64” Micro / MGR Series 270 227 30 

1/16” MGR-SE Side Exit Series 480 318 50 

1/16” MGR / GR Series 480 328 50 

3/32” GR Series 920 532 100 

Notes: 
1. Cable diameter is expressed in fractions of an inch and relates to the US standard of referring to cable diameters.  
2. Describes series of Gripper Part#. The cable used in all tests conducted by Pendant Systems was 7 x 7 Galvanized steel cable.  
3. The break strength is the minimum breaking force in pounds for that particular diameter of cable. 
4. Gripper Slippage is the average force in pounds when the testing equipment sensed slippage within the gripper. Normally the cable 

slips, and the gripper holds again within a very small distance of cable. 
5. Maximum safe load is based on 20% (percent) of the lowest observed force for that diameter cable. For multiple cables, add the 

weights together. Example for a linear fixture using 2 each 1/16” cables, 2 X 40 = 80 pounds of fixture with a 80% (percent) safety 
factor.  Pendant Systems is conservative with loads but keep in mind that most junction boxes only support 50lbs & fan rated boxes 
support up to 75lbs. 

6. Pendant Systems Grippers are not recommended for outdoor use or exposure to water, wind, chemical environments (such as   
        swimming pools) or continuous movement (such as in front of a HVAC vent). 
7.    Use only uncoated 7 x 7 or 7 x 19 uncoated stainless or galvanized steel aircraft cable. 
8.    Weight guidelines are for static loads at 5% or less of an angle. For angled suspension, use our CC-Slot cable coupler or ADJ foot 
        adjustable grippers. 
9.    Always allow at least 1” of cable to pass beyond the body of the gripper. 

Disclaimer: 
The information shown on the chart above is based on independent tests conducted for Pendant Systems. The information shown 
may vary with gripper model and cable diameter. Pendant Systems recommends each customer determine their individual specific 
requirements. Please contact Pendant Systems for additional information if required. 

7 X 7 Cable 

Information 
Cable (also known as wire rope) is available in many different types of construction. Wire rope consists  
of strands laid helically around a supporting core. Individual strands are composed of a number of wires 
laid helically around a center (core) of wire. The lay of a cable is defined by the direction in which the 
strands are laid into the rope, and by the direction the wire is laid into strands.    
Cable that is 7 X 7 refers to the number of strands (7) which has (7) wires each. The center strand 
(core) , with 6 strands laid around the core. See illustration on the left.  

Cable Gripper Designs 
Within each cable gripper is a plunger that a cable slides through. There are three balls that surround the 
outside diameter of the cable as it passes through the gripper. When weight is applied to the gripper when 
mounted, the tension forces the balls to grab the cable in a pinching movement.  
In normal operation the more the tension, the more the gripping. Some grippers come with a safety nut that 
locks the movement in both directions eliminating the potential for a release if the plunger is accidentally 
depressed by an end user. 

Safety  
Nut 

Plunger 

 Vertical 15° 30° 45° 60° 

Load 100% 96% 86% 70% 50% 

De-rating of Load 0% 4% 14% 30% 50% 

• Do not apply paint or other coatings to cable 

• Do not use in Chlorinated atmospheres  

• To facilitate height adjustments, install the object below and 
adjust upwards to the desired level 

• Inspect periodically and replace if worn, distorted, or dam-
aged  
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# 
Gripper Model # 

Cable 
Exit 

Hole 
Size 

1 MGR 1/4-20  Bottom .250” 

2 MGR-SE-1/4-20  Side .250” 

3 GR1/4IP-TN  Bottom .562” 

4 GR1/4IP  Bottom .562” 

5 GR3/8IP  Bottom .687” 

6 GR1/2IP  Bottom .875” 

7 GR1/4IP-TN-L  Bottom .562” 

8 MGR-1/4-20-M NK Bottom .250” 

9 MGR-SE-1/4-20-BS  Side Cross 

10 MGR-SE-ADJ-1/4-20  Side .250” 

11 MGR-SE-ADJ-8/32  Side .187” 

12 MGR1/8IP  Bottom .400” 

13 MGR-SE-1/8IP  Side .400” 

14 MGR-SE-1/4-20-EXT Side .250” 

15 MGR-SE-TH w/ Crosscable Side Cross 

16 GR-SE-BF Side Cross 

17 Micro-GR Bottom .312 

18 MGR 1/8IP ALL Bottom .400” 

19 MGR-SE-TH10/32 Block Side .250” 

20 MGR 10/32 Bottom .187” 

21 MGR-SE10/32 ASS Side .187” 

22 KL-100 2 Way N/A 

23 MGR-SE 8/32 Side .187” 

24 MGR-SE 10/32 SM Side .187” 

25 MGR-SE 1/4-20-Ext-M Side .250” 
26 MGR-Hook Bottom Loop 
27 GR-SE 1/4 Combo Side .25”/.5” 
28 MGR-SE10/32 ASS ANG Side .187” 
29 MGR-10/32 NK Bottom .187” 

30 MGR-SE-ADJ-SHOE Side 
.125” w/

slot 

31 MGR-SE-THW/8"CabDB64 Side 

.225” 
keyhole 
.11” hole 
diameter 

32 MGR 1/4-20 M Bottom .250” 

33 MGR-SE 10/32 EXT Side .187” 

34 MGR-SE 8/32 SH Side .187” 

35 LG-16 2 Way N/A 

# Description 

12W 12 Gauge Power cord 
14W 14 Gauge Power Cord 

8.5HB 8.5” Crosscable W/ #2 HB Ends 
10HB 10” Crosscable W/ #2 HB Ends 

12.5HB 12.5” Crosscable W/ #2 HB Ends 
18HB 18” Crosscable W/ #2 HB Ends 
24HB 24” Crosscable W/ #2 HB Ends 
36HB 36” Crosscable W/ #2 HB Ends 

8CC 8”Crosscable with 1/4-20TH Studs 

12CC 12”Crosscable with 1/4-20TH Studs 

18CC 18”Crosscable with 1/4-20TH Studs 

24CC 24”Crosscable with 1/4-20TH Studs 

8PD Paddles on the ends of 8” Crosscable 

24PD Paddles on the ends of 24” Crosscable 

12PD Paddles on the ends of 12” Crosscable 

36PD Paddles on the ends of 36” Crosscable 
6Y 6” Legs on Y Paddle Assembly 
18Y 18” Legs on Y Paddle Assembly 

7/8 KO Strain Relief for 7/8 Knock Out 
BK Black Canopy Set 
BN Brushed Nickel Canopy Set 
CG Ceiling Mounted Gripper 
CH Cord Holder 
CL Clear Power Cord 

CP8 Cable Puck with 8 Inch Legs 
CP12 Cable Puck with 12 Inch Legs 
CP16 Cable Puck with 16 Inch Legs 
CP8-4 Cable Puck 4 with 8 Inch Legs 

CP12-4 Cable Puck 4 with 12 Inch Legs 
CP16-4 Cable Puck 4 with 16 Inch Legs 

CS 
Slot Cable Coupler allowing cable to 

hang straight on vaulted ceiling 
DF Dual Feed w/ 2-Cord From 1-Canopy 
HK Snap Hook 1/4”-20 

M2D4 Multi-Mount 2-Cables 4” Spacing 
M3D4 Multi-Mount 3-Cables 4” Spacing 
M4D4 Multi-Mount 4-Cables 4” Spacing 

MB Metal Braided Power Cord 
NK Nickel Canopy Set 

PC Powder Coated Hardware 

PF 
Creates side hole for power cord     
entrance w/ Power Feed Tube 

RM Row Mount 

SH 
Shade Holder Accessory for capturing  

Wire Frame 
SM Canopy .250” Holes on 3.5” Center  
SQ Square Canopy 

UNIV Universal  
RD Round Canopy 

TC1.1 Track Clip Mounting TC-1.1 

TC 1 Track Clip Mounting TC-1 

TC .5 Track Clip Mounting TC-.5 

TC .38 Track Clip Mounting TC-.380 
MAG Magnets 
LSC Lighting Suspension Cord (Prefix) 

Options 

Cable Canopy Kit Ordering Matrix 

Options 

4 26 50 CS PF BK 16 

Hardware 
Set  

Cable 
Length 

Cable 
Diameter Micro 3.5” 

Canopy 

Gripper# Magnet Mount 
Canopy Set 

# 
Gripper Model # 

Cable 
Exit 

Hole 
Size 

36 LG-32 2 Way .250” 

37 MGR-SE-360 1/4-20 Side .250” 

38 MGR-SE-360 8/32  Side .187” 

39 MGR CC 1/4-202P NK Bottom .250” 

40 MGR CC 1/4-02 M Bottom .250” 

41 MGE-SE 1/4-20-M Side 250” 

42 GR 3/8 IP ALL Bottom .687” 

43 GR1/4 IP ALL Bottom .562” 

44 AL LG 1/16 2-Way N/A 

45 AL LG 3/32 2-Way N/A 

46 AL LG 1/8 2-Way N/A 

47 
Micro SE-TH W/8”HB 

CABLE 
Cross .200” 

48 
Micro SE-TH W/8” PD 

CABLE 
Cross .250” 

49 
Micro SE-TH W/24” SW-

EYE 
Cross .150” 

50 Micro SE 8/32 Side .187” 

51 Micro SE Panel Side .187” 

52 Micro SE 360 8/32 Side .187” 

53 Micro Ball Bottom .375” 

54 MGR-SE 360 1/4-20 LN Side .250” 

55 GR1/4 ALL Bottom .562” 

56 GR3/8ALL Bottom .687” 

 5” 
Canopy 

CC MM OR Micro OR 

LSC LSC 
Cord 

OR 

ALL Kits can be  
Made with Magnets  

or Micro 3.5”  
Canopies 
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Line Drawings 
of these  Hardware assembly sets 
are available at the Drawings link 

on Home Page 

Hardware Set 

Cable Length 

# Description 

16 1/16" Diameter 

32 3/32" Diameter 

64 3/64” Diameter 

132 1/32” Diameter 

1/16” Diameter  is  our Standard 

# Description 

6 6” Long Cable 

12 12” Long Cable 

18 18” Long Cable 

24 24” Long Cable 

36 36” Long Cable 

50 50” Long Cable 

72 72” Long Cable 

100 100” Long Cable 

120 120” Long Cable 

150 150” Long Cable 

180 180” Long Cable 

200 200” Long Cable 

250 250” Long Cable 

300 300” Long Cable 

350 350” Long Cable 

420 420” Long Cable 

# Description 

 
Non-Feed Kits  

20 5" Canopy, Crossbar, 1-Piece Cable Coupler 

22 5" Canopy, Crossbar, 2--Piece Cable Coupler 

24 5" Canopy, T-Bar Clip, 1-Piece Cable Coupler 

25 5" Canopy, T-Bar Clip, 2-Piece Cable Coupler 

28 2" Canopy, T-Bar Clip, 1-Piece Cable Coupler 

35 #112 Loop Adapter is used to make loop over Building Structure  

36 1-Piece Cable Coupler W/1/4” Bolt to hang from Unistrut  

37 2” Canopy, 1-Piece Cable Coupler , 1/4”-20 stud for Masonry Fasteners  

38 2” Canopy, 1-Piece Cable Coupler, Lag Screw for wood 

39 2” Canopy, 1-Piece Cable Coupler, Lag Screw & Toggle Butterfly (Drywall) 

41 CC 1/8 Stand Off w/Drywall Fasteners 

43 Loop End Cable with Gripper 

45 Ceiling Pan Mount with Paddle 

 Feed Kits No Cord Sets 

21 5” Canopy Crossbar, 2-Piece Cable Coupler J-Box Mounting 

  Feed Kits w/ Coil Cord Sets 

31 5" Canopy, Crossbar, 2-Piece Cable Coupler, 18/3 Coil Cord J-Box Mounting 

32 
 

5" Canopy, Crossbar, 2-Piece Cable Coupler, 18/4 Coil Cord J-Box Mounting 
 

Cable Canopy Kit Ordering Matrix 

 
MORE  HARDEWARE FEED KIT SERIES ON 

NEXT PAGE 

Options 

4 26 50 CS PF BK 16 
Hardware 

Set  
Cable 

Length 
Cable 

Diameter 
Gripper# Cable 

Canopy  
Set 

CC MM OR Micro OR 

LSC LSC 
Cord 

OR 

Magnet 
Mount 
Canopy  

Cable Diameter 

Micro 3.5” 
Canopy 

http://www.pendantsystems.com/store.asp?pid=27113&catid=19867


10  

The Lighting Suspension Specialists    www.PendantSystems.com       P-215-638-8552      F-215-638-8554 

 

Line Drawings 
of these  Hardware assembly sets 
are available at the DRAWINGS 

link on Home Page 

Hardware Set 

Cable Length 

Cable Diameter 

# Description 

16 1/16" Diameter 

32 3/32" Diameter 

64 3/64” Diameter 

132 1/32” Diameter 

1/16” Diameter  is  our Standard 

# Description 

6 6” Long Cable 

12 12” Long Cable 

18 18” Long Cable 

24 24” Long Cable 

36 36” Long Cable 

50 50” Long Cable 

72 72” Long Cable 

100 100” Long Cable 

120 120” Long Cable 

150 150” Long Cable 

200 200” Long Cable 

250 250” Long Cable 

300 300” Long Cable 

350 350” Long Cable 

420 420” Long Cable 

# Description 

 Feed Kits w/ Straight Cord Sets 

26 5" Canopy, Crossbar, 2-Piece Cable Coupler, 18/3 Straight Cord J-Box Mounting 

27 5" Canopy, Crossbar, 2-Piece Cable Coupler, 18/4 Straight Cord J-Box Mounting 

40 5" Canopy, Crossbar, 2-Piece Cable Coupler, 18/5 Straight Cord J-Box Mounting 

42 5” Canopy, Crossbar, 2 Piece Cable Coupler, 18/6 Straight Cord J-Box Mounting 

44 5” Canopy, Crossbar, 2 Piece Cable Coupler, 18/2 Straight Cord J-Box Mounting 

50 5” Canopy, Crossbar, 2 Piece Cable Coupler, 18/3 & 22/2 Straight Cord JBox Mtg. 

51 5” Canopy, Crossbar, 2 Piece Cable, Coupler, 18/4 & 22/2 Straight Cord JBox Mtg 

52 5” Canopy, Crossbar, 2 Piece Cable Coupler, 18/4 & 22/4 Straight Cord JBox Mtg. 

53 5” Canopy, Crossbar, 2 Piece Cable Coupler, 18/4 AWM Straight Cord J-Box Mtg. 

54 5” Canopy, Crossbar, 2 Piece Cable Coupler, 22/2 AWM Straight Cord J-Box Mtg. 

55 5” Canopy, Crossbar, 2 Piece Cable Coupler, 22/4 AWM Straight Cord J-Box Mtg. 

56 5” Canopy, Crossbar, 2 Piece Cable Coupler, 18/5 & 22/4 Straight Cord J-Box Mtg 

57 5” Canopy, Crossbar, 2 Piece Cable Coupler, 18/7 SJT Straight Cord J-Box Mount 

Cable Canopy Kit Ordering Matrix 

Options 

4 26 50 CS PF BK 
Cable 

Length 
Cable 

Diameter 
Cable 

Canopy  
Set 

16 CC MM OR Micro OR 

LSC LSC 
Cord 

OR 

Hardware 
Set  

Gripper# 
Magnet Mount 

Canopy Set 

Micro 3.5” 
Canopy 
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Introducing our New “Lighting Suspension Cord”! 
Redefining and Refining Suspension 

1/16 Aircraft cable is now incorporated with the Power Cord  
No need for cable ties, and offers a sleek ,minimalistic appearance  

Newly developed MGR CC1/4-202 P NK is a 
gripper coupler that accepts the half ball end 
of an aircraft cable.   
                                

Aircraft cable is insulated and will breakaway 
from power cord.   
 
Installation Tip: Leave insulation on cable 
and cut to length before stripping insulation to 
avoid fraying of the 7x7 steel cable  

Another gripper suited to the fixture will be on 
the other end as well 

Standard Feed Kit using Lighting Suspension Cord and 2 Piece Gripper-Coupler 

Magnet Mounted Feed Kit using Lighting Suspension Cord and 1 Piece Gripper-Coupler 

Newly developed MGR CC1/4-20 NK is a 
gripper coupler that accepts the half ball end 
of an aircraft cable.   
                                

Sample Kit: 
LSC850/60 
LSC826/60 
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Lighting Suspension Cord (LSC) 

Cord Part# Colors   Featuring 

LSC 18/3 AWM White or Black 300 V 105 C 18/3 AWM w/1/16" Cable 

LSC 18/3 & 22/2 AWM White or Black 300 V 105 C 18/3 & 22/2 AWM w/1/16" Cable 
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CC521 Series Kit consists of: 
1-#94  5”White Canopy W/.400CH & .620 Power Feed 
1-#102 Strain Relief Bushing 
1-#158 1/4”-20 Crossbar W/Countersunk Screw 
2-#22 3/8”IP Locknut 
1-CC1/4-202P   2-Piece Cable Coupler 
1-GR3/8IP  3/8”IP Cable Gripper W/Safety Nut 
1– Galvanized Cable W/Molded Stop (Length Specified) 

Feed Kit without cord 

CC440 Series Kit consists of: 
1-#95  5” White Canopy W/.400CH & .875 Power Feed 
2-#171 Strain Relief Bushing 
1-#158 1/4”-20 Crossbar W/Countersunk Screw 
1-#64 1/4”IP Locknut 1/4” Thick 
1-CC1/4-202P  2-Piece Cable Coupler 
1-GR1/4IP  1/4”IP Cable Gripper W/Safety Nut 
1– Galvanized Cable W/Molded Stop (Length Specified) 
4-#111 White Cable Tie (More Ties for Longer Cord) 
1– Galvanized Cable W/Molded Stop 
CC440 Series w/18/5 SJT Cord 12” longer than cable 

CC526 & C527 Series Kit consists of: 
1-#94  5”  White Canopy W/.400CH & .620 Power Feed  
2-#102 Strain Relief Bushing 
1-#158 1/4”-20 Crossbar W/Countersunk Screw 
2-#22 3/8”IP Locknut 
1-CC1/4-202P 2-Piece Cable Coupler 
1-GR3/8IP 3/8”IP Cable Gripper W/Safety Nut 
4-#111 White Cable Tie (More Ties for Longer Cord) 
1– Galvanized Cable W/ Molded Stop (Length Specified) 
CC526 Series w/18/3 SJT Cord 12” longer than cable 
CC527 Series w/18/4 SJT Cord 12” longer than cable 

Feed Cable Kits Hardware Series Examples 

See Ordering Matrix 
On Pages 7–9 

CC531 Series Kit consists of: 
1-#94  5” White Canopy W/.400CH & .620 Power Feed 
2-#102 Strain Relief Bushing 
1-#158 1/4”-20 Crossbar W/Countersunk Screw 
2-#22 3/8”IP Locknut 
1-CC1/4-202P 2-Piece Cable Coupler 
1-GR3/8IP 3/8”IP Cable Gripper W/Safety Nut 
1-CCord18/3 18/3 SVT Coil Cord 24”-96” White 
1– Galvanized Cable W/Molded Stop (Length Specified) 

Feed Kit w/18/3 coil cord 

CC432 Series Kit consists of: 
1-#94 5” White Canopy W/.400CH & .620 Power Feed 
2-#102 Strain Relief Bushing 
1-#158 1/4”-20 Crossbar W/Countersunk Screw 
1-#64 1/4”IP Locknut 1/4” Thick 
1-CC1/4-202P  Cable Coupler 
1-GR1/4IP  1/4”IP Cable Gripper W/Safety Nut 
1-CCord18/4  18/4 SVT Coil Cord 24”-96” White 
1– Galvanized Cable W/Molded Stop (Length Specified) 

Feed Kit w/18/4 Coil Cord 

Line Drawings are available on website under Drawings Link   
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CC520 Series Kit consists of: 
1-#82 5” White Canopy W/.250CH 
1-#158 1/4”-20 Crossbar W/Countersunk Screw 
2-#22 3/8”IP Locknut  
1-CC1/4-20  Cable Coupler 
1-GR3/8IP  1/4”IP Cable Gripper W/Safety Nut 
1– Galvanized Cable W/Molded Stop (Length Specified) 

Junction Box Mount 1-Piece Cable Coupler 

CC428 Series Kit consists of: 
1-#89 2” White Canopy W/.250CH 
1-#110 Caddy Independent Support Clip 
1-#64 1/4”IP Locknut 1/4” Thick 
1-CC1/4-20  Cable Coupler 
1-GR1/4IP  1/4”IP Cable Gripper W/Safety Nut 
1– Galvanized Cable W/Molded Stop (Length Specified) 

Drop Ceiling Grid Mount 2” Canopy  

CC422 Series Kit consists of: 
1-#93 5” White Canopy W/.400CH 
1-#158 1/4”-20 Crossbar W/Countersunk Screw 
1-#64 1/4”IP Locknut 1/4” Thick 
1-CC1/4-202P  2-Piece Cable Coupler 
1-GR1/4IP  1/4”IP Cable Gripper W/Safety Nut 
1– Galvanized Cable W/Molded Stop (Length Specified) 

Junction Box Mount 2-Piece Cable Coupler 

CC425 Series Kit consists of: 
1-#93 5” White Canopy W/.400CH 
1-#110 Caddy Independent Support Clip 
1-#64 1/4”IP Locknut 1/4” Thick 
1-CC1/4-202P  2-Piece Cable Coupler 
1-GR1/4IP  1/4”IP Cable Gripper W/Safety Nut 
1– Galvanized Cable W/Molded Stop (Length Specified) 

Drop Ceiling Grid Mount 5” Canopy & 
2-Piece Cable Coupler 

CC524 Series Kit consists of: 
1-#82 5” White Canopy W/.250CH 
1-#110 Caddy Independent Support Clip 
2-#22 3/8”IP Locknut 
1-CC1/4-20  Cable Coupler 
1-GR3/8IP  3/8”IP Cable Gripper W/Safety Nut 
1– Galvanized Cable W/Molded Stop (Length Specified) 

Drop Ceiling Grid Mount 5” Canopy & 
1-Piece Cable Coupler 

Non-Feed Cable Kits Hardware Series Examples 

Line Drawings are available on website under Drawings Link   
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Non-Feed Cable Kits Hardware Series Examples 

See Ordering Matrix 
On Pages 7-9 

CC635 Series Kit consists of: 
1-#112 Cable Loop Adapter 
1-#77 1/2”IP Locknut  
1-GR1/2IP  1/2”IP Cable Gripper W/Safety Nut 
1– Galvanized Cable W/Molded Stop  
(Length Specified) 

Loop over structure mount 

CC436 Series Kit consists of: 
 
1-#69 1/4”-20 x 3/4” Bolt 
2-#124 1/4”-20 Washer 
1-#64 1/4”IP Locknut 1/4” Thick 
1-CC1/4-20  1-Piece Cable Coupler 
1-GR1/4IP  1/4”IP Cable Gripper W/Safety Nut 
1– Galvanized Cable W/Molded Stop  
(Length Specified) 

Uni-Strut mount 

CC537 Series Kit consists of: 
1-#89 2” White Canopy W/.250CH 
1-#59-2 1/4-20 Stud x 2” Long 
2-#22 3/8”IP Locknut 
1-CC1/4-20  1-Piece Cable Coupler 
1-GR3/8IP  3/8”IP Cable Gripper W/Safety Nut 
1– Galvanized Cable W/Molded Stop  
(Length Specified) 

Masonry mount to either powder actuated fired  
1/4”-20 stud or 1/4”-20 sleeve anchor (not provided) 

CC338 Series Kit consists of: 
1-#89    2”White Canopy W/.250CH 
1-#109 2” Long Lag Screw 
1-CC1/4-20  Cable Coupler 
1-GR1/4IP-TN  1/4”IP Cable Gripper W/Safety Nut 
1– Galvanized Cable W/Molded Stop  
(Length Specified) 

 
Lag screw into wood mount 

CC239 Series Kit consists of: 
1-#89 2” White Canopy W/.250CH 
1-#109 2” Long Lag Screw 
1-#69B 1/4”-20 x 3” Bolt 
1-#69A 1/4”-20 x 3/8” Bolt 
1-#115 Butterfly Toggle 
1-CC1/4-20  Cable Coupler 
1-MGR-SE-1/4-20  Cable Gripper W/Safety Nut 
1– Galvanized Cable W/Molded Stop  
(Length Specified) 

Drywall mount with toggle or lag screw 

Line Drawings are available on website under Drawings Link   
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Options 

Mono Point System Ordering Matrix 

Options 

MP 15 60 36PD 18/3SJT  16 

Mono 
Point 

System 

Cable 
Length 

Cable 
Diameter 

Gripper# 

 

Patent US 9133981B2  
Pendant Systems Manufacturing Co.  

# 
Gripper Model # 

Cable 
Exit 

Hole 
Size 

1 MGR 1/4-20  Bottom .250” 

2 MGR-SE-1/4-20  Side .250” 

3 GR1/4IP-TN  Bottom .562” 

4 GR1/4IP  Bottom .562” 

5 GR3/8IP  Bottom .687” 

6 GR1/2IP  Bottom .875” 

7 GR1/4IP-TN-L  Bottom .562” 

8 MGR-1/4-20-M NK Bottom .250” 

9 MGR-SE-1/4-20-BS  Side Cross 

10 MGR-SE-ADJ-1/4-20  Side .250” 

11 MGR-SE-ADJ-8/32  Side .187” 

12 MGR1/8IP  Bottom .400” 

13 MGR-SE-1/8IP  Side .400” 

14 MGR-SE-1/4-20-EXT Side .250” 

15 MGR-SE-TH w/ Crosscable Side Cross 

16 GR-SE-BF Side Cross 

17 Micro-GR Bottom .312 

18 MGR 1/8IP ALL Bottom .400” 

19 MGR-SE-TH10/32 Block Side .250” 

20 MGR 10/32 Bottom .187” 

21 MGR-SE10/32 ASS Side .187” 

22 KL-100 2 Way N/A 

23 MGR-SE 8/32 Side .187” 

24 MGR-SE 10/32 SM Side .187” 

25 MGR-SE 1/4-20-Ext-M Side .250” 
26 MGR-Hook Bottom Loop 
27 GR-SE 1/4 Combo Side .25/.5” 
28 MGR-SE10/32 ASS ANG Side .187” 
29 MGR-10/32 NK Bottom .187” 

30 MGR-SE-ADJ-SHOE Side 
.125” w/

slot 

31 MGR-SE-THW/8"CabDB64 Side 

.225” 
keyhole 
.11” hole 
diameter 

32 MGR 1/4-20 M Bottom .250” 

33 MGR-SE 10/32 EXT Side .187” 

34 MGR-SE 8/32 SH Side .187” 

35 LG-16 2 Way N/A 

# Description 

12W 12 Gauge Power cord 
14W 14 Gauge Power Cord 

8.5HB 8.5” Crosscable W/ #2 HB Ends 
10HB 10” Crosscable W/ #2 HB Ends 

12.5HB 12.5” Crosscable W/ #2 HB Ends 
18HB 18” Crosscable W/ #2 HB Ends 
24HB 24” Crosscable W/ #2 HB Ends 
36HB 36” Crosscable W/ #2 HB Ends 

8CC 8”Crosscable with 1/4-20TH Studs 

12CC 12”Crosscable with 1/4-20TH Studs 

18CC 18”Crosscable with 1/4-20TH Studs 

24CC 24”Crosscable with 1/4-20TH Studs 

8PD Paddles on the ends of 8” Crosscable 

12PD Paddles on the ends of 12” Crosscable 

24PD Paddles on the ends of 24” Crosscable 

36PD Paddles on the ends of 36” Crosscable 

6Y 6” Legs on Y Paddle Assembly 
18Y 18” Legs on Y Paddle Assembly 

7/8 KO Strain Relief for 7/8 Knock Out 
BK Black Canopy Set 
BN Brushed Nickel Canopy Set 
CG Ceiling Mounted Gripper 
CH Cord Holder 
CL Clear Power Cord 

CP8 Cable Puck with 8 Inch Legs 
CP12 Cable Puck with 12 Inch Legs 
CP16 Cable Puck with 16 Inch Legs 
CP8-4 Cable Puck 4 with 8 Inch Legs 

CP12-4 Cable Puck 4 with 12 Inch Legs 
CP16-4 Cable Puck 4 with 16 Inch Legs 

CS 
Slot Cable Coupler allowing cable to 

hang straight on vaulted ceiling 
DF Dual Feed w/ 2-Cord From 1-Canopy 
HK Snap Hook 1/4”-20 

M2D4 Multi-Mount 2-Cables 4” Spacing 
M3D4 Multi-Mount 3-Cables 4” Spacing 
M4D4 Multi-Mount 4-Cables 4” Spacing 

MB Metal Braided Power Cord 
NK Nickel Canopy Set 

PC Powder Coated Hardware 

PF 
Creates side hole for power cord en-

trance w/ Power Feed Tube 

RM Row Mount 

SH 
Shade Holder Accessory for capturing  

Wire Frame 
SM Canopy .250” Holes on 3.5” Center  
SQ Square Canopy 

UNIV Universal  
RD Round Canopy 

TC 1.1 Track Mounting Clip TC-1.1 

TC 1 Track Clip Mounting TC-1 

TC .5 Track Clip Mounting TC-.5 

TC .38 Track Clip Mounting TC-.380 

MAG Magnets 
LSC Lighting Suspension Cord 

MM 

Magnet Mount 
Canopy  

Set 

OR 

# 
Gripper Model # 

Cable 
Exit 

Hole 
Size 

36 LG-32 2 Way .250” 

37 MGR-SE-360 1/4-20 Side .250” 

38 MGR-SE-360 8/32  Side .187” 

39 MGR CC 1/4-202P NK Bottom .250” 

40 MGR CC 1/4-02 M Bottom .250” 

41 MGE-SE 1/4-20-M Side 250” 

42 GR 3/8 IP ALL Bottom .687” 

43 GR1/4 IP ALL Bottom .562” 

44 AL LG 1/16 2-Way N/A 

45 AL LG 3/32 2-Way N/A 

46 AL LG 1/8 2-Way N/A 

47 
Micro SE-TH W/8”HB 

CABLE 
Cross .200” 

48 
Micro SE-TH W/8” PD 

CABLE 
Cross .250” 

49 
Micro SE-TH W/24” SW-

EYE 
Cross .150” 

50 Micro SE 8/32 Side .187” 

51 Micro SE Panel Side .187” 

52 Micro SE 360 8/32 Side .187” 

53 Micro Ball Bottom .375” 

54 MGR-SE 360 1/4-20 LN Side .250” 
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Mono Point System Ordering Matrix 

Options 

MP 15 60 36PD 18/3SJT  16 

Mono 
Point  

Cable 
Length 

Cable 
Diameter 

Gripper# 

 

Line Drawings 
of these  Hardware assembly sets 

are available at the  
Drawings link on Home Page 

Cable Length 

Patent US 9133981B2  
Pendant Systems Manufacturing Co.  

Cable Diameter 

1/16” Diameter  is our Standard 

 Cord Options 

18/3SVT 18/3 SVT Cord 

18/3SJT 18/3 SJT Cord 

18/3CL 18/3 Clear Cord 

18/3MB 18/3 Metal Braid Cord 

18/4SJT 18/4 SJT Cord 

18/4CL 18/4 Clear Cord 

18/4MB 18/4 Metal Braid Cord 

18/5SJT 18/5 SJT Cord 

18/5CL 18/5 Clear Cord 

18/5MB 18/5 Metal Braid Cord 

18/3-22/2 18/3 &22/2 White Cord 

18/3-22/2 BK 18/3 &22/2 Black Cord 

18/3-22/2 CL 18/3 &22/2 Clear Cord 

18/3-22/2 GY 18/3 &22/2 Gray Cord 

14/3  14/3 SJT White Cord 

14/3 BK 14/3 SJT Black Cord 

14/4 14/4 SJT White Cord 

14/5 14/5 SJT White Cord 

12/3 12/3 SJT White Cord 

12/3 BK 12/3 SJT Black Cord 

12/4 12/4 SJT White Cord 

12/4 BK 12/4 SJT Black Cord 

# 
Description of Half Ball   

Cable Length  

24 24” Long Galvanized Cable 

36 36" Long Galvanized Cable 

50 50” Long Galvanized Cable 

60 60" Long Galvanized Cable 

120 120" Long Galvanized Cable 

180 180" Long Galvanized Cable 

240 240" Long Galvanized Cable 

# Description 

16 1/16" Diameter 

64 3/64” Diameter 

132 1/32” Diameter 

 Cord Options 

18/4 & 22/2 18/4 & 22/2 White Cord 

18/4 & 22/2 BK 18/4 & 22/2 Black Cord 

18/4 & 22/2 GY 18/4 & 22/2 Gray Cord 

18/4 & 22/2 CL 18/4 & 22/2 Clear Cord 

18/4 & 22/4 18/4 & 22/4 White Cord 

18/4 & 22/4 BK 18/4 & 22/4 Black Cord 

18/4 & 22/4 GY 18/4 & 22/4 Gray Cord 

18/4 & 22/4 CL 18/4 & 22/4 Clear Cord 

18/5 & 22/4 18/5 & 22/4 White Cord 

18/5 & 22/4 BK 18/5 & 22/4 Black Cord 

18/5 & 22/4 GY 18/5 & 22/4 Gray Cord 

18/4 AWM 18/4 AWM White Cord 

18/4 AWM BK 18/4 AWM Black Cord 

18/4 AWM GY 18/4 AWM Gray Cord 

18/4 AWM CL 18/4 AWM Clear Cord 

22/2 AWM 22/2 AWM White Cord 

22/2 AWM BK 22/2 AWM Black Cord 

22/2 AWM GY 22/2 AWM Gray Cord 

22/2 AWM CL 22/2 AWM Clear Cord 

22/4 AWM 22/4 AWM White Cord 

22/4 AWM BK 22/4 AWM Black Cord 

22/4 AWM GY 22/4 AWM Gray Cord 

22/4 AWM CL 22/4 AWM Clear Cord 

Mono Point High Bay Cord Feed Kit 

MM 

Magnet Mount 
Canopy  

Set 

OR 

http://www.pendantsystems.com/store.asp?pid=27113&catid=19867
http://www.pendantsystems.com/store.asp?pid=27113&catid=19867
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HB Plate & Swivel Clip 

Mono Point System Highlights 

Mono Point Product Features 

• Single Point Mounting System for Feed and Fixture Support from a center location 

• Uses Magnets to hold up canopy  

• Available with Square or Round Canopies 

• Retrofitting existing High Bay HID Systems is easier 

• Mounts to 4" square and 4" octagonal boxes easily with universal mounting pattern screw hole slots  

• Custom extruded cable slot holders to allow cable to swivel outward to ends of fixture 

• Low profile 

• Interchangeable center mounting plate with 1/8' IP, 1/4" IP, 3/8" IP, 1/2"IP & Half Ball Swivel Plate 

• Cord or Stem Power Feed to fixture 

• Stem fixed or swivel mounted to give more stability in air movement situations 

• Can be used with side support cables or stand alone stem mounting for use as a normal stem configuration 
Applications 

• High Bay Cord or Stem Feed (Fixed or Swivel) 

• Direct / Indirect Cord or Stem Feed 

• Exit Cable or Stem Mount 

• LED or Cylinder 2-point Mount 

• Parking Garage Retrofit with Center Fixed or Swivel Stem Feed & Stainless Cables to minimize movement 

Finishes 
White, Black, Nickel, Brushed Nickel 
Patent US 9133981B2 Pendant Systems Manufacturing Co.  
  

Magnet Swivel Stem Feed Magnet Fixed Stem Feed  

Exit Cord Feed W/Exit Bracket 

Ceiling Canopy Mounting 
MP Plate 3/8IP MP Crossbar 

Custom Extruded Slot to 
accept the Half Ball End 

Cables to allow Cable 
Swiveling Action 

MP Crossbar W/ MP Plate 3/8IP 

High Bay Cord Feed 

Fixture Gripper Attachment 
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Mono Point High Bay Cord Feed System 

Example Part #’s of Above Illustration 

Length W/18/3 Cord No Cord 

60” MP15/60-16 36PD 18/3SJT MP15-/60-16 36PD 

120” MP15/120-16 36PD 18/3SJT MP15/120-16 36PD 

180” MP15/180-16 36PD 18/3SJT MP15/180-16 36PD 

240” MP15/240-16 36PD 18/3SJT MP15/240-16 36PD 

Mono Point High Bay Cord Feed Product Features 

• Single Point Mounting System for feed and fixture support from a center location 

• Retrofitting existing High Bay HID Systems is easier 

• Mounts to 4" square and 4" octagonal boxes easily with universal mounting pattern screw hole slots to vary the         
positioning of the fixture (50 lb. maximum weight load per NEC 314.27) 

• Custom extruded cable slot holders allow cable to swivel outward toward ends of fixture for support 

• Adjustable height and low profile for a clean look 

• Various type cord can be included in kit 

• A strain relief is provided for .290”-.385” diameter cables for fixture & canopy with .875” knock out openings  

• Various grippers for fixture attachment are available. See Mono Point Ordering Matrix for Part #’s 

• 1/16” HB End Cable Lengths of 24” & 36” Stainless and 50”, 60”, 120”, 180”, 240” Galvanized Available 
Applications 

• High Bay Lighting , Direct / Indirect Lighting, LED or Cylinder 2-point Mount 

• Static (stationary loads only), Not Dynamic  (swaying or wind conditions not recommended) 

 
Finishes 
White Canopy, Galvanized MP-Crossbar 
 

Part Numbers 
See Mono Point Matrix on for Catalog Numbering System   
p. 13-14 
 
Patent US 9133981B2 Pendant Systems Manufacturing 

 See MP Ordering 
Matrix on  

pages 16-17 
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MP– 15/60-36PD (No Cord) 

1- MP Crossbar                       Mono Point Base Crossbar  
1-#32                                          8/32” x 5/16” Slot Ground Screw 
1-#242B SQ SL RM WHT        5” Square Canopy  w/.575”CH 
2-MP SCREW WHT                 6/32” x 3/4”L Flat  Phillips   
2-AC1/16-60G-HB                    1/16” Cables w/ 60” HB Ends 
2– MGR-SE-TH w/36CAB PD   Captive Gripper w/ PD & CC 
2-#171                                            Strain Relief Bushing White  for   
                                                     18/3, 18/4 & 18/5 cord 

MP– 15/60-36PD-18/3SJT 

1- MP Crossbar                          Mono Point Base Crossbar  
1-#32                                          8/32” x 5/16” Slot Ground Screw 
1-#242B SQ SL RM WHT        5” Square Canopy  w/.575”CH 
2-MP SCREW WHT                 6/32” x 3/4”L Flat  Phillips   
2-AC1/16-60G-HB                    1/16” Cables w/ 60” HB Ends 
2– MGR-SE-TH w/36CAB PD  Captive Gripper w/ PD & CC 
2-#171                                           Strain Relief Bushing White  
6-SCCOIL 18/3                           6’ of  18/3 SJT Cord 

Mono Point High Bay Cord Feed System Kit Examples 
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Introducing Mono Point Magnet Mounted Kits 

Mag Bar 
Cross Bar for Magnet Use  

Accommodates #126 & #171  
4.140" L x 1.000" W 

Feed Kit 

Non-Feed Kit T-Bar Non-Feed Kit 

T-Bar Coupler 
Coupler for Half Ball Cable 

Used with Magnet to support 
canopy with T-Bar application 

Magnet Mounted Kits allow you to lose the Slip Ring on the outside of the canopy.   
The Magnets support the canopy to the ceiling offering a beautiful & sleek look. 



22  

The Lighting Suspension Specialists    www.PendantSystems.com       P-215-638-8552      F-215-638-8554 

 

1- MP Crossbar: Mono Point Base Crossbar 
1-#32: 8/32″ x 5/16″ Ground Screw 
1-#276B SQ: 5″ Square Canopy w/1.180″ CH 
1-#133: 1/8″IP Hex Nut 1/8″ Thick 
1-#183: 8/32″ x1/4″ Phillips Zinc Screw 
1-MP PLATE HB: Mono Point Crossbar Center Plate 
1-272 ADJ: 1/8″IPS Adjustable Half Ball 
1-MP SWIVEL CLIP: Mono Point Retaining Clip 
1-#237: 7/8″ Hole Bushing 
2-Magnet: #6 & #8 Holes 
2-#271: 6/32″ x 1/4″ L Flat Head Screw 
2-#273: 8/32″ x .3235″ L Half Dog Point Set Screw 

MP-SW1/8 MAG ADJ-  1/8″IP MP SWIVEL STEM KIT 
See website for more  
Monopoint Swivel Magnet kits in 
1/4” IP, 3/8”IP  & 1/2”IP. 
 
 

• Sleek Design 

• Available in Round or Square Canopies 

• Single Point Mounting System for feed and fixture support from a center location 

• Minimizes fixture movement 

• Stem lengths are fixed and available in 1/8”IPS, 1/4”IPS, 3/8”IPS & 1/2”IPS diameters.  

(Stems must be ordered separately). 

• Swivel Rotation depends on the size of stem. 1/8”IPS (45°), 1/4”IPS (45°), 3/8”IPS (42°) & 1/2”IPS (38°) 

• Available in Field Cut Adjustable System to cut and pin stem to desired height without threading stem for 
3/8”IPS , 1/4”IPS & 1/8”IPS sizes    (Add Suffix ADJ) ; Drill Bit & Allen wrench are included (Tool Kit) 

1- MP Crossbar Round: Mono Point Base Crossbar 
1-#32: 8/32″ x 5/16″ Ground Screw 
1-#276B: 5″ Round Canopy w/1.180″ CH 
2-#64: 1/4″IP Hex Nut 1/4″ Thick 
1-#183: 8/32″ x1/4″ Phillips Zinc Screw 
1-MP PLATE HB: Mono Point Crossbar Center Plate 
1-35 ADJ WPB: 1/4″IPS Adjustable Half Ball White 
1-ADJ-SS: 1/4″-20 Short Allen Hex Head Pin 
1-SSS: 1/4″-20 Long Allen Hex Head Pin 
1-MP SWIVEL CLIP: Mono Point Retaining Clip 
1-#237: 7/8″ Hole Bushing 
2-Magnet: #6 & #8 Holes 
2-#271: 6/32″ x 1/4″ L Flat Head Screw 

MP-SW1/4 RD MAG ADJ-  1/4″IP MP SWIVEL STEM KIT 

MONO POINT STEM SERIES: MAGNET SWIVEL STEM FEED SYSTEM 

1- MP Crossbar: Mono Point Base Crossbar 
1-#32: 8/32″ x 5/16″ Ground Screw 
1-#276B SQ: 5″ Square Canopy w/1. 180″ CH 
1-#183: 8/32″ x1/4″ Phillips Zinc Screw 
1-MP PLATE HB: Mono Point Crossbar Center Plate 
1-34: 3/8″IPS Half Ball White 
1-MP SWIVEL CLIP: Mono Point Retaining Clip 
1-237: 7/8″ Hole Bushing 
2-Magnet: #6 & #8 Holes 
2-#271: 6/32″ x 1/4″ L Flat Head Screw 
1-#25: 1/4″IP Nut 1/8″ Thick 
1-#49-1: 1/4″ IP Nipple 1″ L 

MP-SW3/8 MAG ID -3/8″IP MP SWIVEL STEM KIT 

Sample  
Square Magnet kit with  

Field  Adjustable Half Ball 

Sample  
Round Magnet kit with 

Field  Adjustable Half Ball 

Sample  
Square Magnet kit with ID 

thread stem  

Patent# US 9133981B2  

Patent# US 9133981B2  
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1- MP Crossbar Round: Mono Point Base Crossbar 
1-#32: 8/32″ x 5/16″ Slot Ground Screw 
1-#278B: 5″ Square Canopy w/.530″ CH 
1-#64: 1/4″IP Hex Nut 1/4″ Thick 
1-#183: 8/32″ x1/4″ Phillips Zinc Screw 
1-MP PLATE 1/4IP: MP Plate w/ 1/4″IP Tapped CH 
1-Exit Base: Bracket 6/32” Tapped & Slip Holes 
1-Exit BRKT 1/4 IP: 1/4” IP  Tapped CH & 6/32” Tapped 
2-Exit BRKT Screw: 6/32” x 3/4” L Flat Head Phillips 
2-Magnet: #6 &#8 Holes 
2-#271: 6/32″ x 1/4″ L Flat Head Screw 

MP-ST1/4 Exit RD MAG- 1/4″ IP Mono Point Exit Stem Kit 

• Single Point Mounting System for feed and fixture support from a center location for Exit Signs 

• Available in Round and Square Canopies 

• Stem lengths are fixed and available in 1/4”IPS and 3/8”IPS. (Stems must be ordered separately). 

• The Exit Bracket is adaptable to most signs because it has multiple tapped holes for different mounting patterns 

1- MP Crossbar: Mono Point Base Crossbar 
1-#32: 8/32″ x 5/16″ Ground Screw 
1-#277B SQ: 5″ Square Canopy w/.660″ CH 
1-#22: 3/8″IP Square Nut 
1-#183: 8/32″ x1/4″ Phillips Zinc Screw 
1-MP PLATE 3/8IP: MP Plate w/ 3/8″IP Tapped CH 
1-Exit Base: Bracket 6/32” Tapped & Slip Holes 
1-Exit BRKT 3/8 IP: 3/8” IP  Tapped CH & 6/32” Tapped 
2-Exit BRKT Screw: 6/32” x 3/4” L Flat Head Phillips 
2-Magnet: #6 & #8 Holes 
2-#271: 6/32″ x 1/4″ L Flat Head Screw 

MP-ST3/8 Exit MAG -  3/8″IP Mono Point Exit Stem Kit 

MONO POINT STEM SERIES: MAGNET EXIT SIGN SYSTEM 

Sample Round Exit  
Magnet kit  

Sample Square Exit 
Magnet kit  

Patent# US 9133981B2  
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MONO POINT STEM SERIES: MAGNET FIXED STEM FEED SYSTEM 
• Single Point Mounting System for feed and fixture support from a center location 

• Minimizes fixture movement 

• Low profile with recessed 6/32” painted mounting screws for canopy 

• Stem lengths are fixed and available in 1/4”IPS, 3/8”IPS & 1/2”IPS diameters.  

(Stems must be ordered separately) 

Patent# US 9133981B2  

1- MP Crossbar: Mono Point Base Crossbar 
1-#32: 8/32″ x 5/16″ Slot Ground Screw 
1-#278B SQ: 5″ Square Canopy w/.530″ CH 
1-#64: 1/4″IP Hex Nut 1/4″ Thick 
1-#183: 8/32″ x1/4″ Phillips Zinc Screw 
1-MP PLATE 1/4IP:MP Plate w/ 1/4″IP Tapped CH 
1-#60-1: 1/8″ IP Nipple 1″ L 
1-#133: 1/8″ IP Nut 1/8″ Thick 
2-Magnet: #6 & #8 Holes 
2-#271: 6/32″ x 1/4″ L Flat Head Screw 

MP-ST1/4 MAG ID-1/4″ IP MONO POINT STEM KIT 

Sample of a Round Magnet 
Fixed Stem Kit for a Internal 

threaded stem 

1- MP Crossbar: Mono Point Base Crossbar 
1-#32: 8/32″ x 5/16″ Ground Screw 
1-#277B SQ: 5″ Square Canopy w/.660″ CH 
3-#22: 3/8″IP Square Nut 
1-#183: 8/32″ x1/4″ Phillips Zinc Screw 
1-MP PLATE 3/8IP: MP Plate w/ 3/8″IP Tapped CH 
2-Magnet: #6 & #8 Hole 
2-#271: 6/32″ x 1/4″ Flat Head Screw 

MP-ST3/8 MAG- 3/8″IP MONO POINT STEM KIT 

Sample of a Square Magnet 
Fixed Stem Kit 

1- MP Crossbar Round: Mono Point Base Crossbar 
1-#32: 8/32″ x 5/16″ Ground Screw 
1-#279B: 5″ Round Canopy w/.845″ CH 
3-#77: 1/2″IP Lock Nut 
1-#183: 8/32″ x1/4″ Phillips Zinc Screw 
1-MP PLATE 1/2IP: MP Plate w/ 1/2″IP Tapped CH 
2-Magnet: #6 & #8 Holes 
2-#271: 6/32″ x 1/4″ L Flat Head Screw 

MP-ST1/2 RD MAG-1/2″IP MONO POINT STEM KIT 

Sample of a Round Magnet 
Fixed Stem Kit 

1/4″ IPS, 3/8″ IPS, and 1/2″ IPS Stems are 
16 gauge steel tubing and threaded 3/4” at 
each end. 

 

Internal Diameter threading is now availa-
ble on 1/4″ IPS (1/8″ IP thread) & 3/8″ IPS 
(1/4″ IP thread) steel tubing. 

 

1/8”IPS Stem With Bead Nut and Pin Holes 

20 Gauge x 36”Length x 9/16” Thread 

Stems  
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C-415 MAG Canopy Kit for 1/4″IP 
Stem 
1-#278B Flat Canopy 
1-#39 1/4″IP Tapped Crossbar W/GS 
3-#25 1/4″IP Hex Nuts 
2-Magnets #6 & #8 Holes 
2-#270 8/32″ Screws 

Magnet Mount Stem Kits 

Canopy set is also available in Square 

C-415 MAG ID Canopy Kit for 1/4″IP Stem 
1-#278B Flat Canopy 
1-#39 1/4″IP Tapped Crossbar W/GS 
1-#25 1/4″IP Hex Nuts 
2-Magnets 
2-#270 8/32″ Screws 
1-#60-1.5: 1/8″ IP Nipple 1.5″ L 
1-#133: 1/8″ IP Nut 1/8″ Thick 

Canopy set is also available in Square 

C-515 MAG Canopy Kit for 3/8”IP Stem 
1-#277B Flat Canopy 
1-#38 Crossbar Zinc W/GS 
3-#22 3/8″IP Lock Nuts 
2-Magnets 
2-#270 8/32″ Screw 

Canopy set is also available in Square 

Canopy set is also available in Round 

C-515 MAG SQ ID Canopy Kit for 3/8″IP Stem 
1-#277B SQ Flat Canopy 
1-#38 Crossbar Zinc W/GS 
1-#22 3/8″IP Lock Nuts 
2-#25 1/4″ IP Lock Nuts 
1-#49-1 1/4″ IP Nipple 1″ L 
2-Magnets 
2-#270 8/32″ Screws 

 
C-615 Square MAG Canopy Kit for  1/2”IP 
Stem 
1-#146 Flat Canopy S.R.I. White 
1-#159 1/2″IP Tapped Crossbar W/GS 
2-#77 1/2″IP Lock Nuts 
2-Magnets 
2-#270 8/32″ Screw 

Canopy set is also available in Round 

Exit Magnet Mount Stem Kits 

C-415 Square Exit MAG Canopy Kit for 1/4″IP 
Stem  
1-#278B Flat Canopy 
1-#39 Crossbar Zinc W/GS 
2-#64 1/4″IP Lock Nuts 
2-Magnets 
2-#270 8/32″ Screw 
1-Exit Base 
1-Exit Bracket 1/4″IP White 
2-Mono Point Screws 

Canopy set is also available in Round 

C-515 Exit MAG Canopy Kit for 3/8″IP Stem  
1-#277B 5″ Flat Canopy w/ .660″ CH 
1-#38 Crossbar Zinc W/GS 
2-#22 3/8″IP Lock Nuts 
2-Magnet 
2-#270 8/32″ x 1/4″ screw 
1-Exit Base 
1-Exit Bracket 3/8″IP White 
2-Mono Point Screws 

Canopy set is also available in Square 

Magnet Track Clip Kits 

C-415 TC MAG Canopy Kit for 1/4″IP Stem 
for Track system 
1-#278B 5″ Flat Canopy w/ .530″ CH 
1-#39 1/4″IP Tapped Crossbar W/GS 
1-#25 1/4″IP Hex Nuts 
2-Magnet 
2-#270 8/32″ x 1/4″ L Screw 
1-Track Base 
1- TC1/4: 1/4″IP Threaded Top Plate 
2-#217: Screws 

C-515 TC MAG Canopy Kit for 3/8″IP Stem 
for Track system 
1-#277B 5″ Flat Canopy w/ .660″ CH 
1-#38 Crossbar Zinc W/GS 
1-#22 3/8″IP Lock Nuts 
2-Magnets 
2-#270 8/32″ x 1/4″ L Screw 
1-TC Base: Track Base 
1-TC3/8: 3/8″IP Threaded Top Plate 
2-#217: Ground Screws 

 
C-615 MAG Canopy Kit for  1/2”IP Stem 
1-#88 Flat Canopy S.R.I. White 
1-#159 1/2″IP Tapped Crossbar W/GS 
2-#77 1/2″IP Lock Nuts 
2-Magnets 
2-#270 8/32″ Screw 

Stems must be ordered separately and are not included in kits 
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Traditional Pendant Kits 1/4”IP 

C-405 Canopy Set  (1/4”IP Stems) 

1-#48 Shallow Canopy S.R.I. Wht. 
1-#39 1/4”IP Tapped Crossbar  W/G.S. 
3-#25 1/4”IP Hex Nuts 
 

C-406 Canopy Set  (1/4”IP Stems) 
 The same as C-405 but with 3-Heavy Duty 1/4”IP  
#64 Hex Nuts in place of the 3-#25 as above. 

C-405TC Canopy Set  (1/4”IP Stems) 

1-#48          Shallow Canopy S.R.I. Wht. 
1-#39          1/4”IP Tapped Crossbar  W/G.S. 
2-#25          1/4”IP Hex Nuts 
1-TC Base  Track Base 
1-TC1/4      1/4”IP Threaded Top Plate 
2– #217       Ground Screws 

Stems must be ordered separately and are not included in kits 

C-400 Canopy Set (1/4”IP Stems)     
1-#48 Shallow Canopy S.R.I. Wht. 
1-#67 Crossbar Zinc Plated W/GS 
4-#25 1/4”IP Hex Nuts 
1-#32 Ground Screw 
 
Used with 1/4”IP Stems for track lighting and  
light weight fixtures. 
 

C-401 Canopy Set (1/4”IP Stems)    
1-#48 Shallow Canopy S.R.I. Wht. 
1-#67 Crossbar Zinc Plated W/GS 
2-#31 Rings Plated, with 6/32” Screws 
2-#25 1/4”IP Hex Nuts 
1-#32 Ground Screw 
 
Used with 1/4”IP Stems for track and light  
weight fixtures. Rings are used when  
field cutting 1/4”IP stems. 

C-402 Canopy Set(1/4”IP Stems)    
1-#48 Shallow Canopy S.R.I. Wht. 
1-#67 Crossbar Zinc Plated W/GS 
2-#31 Rings Plated, with 6/32 Screws 
1-#55 1/4”IP Flange Wht. W/Screws 
 
Used with 1/4”IP stems. Flange can be mounted to  
back of track or lighting fixture. 
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C-408 Canopy Set (1/4”IP Stems) 
 

1-#48 Shallow Canopy S.R.I. Wht. 
1-#39 1/4”IP Tapped Crossbar W/G.S. 
1-#55 1/4”IP Flange Wht W/Screws 
2-#25 1/4”IP Hex Nuts 

 
Used with 1/4”IP Stems. Flange can be mounted to back  
of track or lighting fixture. 

C-414 Canopy Set (1/4”IP Stems)  

  1-#87 Flat Canopy S.R.I. Wht. 
  1-#36 Hickey 1/4”IP Slip x 3/8”IP Tap 
  4-#64 Heavy Duty 1/4”IP Hex Nuts 
 
Used for Heavy Fixture Mounts with 1/4”IP Stems. 
Hickey is usually used on a 3/8”IP Stud in the  
junction box. 

C-407 Canopy Set (1/4”IP Stems) 
1-#48 Shallow Canopy S.R.I. Wht. 
1-#36 Hickey 1/4”IP Slip x 3/8”IP Tap 
4-#64 Heavy Duty 1/4”IP Hex Nuts 
 
Used for Heavy Fixture Mounts with 1/4”IP Stems. 
Hickey is usually used on a 3/8”IP  stud in the junction 
box. 

C-415 Canopy Set  (1/4”IP Stems) 

1-#87 Flat Canopy S.R.I. Wht. 
1-#39 1/4”IP Tapped Crossbar  W/G.S. 
3-#25 1/4”IP Hex Nuts 

C-416 Canopy Set  (1/4”IP Stems) 
The same as C-415 but with 3-Heavy Duty #64 Hex Nuts 
in place of the 3-#25 as above. 
 
*Add Suffix SQ for Square Canopy 

C-415TC Canopy Set  (1/4”IP Stems) 

1-#87 Flat Canopy S.R.I. Wht. 
1-#39 1/4”IP Tapped Crossbar  W/G.S. 
2-#25 1/4”IP Hex Nuts 
1-TC Base  Track Base 
1-TC1/4  1/4”IP Threaded Top Plate 
2– #217 Ground Screws 

Traditional Pendant Kits 1/4”IP 

Stems must be ordered separately and are not included in kits 
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C-445 FP DC Canopy Set(1/4”IP Stems)  
1-#43 Canopy  
1-#33 Crossbar Zinc Plated 
1- Flash Plate Attached to #33 Crossbar 
1-#181  Ground Screw 
1-#35  1/4”IP Half Ball 
2-#25 Hex Nuts 
1-#110 IDS T-Bar Clip W/Winged Locknut 
1-#32 Ground Screw 
Used with 1/4”IP Stems for stem mounting fixtures  
with swivel on Drop Ceiling 

Traditional Pendant Kits 1/4”IP 

C-445 Canopy Set (1/4”IP Stems)
 

  1-#43 Canopy Wht. W/Side Holes 
  1-#33 Swivel Crossbar 
  1-#35 1/4”IP Tapped Half Ball 
  2-#25 1/4”IP Hex Nuts  (60° Degree Swivel Maximum) 
  1-#32 Ground Screw 

C-446 Canopy Set (1/4”IP Stems) 
The same as C-445 but with 2-Heavy Duty #64 Hex Nuts 
in place of the 2-#25 as above. 
Use Suffix WPB for a Powder Coated White Half Ball 

See Field Cuttable Adjustable System 

C-415 1/4-20 BL Canopy Set(1/4”IP Stems)  
1-#87 Flat Canopy S.R.I. Wht. 
1-#39 Crossbar Zinc Plated W/GS 
1-#25 1/4”IP Hex Nuts 
1-#PF3/8IP-BL Blank Power Feed Tube 
1-#A3/8 x 1/4-20 3/8”IP x 1/4”-20 Adapter 
1-#104 1/4”-20  Locknut w/Lock washer 
 
Used with 1/4”IP Stems for stem mounting fixtures with 
1/4”-20 Mounting Brackets Non-Feed Side 

C-415 1/4-20 CF Canopy Set  (1/4”IP Stems) 

1-#87 Flat Canopy S.R.I. Wht. 
1-#39 Crossbar Zinc Plated W/GS 
1-#25 1/4”IP Hex Nuts 
1-#PF3/8IP-CF Power Feed Tube 
1-#A3/8 x 1/4-20 3/8”IP x 1/4”-20 Adapter 
1-#104 1/4”-20  Locknut w/Lock washer 
 
Used with 1/4”IP Stems for stem mounting fixtures with 
1/4”-20 Mounting Brackets Feed Side 

Stems must be ordered separately and are not included in kits 

C-445 ADJ Canopy Set (1/4”IP Stems)
 

  1-#43  Canopy Wht. W/Side Holes 
  1-#33  Swivel Crossbar 
  1-#35 ADJ 1/4”IP Tapped Half Ball 
  2-#25  1/4”IP Hex Nuts     
  1-#32  Ground Screw 
 
(60° Degree Swivel Maximum) 
*Add Suffix TK for ADJ Tool Kit - 1/8” Drill Bit & 1/8” 
Allen Wrench 

See Field Cuttable Adjustable System 
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Traditional Pendant Kits 1/4”IP & 3/8”IP 

C-445 FP Canopy Set (1/4”IP Stems) 
1-#43 Canopy  
1-#33 Crossbar Zinc Plated 
1- Flash Plate Attached to #33 Crossbar 
1-#181  Ground Screw 
1-#35  1/4”IP Half Ball 
2-#25 Hex Nuts 
1-#32 Ground Screw 
Used with 1/4”IP Stems for stem mounting fixtures  
with swivel 

C-500 Canopy Set (3/8”IP Stems) 
 

1-#40 Canopy White 
1-#15 Crossbar 
3-#22 3/8”IP Locknuts 
1-#14 3/8”IP Slip Ring W/Screw 
1-#24 3/8”IP Slip Washer Zinc 
 
Used with 3/8”IP Stems for Hanging Fluorescent  
Lighting and Exit Signs.  
Add Suffix PR for Painted Slip Ring. 

Stems must be ordered separately and are not included in kits 

C-445 1/4-20 BL Canopy Set (1/4”IP Stems) 
1-#43   Canopy W/Side Holes 
1-#33   Crossbar Zinc Plated 
1-#35   1/4”IP Half Ball 
2-#25   Hex Nuts 
1-#PF 3/8 IP BL  3/8” IP x 1/4” IP  PF Tube 
1-#104   1/4-20 Keps Nut 
1-#A3/8IPx1/4-20 3/8”IP x 1/4-20 Adapter 
1-#32   Ground Screw 
 

C-445 1/4-20 CF Canopy Set (1/4”IP Stems) 
1-#43   Canopy W/Side Holes 
1-#33   Crossbar Zinc Plated 
1-#35   1/4”IP Half Ball 
2-#25   Hex Nuts 
1-#PF 3/8 IP CF  3/8” IP x 1/4” IP  PF Tube 
1-#104   1/4-20 Keps Nut 
1-#A3/8IPx1/4-20 3/8”IP x 1/4-20 Adapter 
1-#32   Ground Screw 
 

C-700 Canopy Set (1/4”IP)
 

1-#52 Twin Shallow Canopy White 
1-#39 1/4”IP Tapped Crossbar W/G.S. 
1-#49D 1/4”IP x 2”Long Nipple 
1-#50 1/4”IP Cap Nut White 
2-#51 1/4”IP Knurled Nuts White 
6-#25 1/4”IP Hex Nuts 
2-6”Stem 1/4”IP White 

Holes are 11” C to C with one in center 
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Traditional Pendant Kits 3/8”IP 

C-505 Canopy Set (3/8”IP)
 

  1-#41 Canopy W/#14 S.R.I. Raw 
  1-#15 Crossbar 
  2-#22 3/8”IP Locknuts 
 
 
Used with 3/8”IP Stems for Hanging Fluorescent 
Lighting and Exit Signs. 
Add Suffix PR for Painted Slip Ring. 

C-514 Canopy Set (3/8”IP)  

 
1-#88 Flat Canopy W/#14 S.R.I. White Inserted 
1-#21 Hickey 3/8”IP Slip x 3/8”IP Tap 
4-#22  3/8”IP Lock Nuts 

 

C-503/4 Canopy Set(3/8”IP Stems)
 

  1-#42 Canopy White W/1-1/16” Hole 
  1-#18 Hangstraight W/Ring Nickel 
  1-#21 Hickey 3/8”IP Slip x 3/8”IP Tap 
  1-#26-.75 3/8”IP x 3/4” Long Nipple 
  4-#22  3/8”IP Locknuts 

 

C-503 Canopy Set (3/8”IP Stems)
 

Same as C503 but with 1-#22 Locknuts 
NYC-Schools. 10 Degree Swivel Max. 

C-504 Canopy Set (3/8”IP)
 

1-#41 Canopy  S.R.I. Raw 
1-#21 Hickey 3/8”IP Slip x 3/8”IP Tap 
4-#22 3/8”IP Locknuts 
 
Used with 3/8”IP Stems for Hanging Fluorescent Ltg  
and Exit Signs. Hickey attaches to Stud in Jct. Box.   
Add Suffix PR for Painted Slip Ring 

Stems must be ordered separately and are not included in kits 

C-501 Canopy Set (3/8”IP)
 

1-#41 Canopy W/#14 S.R.I.  Raw 
1-#15 Crossbar 
3-#22 3/8”IP Locknuts 
1-#24 3/8”IP Slip Washer Zinc 
 
Used with 3/8”IP Stems for Hanging Fluorescent  
Lighting and Exit Signs.  
Add Suffix PR for Painted Slip Ring. 
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Traditional Pendant Kits 3/8”IP 

Stems must be ordered separately and are not included in kits 

C-515TC Canopy Set (3/8”IP Stems) 

 
1-#88 Flat Canopy W/#14 S.R.I. White Inserted 
1-#38 3/8”IP Tapped Crossbar W/G.S. 
2-#22  3/8”IP Lock Nuts 
1-TC Base  Track Base 
1-TC3/8  3/8”IP Threaded Top Plate 
2-#217 Ground Screws 

C-515EXIT Canopy Set (3/8”IP Stems) 

 
1-#88     Flat Canopy W/#14 S.R.I. White Inserted 
1-#38    3/8”IP Tapped Crossbar W/G.S. 
3-#22    3 /8”IP Lock Nuts 
1-Exit Base            
1-Exit Brkt 3/8”IP White 
2-Mono Point Screws 

C-515 Canopy Set (3/8”IP Stems) 

 
1-#88 Flat Canopy W/#14 S.R.I. White Inserted 
1-#38 3/8”IP Tapped Crossbar W/G.S. 
3-#22  3/8”IP Lock Nuts 

C517 Canopy Set (3/8”IP Stems) 

 
  1-#72 5” White Canopy W/#14 SRI White 
  1-#38 3/8”IP Crossbar W/Ground Screw 
  3-#22 3/8”IP Locknut 

C517TC Canopy Set (3/8”IP Stems) 

 
1-#72   5” White Canopy W/#14 SRI White 
1-#38   3/8”IP Crossbar W/Ground Screw 
3-#22  3/8”IP Locknut 
1-TC Base  Track Base 
1-TC3/8  3/8”IP Threaded Top Plate 
2- #217 Ground Screws  
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C-518 Canopy Set (3/8”IP) 
1-#41 Canopy White S.R.I. 
1-#15 Crossbar 
2-#22 3/8”IP Locknuts 
1-#23 3/8”IP Flange W/Screws 
 
Used with 3/8”IP Stems for Hanging Fluorescent Ltg 
and Exit Signs.  
Add Suffix PR for Painted Slip Ring 

C-545 Canopy Set (3/8”IP) 
1-#43 Canopy Wht. W/Side Holes 
1-#33 Crossbar 
1-#34 3/8”IP Tapped Half Ball 
2-#22 3/8”IP Locknuts 
1-#32 Ground Screw 
Swivel Canopy Set used with 3/8”IP Stems for Hanging 
Fluorescent Ltg and Exit Signs. Add Suffix PB for 
Painted Ball. (41° Degree Swivel) 

See Field Cuttable Adjustable System 

Traditional Pendant Kits 3/8”IP 

C-545 FP Canopy Set  (3/8”IP Stems) 
1-#43 Canopy  
1-#33 Crossbar Zinc Plated 
1- Flash Plate attached to #33 Crossbar 
1-#181 Ground Screw 
1-#34  3/8”IP Half Ball 
2-#22 3/8”IP Lock Nuts 
1-#32 Ground Screw 
Used with 3/8”IP Stems for stem mounting fixtures with 
swivel 

Stems must be ordered separately and are not included in kits 

C517EXIT Canopy Set (3/8”IP Stems) 

 
1-#72   5” White Canopy W/#14 SRI White 
1-#38   3/8”IP Crossbar W/Ground Screw 
3-#22  3/8”IP Locknut 
1-Exit Base            
1-Exit Brkt 3/8”IP White 
2-Mono Point Screws 

C-545 ADJ Canopy Set (3/8”IP Stems)
 

  1-#43  Canopy Wht. W/Side Holes 
  1-#33  Swivel Crossbar 
  1-#34 ADJ 3/8”IP Tapped Half Ball 
  2-#22  3/8”IP Hex Nuts     
  1-#32  Ground Screw 
 
(41° Degree Swivel Maximum) 
*Add Suffix TK for ADJ Tool Kit - 1/8” Drill Bit & 1/8” 
Allen Wrench 

See Field Cuttable Adjustable System 
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Traditional Pendant Kits 3/8”IP 

C-545 FP DC Canopy Set (3/8”IP Stems)    
1-#43 Canopy  
1-#33 Crossbar Zinc Plated 
1- Flash Plate Attached to #33 Crossbar 
1-#181  Ground Screw 
1-#34  3/8”IP Half Ball 
2-#22 3/8”IP Lock Nuts 
1-#110 IDS T-Bar Clip W/Winged Locknut 
1-#32 Ground Screw 
Used with 3/8”IP Stems for stem mounting fixtures with 
swivel on drop ceiling 

C-603 Canopy Set (3/8”IP) 
1-#11A Twin Canopy White 
1-#19 Crossbar 
2-#26-1.75 3/8”IP x 1 3/4” Long  Nipple 
8-#22 3/8”IP Locknuts 
2-#18 Hangstraight W/Ring Nickel 
10 Degree Swivel Maximum 
Used with 3/8”IP Stems for hanging Fluorescent 
Lighting.-N.Y.C. Schools 

C-600 Canopy Set (3/8”IP) 
1-#11 Twin Canopy White 
1-#19 Crossbar 
2-#14 3/8”IP Slip Ring W/ Screw 
5-#22 3/8”IP Locknut 

Double Stem Canopy Set used with 3/8”IP Stems for 
hanging Fluorescent Lighting. Holes are 10” C to C 

 

C-600/7 Canopy Set (w/7-#22 Locknuts) 

C-600/8 Canopy Set (w/8-#22 Locknuts) 

Stems must be ordered separately and are not included in kits 

C-545 TR Canopy Set (3/8”IP) 
1-#46 Canopy Wht. W/Side Holes 
1-#33 Crossbar 
1-#34 3/8”IP Tapped Half Ball 
2-#22 3/8”IP Locknuts 
1-#32 Ground Screw 
Swivel Canopy Set used with 3/8”IP Stems for Hanging 
Fluorescent Ltg and Exit Signs. (41° Degree Swivel) 

See Field Cuttable Adjustable System 

C-545 TR  ADJ Canopy Set (3/8”IP) 
1-#46 Canopy Wht. W/Side Holes 
1-#33 Crossbar 
1-#34 3/8”IP Tapped Half Ball 
2-#22 3/8”IP Locknuts 
1-#32 Ground Screw 
Swivel Canopy Set used with 3/8”IP Stems for Hanging 
Fluorescent Ltg and Exit Signs. (41° Degree Swivel) 
*Add TK for ADJ Tool Kit - 1/8” Drill Bit & 1/8” Allen 
Wrench 

See Field Cuttable Adjustable System 
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C-900 Ceiling Spacer 

1-  Ceiling Spacer 
2-#22  3/8”IP Locknuts 
1-#24  3/8”IP Slip Washer Zinc 
 
Used to Hang Fluorescent Lighting Fixtures for 1.5” 
Clearance from Ceiling. Spacer will Clip onto Drop 
Ceiling Grid or mount in “J” Box 

C-800 Canopy Set (3/8”IP) 

1-#40 Canopy White 
1-#15 Crossbar 
4-#22 3/8”IP Locknuts 
1-#24 3/8”IP Slip Washer Zinc 
1-#26-1.75 3/8”IP x 1 3/4”Long Nipple 
 
Used to Flush Mount Fluorescent Lighting Fixtures 
Flush to Canopy 

C617 Canopy Set (1/2”IP) 

 
  1-#149 5” Canopy 7/8” Deep W/#142 1/2”IP SRI White 
  1-#159 1/2”IP Crossbar W/Ground Screw 
  2-#77 1/2”IP Locknut 

C605 Canopy Set (1/2”IP) 

 
  1-#168 5” Canopy 1 1/2”Deep W/#142 1/2”IP SRI White 
  1-#159 1/2”IP Crossbar W/Ground Screw 
  2-#77 1/2”IP Locknut 

C615 Canopy Set (1/2”IP) 

 
1-#146 5” Flat Canopy W/#142 1/2”IP SRI White 
1-#159 1/2”IP Crossbar W/Ground Screw 
2-#77 1/2”IP Locknut 

Traditional Pendant Kits 3/8”IP & 1/2” IP 

Stems must be ordered separately and are not included in kits 
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C645 Canopy Set (1/2”IP) 
1-#43 Canopy Wht. W/Side Holes 
1-#33 Crossbar 
1-#147 Wht 1/2”IP Tapped Half Ball 
2-#77  1/2”IP Locknuts 
 
39° Swivel Maximum 

C745 Canopy Set (3/4”IP) 

 
  1-#43 Canopy Wht. W/Side Holes 
  1-#33 Crossbar 
  1-#147 Wht 1/2”IP Tapped Half Ball 
  1-#167  1/2”IP x 3/4”Reducer 
 
39° Swivel Maximum 

Traditional Pendant Kits 1/2”IP 

Stems must be ordered separately and are not included in kits 

C645 FP Canopy Set (1/2”IP) 
1-#43  Canopy Wht. W/Side Holes 
1-#33   Crossbar 
1-#Flash Plate Attached to #33 
1-#147   1/2”IP Tapped Half Ball 
2-#77    1/2”IP Locknuts 
 
39° Swivel Maximum 

C645 FP DC Canopy Set (1/2”IP) 
1-#43   Canopy Wht. W/Side Holes 
1-#33   Crossbar 
1-#Flash Plate Attached to #33 
1-#147  1/2”IP Tapped Half Ball 
2-#77    1/2”IP Locknuts 
1-#110  1/4-20 Stud T-Bar Clip 
 
39° Swivel Maximum 
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Cord Kits  

Cord Kit SVT WHT (Also Black Available) 
 
1-#93B M2D3.5  5”Flat Canopy White .4”CH & .250”Holes 
1-#67 1/4”IP Slip Crossbar 
1- CG Cap 
1-#133 1/8”IP Hex Nut 
2-#190 -8/32” Screws x 1” Long 
2-#187 -8/32” Cap Nuts White 

For .190” - .260” Cord Diameter. ( 18/2– 18/3 SVT Cord) 
5 Lb. Weight Limitation 

Cord Kit SVT CP (Also Black Available) 
1-#93 M2D3.5 5”Flat Canopy White .4”CH & .250”Holes 
1-#67 1/4”IP Slip Crossbar 
2– CG Cap 
1– CG Check Ring 
3-#133 1/8”IP Hex Nut 
2-#190 -8/32” Screws x 1” Long 
2-#187 -8/32” Cap Nuts White 
1-#60-1  1/8”IP Nipple 1” Long 
5’- White 18/3 SVT Cord W/6” Strips Both Ends 

For .190” - .260” Cord Diameter. ( 18/2– 18/3 SVT Cord) 
5 Lb. Weight Limitation 

Cord Kit WHT (Also Black Available) 
1-#84    5” Flat Canopy White W/.720” CH 
1-#38  3/8”IP Tapped Crossbar 
1-Cord Grip White 
Cord Grip will accommodate .105” - .315” Diameter Cord 

18/3 SVT & 18/3 SJT 
5 Lb. Weight Limitation 

Line Drawings of these hardware assembly sets are available at the Drawings Web Page 

Blank Up  
1-#95B  5" Flat Canopy White W/.400” CH & .875” PF 
1-#58     1/8”IP Flat Crossbar 
1-#60-1  1/8"IP Nipple x 1" Long Zinc Plated 

1-#186WHT  1/8”IP White Cap Nut 
2-#171   Strain Relief Bushing White 18/3,18/4 & 18/5 

5 Lb. Weight Limitation 

Blank Up 12/3 
Same as the “Blank Up” kit above  
but with 2-#126 instead of  #171  

Cord Kit 1/2 IP (Also Black Available) 
 
1-#93-.875  5”Flat Canopy White .875”CH 
1-#159 1/2” IP Tapped Crossbar 
1-Cord Grip 1/2 IP 

 
Cord Grip Will accommodate .170" - .450" Dia  
Cord. 5 lbs. Suspension Limit for AMW & SVT  

Style Cord.10 lbs. Suspension Limit for SJT  
Style Cord Per UL1598  
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Cord Kit Mini   
Available in White , Black, Nickel & Brushed Nickel 

 
1- Cord Grip    Mini Cord Grip 1/8 IP Male 
1- 6" Green Ground Lead 
1- #58 Crossbar Zinc W/GS 1/8 IP 
1- #93B Canopy 5.0" W x 0.25" Deep 

 

Cord Kits  

Line Drawings of these hardware assembly sets are available at the Drawings Web Page 

Cord Kit Mini GS   
Available in White , Black, Nickel & Brushed Nickel 

 
1- Cord Grip Mini Cord Grip 1/8 IP Male 
1– GND Lead 6" Green Ground Lead 
1- #58   Crossbar Zinc W/GS 1/8 IP 
1- #93B Stud Canopy 5.0" W x 0.25" Deep 
1-#275  8/32” Nut 
1-#32  8/32” Ground Screw 
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Cord Kit Mini 

Line Drawings of these hardware assembly sets are available at the Drawings Web Page 

Cord Kit Mini Nickel 
Parts included: 
1- Cord Grip NK- Metallic Nickel Plated Mini Cord Grip 
1/8 IP Male 
1- 6" Green Ground Lead 
1- #58 Crossbar Zinc W/GS 1/8 IP 
1- #93B NK Nickel Plated Canopy 5.0" W x 0.25" Deep 

Cord Kit Mini Brushed Nickel 
Parts included: 
1- Cord Grip BN -Brushed Nickel Plated Metallic Mini Cord 
Grip 1/8 IP Male 
1- 6" Green Ground Lead 
1- #58 Crossbar Zinc W/GS 1/8 IP 
1- #93B BN- Brushed Nickel Plated Canopy 5"W x 0.25" Deep 

The Cord Kit Mini is low profile with a simple design. 
Light weight suspension with 5-lb capacity.  

Cord Kit Mini Assembled 

Cord Kit Mini White 
Parts included: 
1- CG WHT Metallic White Powder Coated Mini Cord 
Grip 1/8 IP Male 
1- 6" Green Ground Lead 
1- #58 Crossbar Zinc W/GS 1/8 IP 
1- #93B White Powder Coated Canopy 5” W x .25” Deep 

Notes: 
1. Kit will only work with SVT or round cord with diameters of .190"-.260" 
2. Mount Crossbar with extruded thread hole towards canopy 
3. Use compression fitting cap to retain canopy against canopy and ceiling while compressing cord. 

Cord Kit Mini Black 
Parts included: 
1- Cord Grip Bk-BK Metallic Black Powder Coated Mini 
Cord Grip 1/8 IP Male 
1- 6" Green Ground Lead 
1- #58 Crossbar Zinc W/GS 1/8 IP 
1- #93B Black Powder Coated Canopy 5" W x .25" Deep 

*Ground 
Screw Stud 

(GS) Available 
on canopy 
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C-445 ADJ TK Canopy Set (1/4”IP) 
1-#43 Canopy Wht. W/Side Holes 
1-#33 Crossbar 
1-#35 ADJ 1/4”IP Slip Half Ball 
1-# SSS Socket Set Screw 
1-Drill Bit 1/8” 
1-Allen Wrench 1/8” 
2-#25 1/4”IP Locknuts 
1-#32 Ground Screw 
Swivel Canopy Set used with 1/4”IP Stems for hanging fluorescent lighting 
and exit signs. Field Cut Pinning System. 
Add Suffix PB for Painted Ball. (45° Degree Swivel) 

C-445 ADJ Canopy Set (1/4”IP) 
1-#43 Canopy Wht. W/Side Holes 
1-#33 Crossbar 
1-#35 ADJ 1/4”IP Slip Half Ball 
1-# SSS Socket Set Screw 
2-#25 1/4”IP Locknuts 
1-#32 Ground Screw 
Swivel Canopy Set used with 1/4”IP stems for hanging fluorescent lighting 
and exit signs. Field Cut Pinning System. 
Add Suffix PB for Painted Ball. (45° Degree Swivel) 

C-545 ADJ Canopy Set (3/8”IP) 
1-#43 Canopy Wht. W/Side Holes 
1-#33 Crossbar 
1-#34 ADJ 3/8”IP Slip Half Ball 
1-# SSS Socket Set Screw 
2-#22 3/8”IP Locknuts 
1-#32 Ground Screw 
Swivel Canopy Set used with 3/8”IP stems for hanging fluorescent lighting 
and exit signs. Field Cut Pinning System. 
Add Suffix PB for Painted Ball. (45° Degree Swivel) 

ADJ Tool Kit 
Instruction Sheet, Drill Bit 1/8”, Allen Wrench 1/8” 

Tool Kit used for adjustable castings and set screws 

34 ADJ-SSS 
34 ADJ Casting 

W/SSS & ADJ-SS 

Adjustable Field Cut Swivel Kits 

C-545 ADJ TK Canopy Set (3/8”IP) 
1-#43 Canopy Wht. W/Side Holes 
1-#33 Crossbar 
1-#34 ADJ 3/8”IP Slip Half Ball 
1-# SSS Socket Set Screw 
1-Drill Bit 1/8”; 1-Allen Wrench 1/8” 
2-#22 3/8”IP Locknuts 
 1-#32 Ground Screw 
Swivel Canopy Set used with 3/8”IP Stems for hanging fluorescent lighting 
and exit signs. Field Cut Pinning System. 
Add Suffix PB for Painted Ball. (45° Degree Swivel) 
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• All Stems are 16 gauge steel tubing and threaded 3/4” at 
each end.  

• Stock finish is a Matte white powder coat finish.  
       (Matte Black, Raw and other finishes are also available)  

• 1/4”IP & 3/8”IP stock sizes are: 6”, 8”, 9”, 12”, 15”, 18”, 
21”, 24”, 27”, 30”, 36”,42”, 48”, 54”, 60”, 66”, 72”, 84”, 96” 

• Special sizes and threading can be made to order  

• Custom sizes and threading less than 100 piece quantity per 
size are subject to a set up charge 

• 10-14 day lead time on custom size stems 

• Stems are available with 1/8” pin hole for  
       adjustable field cutting system.  Add Suffix   
       “PH” to Part # 
 
Example Part#:  18” Stem 3/8”IP Wht 
Example above is for a 18” Long Stem in 3/8”IP 
Diameter with Standard Threading in White 

Stems 

       1/4”IPS    3/8”IPS           1/2”IPS       
  .500”-.510”O.D.      .625”-.635”O.D.     .800”-.810” O.D. 
       18 T.P.I.                   18 T.P.I.           14 T.P.I. 
     T.P.I.=Threads Per Inch    I.P.S.=Iron Pipe Standard 

I.D. Threaded Stems 
1/4” IPS I.D. - 18 T.P.I. 
1/8” IPS I.D. - 27 T.P.I. 

•1/4” IPS Stems: 
 1.O.D. - I.D. – 1/4” IP x 1/8” IP 
 2.I.D. - I.D. – 1/8” IP x 1/8” IP 
 
•3/8” IPS Stems: 
 1. O.D. - I.D. – 3/8” IP x 1/4” IP 
 2. I.D. - I.D. – 1/4” IP x 1/4” IP 

 
*Pin Hole Available on 1/8”IPS, 

1/4”IPS & 3/8”IPS Stems 

Ordering Information 

IPS Type Suffix Example Part# 

1/4 O.D.-O.D. N/A [XX”] Stem 1/4”IP 

 O.D.-I.D. OD x ID [XX”] Stem 1/4”IP OD x ID 

 I.D.-I.D. ID x ID [XX”] Stem 1/4”IP ID x ID 

3/8 O.D.-O.D. N/A [XX”] Stem 3/8”IP 

 O.D.-I.D. OD x ID [XX”] Stem 3/8”IP OD x ID 

 I.D.-I.D. ID x ID [XX”] Stem 3/8”IP ID x ID 

1/2 O.D.-O.D. N/A [XX”] Stem 1/2”IP 

 N/A N/A N/A 

 N/A N/A N/A 

1/4” IPS Stems 3/8” IPS Stems 

OD x ID ID x ID OD x ID ID x ID 

1/8” IPS Stems 
Fixed Length at 36” W/ Bead Nut 
9/16” of 1/8”-27 NPSM Thread  

& 1/8” Pin Hole 
Stem 1/8 WHT 
Stem 1/8 BK 

Stem 1/8 RAW 
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Stem Adapter Series 

SA Tool Kit 
1/8” Drill Bit & 5/64” Allen 

Wrench 

SA 1/8 x 1/8 
1/8” IP Slip x 1/8” IP Male Thread 
Fits 3/8" O.D. Tube (1/8" IP Size) 

Cap Portion Dimensions – ø.900″ W 
x .610″ H 

.500″ Thread Length 
1.110″ Overall Length 

Stem Adapter for Field Cutting Stems without re-threading. Used 
as a drilling template for 1/8” holes to take point end of #273 

screws (includes 2-#273 Screws) 

SA 1/4 x 1/8 
1/4” IP Slip x 1/8” IP Male Thread 
Fits 1/2" O.D. Tube (1/4" IP Size) 

Cap Portion Dimensions – ø1.025″ W 
x .610″ H 

.500″ Thread Length 
1.110″ Overall Length 

SA 1/4 x 1/4 
1/4” IP Slip x 1/4” IP Male Thread 
Fits 1/2" O.D. Tube (1/4" IP Size) 

Cap Portion Dimensions – ø1.025″ W 
x .610″ H 

.500″ Thread Length 
1.110″ Overall Length 

SA 3/8 x 3/8 
3/8” IP Slip x 3/8” IP Male Thread 
Fits .625" O.D. Tube (3/8" IP Size) 

Cap Portion Dimensions – ø1.145″ W 
x .610″ H 

.500″ Thread Length 
1.110″ Overall Length 

SA 1/2 x 1/2 
1/2” IP Slip x 1/2” IP Male Thread 
Fits .800" O.D. Tube (1/2" IP Size) 

Cap Portion Dimensions – ø1.335″ W 
x .610″ H 

.500″ Thread Length 
1.110″ Overall Length 
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Field Cut Stem Adapter System  

SA 1/4 x 1/8 SA 1/4 x 1/4 SA 3/8 x 3/8 SA 1/2 x 1/2 

273 

1. Cut stem to desired length and deburr inside 
edge. Insert SA (Stem Adapter) casting onto the 
stem with the edge of the cut even with the back 
of the casting and insert one of the #273 screws 
and tighten the set screw in the casting so the 
screw “bites” onto the stem. 

 
2. Drill a 1/8” hole through the tapped hole, oppo-

site the set screw on the casting through the stem. 
Always use eye protection  

 
3. Loosen the set screw in the casting and rotate 180 

degrees placing the set screw centered on the 
drilled 1/8” hole. Tighten screw allowing the 
stem to be fastened in place. You should see one 
pin on the inside of the stem when set correctly. 

 
4. Drill a second 1/8” hole through the other tapped 

hole on the casting and through the stem. Deburr 
any sharp edges on the I.D. of the stem from 
drilling holes. 

 
5. Insert and tighten the second #273 screw into the 

tapped hole and through the drilled hole in the 
stem using the Allen Wrench so the pin engages 
through the inside of the stem.  

 
 

All electrical connections should be done by 
qualified electrician with power off 
 
 
 
 
 

[X]/[X] refers to the 
I.D. Where the stem 
will sit  [X]/[X] refers to the 

thread (IPS) 

SA 1/8 x 1/8 
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Stem Adapter Series 

SA Tool Kit 
1/8” Drill Bit & 5/64” Allen 

Wrench 

273 
Dog Point 8/32” Screw 

For Micro ADJ, SA & 272 ADJ 
Adapters 

 

Micro ADJ 3/8 IP 
3/8” IP Slip x 2-8/32 Tapped Holes 

.293″ Thread Length 
.960” L x 1.15” W 

Nickel 
Used with # 273 Dog Point Screws 

Micro ADJ 1/4 IP 
1/4” IP Slip x 2-8/32 Tapped Holes 

.293″ Thread Length 
.960” L x 1.025” W 

Nickel 
Used with # 273 Dog Point Screws 

Micro ADJ 1/8 IP 
1/8” IP Slip x 2-8/32 Tapped Holes 

.293″ Thread Length 
.960” L x .900” W 

Nickel 
Used with # 273 Dog Point Screws 

Micro ADJ Assembled 
Installs on back side of Crossbar 

Inside the J-Box 
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Stabilizer Rings and Kits 

Part # Description 

Stabilizer Kit 1/2 IP XX 1/2”IPS Stem Stabilizer Kit 

Stabilizer Kit 3/8 IP XX 3/8”IPS Stem Stabilizer Kit 

Stabilizer Kit 1/4 IP XX 1/4”IPS Stem Stabilizer Kit 

Stabilizer Kits for Stems 

Cable Lengths 
XX= Cable Length of HB Cable 

36”, 60”, 120”, 180”, 240” 

Stabilizer Ring 1/4” IP 
2” OD x .5”H 3-Tapped 8/32” Holes 

For Gripper Studs M-4 Screws to Clamp 

Stabilizer Ring 3/8” IP 
2” OD x .5”H 3-Tapped 8/32” Holes 

For Gripper Studs M-4 Screws to Clamp 

Stabilizer Ring 1/2” IP 
2” OD x .5”H 3-Tapped 8/32” Holes 

For Gripper Studs M-4 Screws to Clamp 
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Other sizes available upon request 

1/4”IPS All Thread and 5/8”Sleeves 
 

AT12-1/4 1/4”IP All Thread 12”Long 
AT24-1/4 1/4”IP All Thread 24”Long 
AT36-1/4 1/4”IP All Thread 36”Long 

 
SL11”-5/8” 11”Long x 5/8”x 24 Gauge 
SL23”-5/8” 23”Long x 5/8”x 24 Gauge 
SL35”-5/8” 35”Long x 5/8”x 24 Gauge 

These items are used when field cutting to various lengths. 
Powder coated sleeve slides over 1/4”IP All Thread 

Sleeves & All Thread 

Available 

Length Part # 

1” 141-1 

1 1/4” 141-1.25 

Available 

Length Part # 

1” 49-1 

1.5” 49-1.5 

2” 49-2 

3” 49-3 

4” 49-4 

Available Stock Sizes 

Length Part#  Length Part# 

1/2” 26-.5  1 3/4” 26-1.75 

3/4” 26-.75  2” 26-2 

1” 26-1  3” 26-3 

1 1/4” 26-1.25  4” 26-4 

1 1/2” 26-1.5    

1/2”IP Nipples 3/8”IP Nipples 1/4”IP Nipples 1/8”IP Nipples 

Sleeves available Powder Coated White , Black or Raw Finish 

Available Stock Sizes 

Length Part#  Length Part# 

1/2 60-.50  3 3/4” 60-3.75 

3/4” 60-.75  4 1/2” 60-4.5 

1” 60-1  5” 60-5 

1.5” 60-1.5  5 1/2” 60-5.5 

2” 60-2  6” 60-6 

2 1/2” 60-2.5  7” 60-7 

2 3/4” 60-2.75  8” 60-8 

3” 60-3  9” 60-9 
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34 ADJ 

SSS 

35 TK 
1/4”IP Slip Ball W/Set Screws & 

Drill Bit & Allen Wrench 

34 TK 
3/8”IP Slip Ball W/Set Screws & 

Drill Bit & Allen Wrench 

ADJ-SS 

35 ADJ 

1- Cut stem to desired length and deburr 
inside edge. Insert ADJ casting onto the 
stem with the edge of the cut even with the 
back of the casting and insert 
ADJ-SS screw (short one) and tighten the 
set screw in the casting to the stem. 

2- Drill a 1/8”Hole through the hole on 
the casting opposite the set screw.  
Always use eye protection. 

3- Loosen set screw in casting and 
rotate 180 degrees placing set screw 
centered on drilled 1/8” hole. Tighten 
screw allowing screw to be centered on 
hole. You should see pin on inside of 
tube when set correctly. 

4- Drill a 2nd 1/8” hole through the hole 
on the casting opposite the set screw. 
Deburr any sharp edges on ID of stem 
from drilling holes. 

5– Remove short set screw on casting and 
insert SSS (socket set screw-long one) into 
tapped hole through the drilled hole in stem 
and through to other side of stem. Tighten 
set screw using Allen wrench so pin  
engages through opposite 1/8” drilled hole 
on opposite side of stem and into casting. 

 Field Cut Adjustable Stem System for Swivel Canopy Sets 
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All-in-One Stem Kits 

• All stems come in 36” increments; going up to 108”. Each stem is 36” long 
• Stems are mated together with 1 1/2” Nipples 
• 3 and 5 single conductor wires are available with wire nuts 
• Kits are available in Matte White and Matte Black 
• Kits Come in Round and Square versions 

SK3/8-ID RDFL[XX]5W SK1/8-OD SQFL36 

SK1/4-ID RDFL[XX]3W 

*ONLY I.D. Stem can 
be mated together to 
create longer stems. 

*Deep Canopy Versions of  
All-In-One Kits are also available 

Example Part #’S 
 

• SK3/8-ID RDFL365W 
• SK3/8-ID RDFL725W 

• SK3/8-ID RDFL1085W 
 

• SK1/4-ID RDFL363W 
• SK1/4-ID RDFL723W 

• SK1/4-ID RDFL1083W 
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Remote Driver Kits 

Remote Driver Kits utilize a deeper canopy that gives the ability to 
hide the driver within the canopy. 

CCXX44/XX-16 RD Cord Kit RD M3D4 HB 
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18/3 SVT Coil Cord Sets 300 Volt 105 Degree 
 
Coil cord sets are available in White and Black outer jacket UL  
embossed with three #18 conductors with jacket stripped 3” on 6”     
tangents at both ends.  We stock two sizes for most applications. The cord 
look best when slightly stretched but not to the maximum of total length. 
 
 Catalog# 
CC-18/3        1’ to 4’ Suspension 96” Extended Length White 

CC-18/3B     1’ to 4’ Suspension 96” Extended Length Black 

CCL-18/3     4’ to 12’ Suspension 252” Extended Length White  

CCL-18/3B  4’ to 12’ Suspension 252” Extended Length Black 

18/4 AWM Coil Cord Sets 300 Volt 105 Degree 
 
Coil cord sets are available in White and Black outer jacket UL  
embossed with four  #18 conductors with jacket stripped 3” on 6”  
tangents at both ends.  We stock two sizes for most applications. The cord 
look best when slightly stretched but not to the maximum of total length. 
  
Catalog# 
CC-18/4        1’ to 4’ Suspension 96” Extended Length White 

CC-18/4B     1’ to 4’ Suspension 96”  Extended Length Black 

CCL-18/4     4’ to 12’ Suspension 252” Extended Length White  

CCL-18/4B   4’ to 12’ Suspension 252” Extended Length Black 
 

Ring Terminal Applicator 

Pendant Systems has the ability to provide 
you with straight cord with stripped ends 
with individual conductor strips and 
ground ring terminals with our UL Wire 
Process Label # E-325558 
 
Please call or e-mail factory with specific 
requests.  

Pendant Systems Wire Process Capabilities 

De-Reeler and Komax Cut & Strip Machine Kappa 350, F1150 & KA 6000  

Wire Process Machine Cord Inventory 
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Cord is available per foot in bulk spool lengths or cut to specific lengths with jacket strips and wrapped with 
a wire tie. Special sizes can be accommodated by request along with conductor strips and #10 ground ring 
terminals. 
Our UL Wire Process Label on all cord is # E-325558.  Please call the factory with specific requests.  

Power Cord 

Various 18 Gauge 3 Conductor Power Cord Options  

Catalog # Color Conductor Colors Type Diameter Voltage 

SCCoil-18/3  White Green, White, Black SJTOW .300” 300 

SCCoil-18/3 BK Black Green, White, Black SJTOW .300” 300 

SCCoil-18/3 GY Gray Green, White, Black SJTOW .300” 300 

SCCoil-18/3 600V   White Green, White, Black AWM 2661 .245” 600 

SCCoil-18/3 SVT White Green, White, Black SVT .250” 300 

SCCoil-18/3 SVT BK Black Green, White, Black SVT .250” 300 

SCCoil-18/3 SVT GY Gray Green, White, Black SVT .250” 300 

SCCoil-18/3 Clear 
Foil 

Clear Foil Green, White, Black SVT .250” 300 

SCCoil 18/3 STOW White Green, White, Black STOW .365” 600 

SCMB 18/3  Metal Braid Green, White, Black AWM 2661 .250” 300 

Various 18 Gauge 2 Conductor Power Cord Options  

Catalog # Color Conductor Colors Type Diameter Voltage 

SCCoil-18/2 RB White Red, Black SVT .235” 300 

SCCoil-18/2 RB Black Red, Black SVT .235” 300 

SCCoil-18/2 White Purple, Gray SVT .235” 300 

SCCoil-18/2 BK Black Purple, Gray SVT .235” 300 

SCCoil-18/2 CL RB Clear Red, Black SVT .235” 300 

Pictured are the SCCOIL 
18/3& 22/2 Cord in Clear, 
Black, White, Gray 
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Various 18 Gauge 5 Conductor Power Cord Options  

Catalog # Color Conductor Colors Type Diameter Voltage 

SCCoil-18/5 White Green, White, Black, Red, Blue SJTOW .380” 300 

SCCoil-18/5 Syl Dali White Green, White, Black, Purple, Purple-Wht SJTOW .380” 300 

SCCoil-18/5 Orange White Green, White, Black, Red, Orange SJTOW .380” 300 

SCCoil-18/5 Lutron White White, Red, Yellow, Blue, White/Black SJTOW .380” 300 

SCCoil-18/5 LV P White Green, White, Black, Purple, Pink SJTOW .380” 300 

SCCoil-18/5 BK LV P Black Green, White, Black, Purple, Pink SJTOW .380” 300 

SCCoil-18/5 LV 
GRAY P 

Gray Green, White, Black, Purple, Pink SJTOW .380” 300 

SCCoil-18/5  Clear 
LV P 

Clear Green, White, Black, Purple, Pink SJTOW .380” 300 

SCCoil 18/5 LV 
STOW 

White Green, White, Black, Purple, Gray STOW .485” 600 

SCCoil 18/5 LV 
STOW P 

White Green, White, Black, Purple, Pink STOW .485” 600 

Various 18 Gauge 4 Conductor Power Cord Options  

Catalog # Color Conductor Colors Type Diameter Voltage 

SCCoil-18/4 White Green, White, Black, Red SJTOW .337” 300 

SCCoil-18/4 BK Black Green, White, Black, Red SJTOW .337” 300 

SCCoil-18/4 GY Gray Green, White, Black, Red SJTOW .337” 300 

SCCoil-18/4  SJT CL 
Foil 

Clear Foil Green, White, Black, Red SJTOW .330” 300 

SCCoil-18/4 AWM White,Black
,Gray, Clear 

Blue, Blue/White, Red, 
Red/White 

AWM 2661 .259” 300 

SCCoil-18/4 STOW White Green, White, Black, Red STOW .395” 600 
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Various 18 Gauge 6 Conductor Power Cord Options  

Catalog # Color Conductor Colors Type Diameter Voltage 

SCCoil-18/6 LV P White Green, White, Black, Red, Purple, Pink SJTOW .410” 300 

SCCoil-18/6 LV STOW P White Green, White, Black, Red, Purple, Pink STOW .500” 600 

SCCoil-18/6 BK LVP Black Green, White, Black, Red, Purple, Pink SJTOW .410” 300 

SCCoil-18/6 LV BK Black Green, White, Black, Red, Purple, Gray SJTOW .410” 300 

SCCoil-18/6 WHT RB White Red, Black, Red-Wht, Black-Wht, Red-
Blue, Black-Blue 

AWM 2661 .305” 300 

SCCoil-18/6 BK RB Black Red, Black, Red-Wht, Black-Wht, Red-
Blue, Black-Blue 

AWM 2661 .305” 300 

SCCoil-18/6 LV GRAY Gray Green, White, Black, Red, Purple, Gray SJTOW .410” 300 

18/4 & 22/2 Power Cord Options 

Catalog # Color Conductor Colors Type Diameter Voltage 

SCCoil-18/4 & 22/2 WT White Green, White, Black, Red, Purple & Gray AWM 2661 .290” 300 

SCCoil-18/4 & 22/2 BK Black Green, White, Black, Red, Purple & Gray AWM 2661 .290” 300 

SCCoil-18/4 & 22/2 GY Gray Green, White, Black, Red, Purple & Gray AWM 2661 .290” 300 

SCCoil-18/4 & 22/2 CL Clear Green, White, Black, Red, Purple & Gray AWM 2661 .290” 300 

Various 18/3& 22/2 Power Cord Options  

Catalog # Color Conductor Colors Type Diameter Voltage 

SCCoil-18/3&22/2 White 18 conductor—Green, White, Black,     
22 conductor- Purple, Gray 

AWM 2661 .260” 300 

SCCoil-18/3&22/2BK Black 18 conductor—Green, White, Black,     
22 conductor- Purple, Gray 

AWM 2661 .260” 300 

SCCoil-18/3&22/2GY Gray 18 conductor—Green, White, Black,     
22 conductor- Purple, Gray 

AWM 2661 .260” 300 

SCCoil-18/3&22/2CL Clear 
(Mylar Foil) 

18 conductor—Green, White, Black,     
22 conductor- Purple, Gray 

AWM 2661 .260” 300 

White Tunable 18 Gauge Power Cord Options  

Catalog # Color Conductor Colors Type Diameter Voltage 

SCCoil-18/4 TW White Purple, Gray, Blue, Orange SJTOW .337” 300 

SCCoil-18/4 BK TW Black Purple, Gray, Blue, Orange SJTOW .337” 300 

SCCoil-18/3 SVT 
RBB 

White Red, Black, Blue SVT .250” 300 

Various 18 Gauge 7 Conductor Power Cord Options  

Catalog # Color Conductor Colors Type Diameter Voltage 

SCCoil-18/7 SJT WHT P White Green, White, Black,  Purple, Pink 
Purple-White, Pink-White 

SJTOW .418” 300 

SCCoil-18/7 SJT BLK P Black Green, White, Black,  Purple, Pink 
Purple-White, Pink-White 

SJTOW .418” 300 

SCCoil-18/7 SJT CLEAR P Clear Foil Green, White, Black,  Purple, Pink 
Purple-White, Pink-White 

SJTOW .418” 300 
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Clear Jacket Aluminum Mylar Foil Styles 

Catalog # Color Conductor Colors Type Diameter Voltage 

SCCoil-18/2 SVT CLRB Clear Red, Black SVT .235” 300 

SCCoil-18/3 SVT CL Foil Clear Green, White, Black SVT .250” 300 

SCCoil-18/4 CL Foil Clear Green, White, Black, Red, Blue, Orange AWM .260” 300 

SCCoil-18/5 CL LV P Clear Green, White, Black, Red, Purple, Pink AWM .290” 300 

SCCoil-18/5 Clear SJT P Clear Green, White, Black, Red, Purple, Pink SJTOW .356” 300 

SCCoil-18/7 Clear SJT P Clear Green, White, Black, Red, Purple, Pink SJTOW .418” 300 

22 Gauge Power Cord Options 

Catalog # Color Conductor Colors Type Diameter Voltage 

SCCoil-22/2 
AWM 

White, Black, 
Gray, Clear 

Red & Black AWM 
2661 

.199” 300 

SCCoil-22/4 
AWM 

White, Black, 
Gray, Clear 

Blue, Blue/White, 
Red, Red/White 

AWM 
2661 

.225” 300 

18/4 & 22/4 Power Cord Options 

Catalog # Color Conductor Colors Type Diameter Voltage 

SCCoil-18/4 & 22/4 WT White Green, White, Black, Red, Violet, Gray, Violet/
White, Gray/White 

AWM 2661 .325” 300/600 

SCCoil-18/4 & 22/4 BK Black Green, White, Black, Red, Violet, Gray, Violet/
White, Gray/White 

AWM 2661 .325” 300/600 

SCCoil-18/4 & 22/4 GY Gray Green, White, Black, Red, Violet, Gray, Violet/
White, Gray/White 

AWM 2661 .325” 300/600 

SCCoil-18/4 & 22/4 CL Clear Green, White, Black, Red, Violet, Gray, Violet/
White, Gray/White 

AWM 2661 .325” 300/600 

18/5 & 22/4 Power Cord Options 

Catalog # Color Conductor Colors Type Diameter Voltage 

SCCoil-18/5 & 22/4 WT White Green, White, Black, White/Black, Black/
White, Violet, Gray, Violet/White, Gray/White 

AWM 2661 .326” 300/600 

SCCoil-18/5 & 22/4 BK Black Green, White, Black, White/Black, Black/
White, Violet, Gray, Violet/White, Gray/White 

AWM 2661 .326” 300/600 

SCCoil-18/5 & 22/4 GY Gray Green, White, Black, White/Black, Black/
White, Violet, Gray, Violet/White, Gray/White 

AWM 2661 .326” 300/600 

SCCoil-18/5 & 22/4 CL Clear Green, White, Black, White/Black, Black/
White, Violet, Gray, Violet/White, Gray/White 

AWM 2661 .326” 300/600 
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Metal Braid Style Cords w/Clear Jacket 

Catalog # Color Conductor Colors Type Diameter Voltage 

SC MB 18/3 Metal Braid Green, White, Black AWM 2661 .250” 300 

SC MB 18/5 LV P Metal Braid Green, White, Black, Purple, Pink AWM 2661 .290” 300 

Various 14 Gauge Power Cord Options  

Catalog # Color Conductor Colors Type Diameter Voltage 

SCCoil-14/3 White Green, White, Black SJTOW .375” 300 

SCCoil-14/3 BK Black Green, White, Black SJTOW .375” 300 

SCCoil-14/4 White Green, White, Black, Red SJTOW .415” 300 

SCCoil-14/3 600V White Green, White, Black AWM 2586 .305” 600 

SCCoil-14/5 White Green, White, Black, Purple, Gray SJTOW .450” 300 

Various 12 Gauge Power Cord Options  

Catalog # Color Conductor Colors Type Diameter Voltage 

SCCoil-12/3  White Green, White, Black SJTOW .440” 300 

SCCoil-12/3 BK Black Green, White, Black SJTOW .440” 300 

SCCoil-12/4                   White Green, White, Black, Red SJTOW .500” 300 

SCCoil-12/4  BK              Black Green, White, Black, Red SJTOW .500” 300 

SCCoil-12/5              White Green, White, Black, Red, Orange SJTOW .515” 300 

SCCoil-12/5  BK              Black Green, White, Black, Red, Orange SJTOW .515” 300 

CAT5 

Catalog # Color Conductor Colors Type Diameter Voltage 

CAT5E Plenum 10’ White Blue-Blue/White, Orange-Orange/
White, Green-Green/White, Brown
-Brown/White 

24AWG .213” 300 

CAT5E Plenum 20’ White Blue-Blue/White, Orange-Orange/
White, Green-Green/White, Brown
-Brown/White 

24AWG .213” 300 
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Track Clips 

Track Clip Sets 

Catalog # 
Individually Bagged with 

1-TC-Base, 1-TC 3/8”IP or 1/4”IP & 2-#217 Screws 

Track Clip Kit 1/4” 1/4” IP Threaded Top Plate for 1/4”IP Stems (1/2”OD) 

Track Clip Kit 3/8” 3/8” IP Threaded Top Plate for 3/8”IP Stems (5/8”OD) 

Track Clips are used to fasten stems to the back of track. The clips 
can be used with a track groove in the extrusion or mounted flush 

to the back of the track. 

Track Clip and Gripper Base for Slot of Extrusion 

(TC Base) -965″W x 1″ L x .80″ Thick, 2-8/32″ & Tapped Holes 
(TC Base-.380)- .380″W x 1″ L x .075″ Thick, 2-8/32″ & 1-10/32 Tapped Hole 
(TC Base-.5)-  .45″W x 1″ L x .125″Thick, 2-8/32″ & 1-1/4″-20 Tapped Hole 
(TC Base-1)-  .965″W x 1″ L x .80″ Thick, 2-8/32″ & Tapped Holes W/1/4″-20 Tapped Center Hole
(TC Base-1.1)-  1.181″W x 1″ L x .80″ Thick, 2-8/32″ & Tapped Holes W/1/4″-20 Tapped Center 
Holed  
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Track Clips for Grippers 

Catalog # Description 

TC Base –.380 .380″W x 1″ L x .075″ Thick, 2-8/32″ 
& 1-10/32 Tapped Hole for Gripper  

TC Base –.5 .45″W x 1″ L x .125″Thick, 2-8/32″ & 
1-1/4″-20 Tapped Hole for Gripper 

TC Base –1 .965″W x 1″ L x .80″ Thick, 2-8/32″ & 
Tapped Holes W/1/4″-20 Tapped    

Center Hole for Gripper 

TC Base-1.1 1.181” W x 1” L x.80” Thick, 2-8/32″ & 
Tapped Holes W/1/4″-20 Tapped    

Center Hole for Gripper 

TC Base –.380 TC Base –.5 TC Base –1 
Or TC Base –1.1 

TC Base (.380, .5, 1, 1.1) slides into extrusions on track 
moving freely until appropriate gripper is inserted into the 
track clip to secure it in place. 

TC-.380 
Mounting 

TC-.5 
Mounting 

TC-1  
Mounting 
Or  
TC-1.1 
Mounting 
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Catalog # Description 

Exit Brkt 3/8”IP Exit Bracket with 3/8”IP tapped center 
hole & 6/32” tapped holes 

Exit Brkt 1/4”IP Exit Bracket with 1/4”IP tapped center 
hole & 6/32” tapped holes 

Exit Brkt 1/8”IP Exit Bracket with 1/8”IP tapped center 
hole & 6/32” tapped holes 

Exit Brackets 
4 1/2” X .875” 

(Available in Matte White/Nickel/Black) 

Exit Base 
2” x .875” 

Exit Bracket Base 6/32"Slip & Tapped 
Holes Zinc Plated 

Exit Sign Assembly with the Exit Base Exit Bracket and Exit Base Assembly  

The Exit Base and  
Brackets are used to  
convert Exit Signs to  

Stem or Cable Mounted 
Signs  

Exit Sign Brackets 

Exit Base Rev-1 
2” x .875” x 3/8”IP Center Tapped 

Exit Bracket Base 6/32"Slip & Tapped 
Holes Zinc Plated 

Exit Base TH 
2” x .875” x .640” Hole 

Exit Bracket Base 6/32"Slip & Tapped 
Holes Zinc Plated 



58  

The Lighting Suspension Specialists    www.PendantSystems.com       P-215-638-8552      F-215-638-8554 

 

MGR-1/4-20 
Bottom Exit Gripper 

W/Safety Nut for 1/16”Cable 
1/4”-20 Male on Bottom 

.250” Mounting Hole 
1.64”H x .4”W x.45”Thread 

MGR-1/8IP 
Bottom Exit Gripper 

W/Safety Nut for 1/16”Cable 
1/8IP Male on Bottom 
.400” Mounting Hole 

1.06”H x .589”W x .615”Thread 

GR3/8IP 
Bottom Exit Gripper 

W/Safety Nut for 1/16” & 
3/32” Cables 3/8”IP Male on 
Bottom .687” Mounting Hole 

1.3”H x .885”W x .670”Thread 

GR1/2IP 
Bottom Exit Gripper W/Safety 
Nut for 1/16” & 3/32” Cable 
1/2”IP Male on Bottom .875” 

Mounting Hole 1.319”H x 1”W 
x .669”Thread 

GR-SE-BF 
Side Exit Gripper W/Safety 

Nut & Set Screw for 1/16” & 
3/32” Cable .25”Fork on  
Bottom 2.6”H x .509”W 

Cable Grippers 

MGR-1/4-20-M-NK 
1/4"-20 Mini Gripper Nickel Plated 
Bottom Exit .250 in. Mounting Hole 

1.4”H x .359”W x.4”Thread x  
.693” Body 

MGR-1/4-20-M 
Bottom Exit Gripper 

for 1/16” Cable  
1/4”-20 Male Thread .4”Long 

.250 Mounting Hole 
1.4”H x .359”W x .693”Body 

 

MGR 10/32 EXT 
Bottom Exit Gripper 

W/10/32” Nut for 
1/16”Cable .187” Mounting 

Hole .375”L Thread 

MGR 10/32 NK 
Bottom Exit Gripper (No Knurling) 

w/10/32” Nut for 1/16” 
Cable .187” Mounting Hole  

.375”L Thread 
 

Micro-GR 
Bottom Exit Gripper for 3/64” 

Cable W/Safety Nut 
5/16” Male on Bottom 
.312” Mounting Hole 

.790” Overall HT. 

MGR-1/8IP ALL 
Bottom Exit Gripper 

W/Safety Nut for 1/16”Cable 
1” of 1/8”IP Thread  

.400” Mounting Hole 
1.454” Overall HT. 

GR1/4IP 
Bottom Exit Gripper W/Safety 
Nut for 1/16” & 3/32” Cable 
1/4IP Male on Bottom .562” 

Mounting Hole 1.316”H 
x .744”W x .673”Thread 

GR1/4IP-TN 
Bottom Exit Gripper 

W/Safety Nut & Top Nut for 1/16” 
& 3/32”Cable 

.562” Mounting Hole 
1.25”H x .757”W x .2”Thread 

GR1/4IP-TN-L 
Bottom Exit Gripper 

W/Safety Nut & Top Nut for 
1/16” & 3/32”Cable .562” 
Mounting Hole 1.357”H 

x .875”Bottom W 3/4”L Thread 
x .763” W Ring 

GR-SE 1/4IP Combo 
Side Exit Gripper for 3/32”Cable W/
Safety Nut 1/4”-20 Female & 1/4”IP 
OD on Bottom 3/32”Cable .513” x 

2.05” Body 2.5”Overall HT.  
.25” &. .5” Mounting Slots 

MGR-SE-1/4-20 
Side Exit Gripper W/Safety Nut 
 For 1/16”Cable 1/4”-20 Female 
on Bottom .250”  Mounting Hole 
1.653”H x .39”W x .235” Thread  
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Shadeholder 
(SH) 

MGR-SE 10/32-SM 
(sold separately) 

MGR-SE-ADJ-1/4-20 
Side Exit Gripper W/Safety Nut 

for 1/16”Cable W/Adjustable 
Foot .250” Mounting Hole 

.157”D-1/4”-20 Tapped Female 
Hole1.95”H x .192”W 

MGR-SE 1/4-20-BS 
Side Exit Gripper W/Safety Nut 
& Allen Screw for 1/16”Cable 

Slotted for Cross Cable on 
Bottom .250” Mounting Hole 
1.465”H x .192”D x .1”Slot 

MGR-SE-ADJ-8/32 
Side Exit Gripper W/Safety Nut for 

1/16”Cable W/Adjustable Foot  
.187” Mounting Hole 

.037”D-8/32” Tapped Female Hole 
1.65”H x .192”W 

MGR-SE 10/32 SM 
Side Exit Gripper 
For 1/16” Cable 

10/32”Side Mounted Screw 
.187” Mounting Hole 

1.8”H x .362”W x .157”D 

MGR-SE 10/32 ASS 
Captive MGR-SE Gripper 
W/4.75" Center to Center 
Stainless Bar W/ 10/32” Nuts 

MGR-SE  TH 10/32  
Block 

Captive MGR-SE-TH Gripper 
W/9.25" CC  W/10/32 Male 

Studs and Keps Nuts (2-.187”  

MGR-Hook 
Bottom Exit Gripper 

for 1/16” Cable  
Snap Hook w/ Cable Retention 

Clip W/ .260”Opening 
1.5”H x .826”W  

Cable Grippers  

MGR-SE-1/4-20-EXT 
Side Exit Gripper for 

1/16”Cable 1/4”-20 Male on 
Bottom .250” Mounting Hole 

1.74”H x .39W 
.188”-1/4”-20 Thread 

MGR-SE-1/8IP 
Side Exit Gripper for 1/16” 

Cable .4” 1/8”IP Male 
Thread on Bottom 

.400” Mounting Hole 
1.729”H x .391”W 

MGR-SE-8/32 
Side Exit Gripper for 1/16” 

Cable 8/32”Screw on 
Bottom .187”Mounting Hole 
1.25”H x .15”W .09”D 8/32” 

Tapped Hole 

MGR-SE-TH  
w/ 8” Cable 

Captive MGR-SE-TH Gripper 
W/8" Crosscable 1.125” H 
x .15”W Half Ball Ends x 

 .186" Diameter 
 

MGR-SE-TH DB 64 
Captive MGR-SE-TH Gripper 
W/8" L x 3/64" Crosscable W/ 

#5 Dumbbell Ends  
1.125”H x .15”W &  

.219” Diameter Dumb Bell Ends  

MGR-SE 10/32 ASS ANG 
Captive MGR-SE Gripper W/4.75" 
Center to Center Stainless Angled  

Bar W/ 10/32” Nuts 

MGR-SE-TH w/ CAB PD 
Side Exit Gripper W/Through Hole for 
Crosscable for 1/16”Cable Allen Set 
Screw on Bottom 1.125”H x .15”W 

Available in 8”,12”, 24.5”& 36”  
Crosscable lengths  

 

1.25” 

1.75” 

4.75” 

1.25” 

2.50” 

4.75” 

MGR-SE-ADJ-SHOE 
Side Exit Gripper  

(1.95”H x .39”W) for 1/16” cable 
with Adjustable Foot for Slot in  

Fixture 
(.15”-.25”W x.09” thickness)  

0.1” 

0.124” 

0.067” 

0.068” 

0.40” 

SH 
Accessory for MGR-SE 10/32-SM 

Gripper Shown above  
assembled.  

Gripper sold separately.  
SH captures shade wire frames 
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AL-LG 1/16 
Aluminum Shot Blast Looping Gripper 

for 1/16” & 3/64” Cable 
.638” L x .660” W x. 392” W 
66 Lbs SWL for 1/16” Cable 
30 Lbs SWL for 3/64” Cable 

GR3/8IP ALL 
Bottom Exit Gripper 

for 1/8”, 3/32”, 1/16” Cables 
3/8”IP Male on Bottom .687” 

Mounting Hole 
.982”H x .669”W x.982”Thread 

MGR-SE-360 1/4-20 LN 
Side Exit Gripper for 1/16” & 

3/64” Cable W/Adjustable Foot 
(Moves in all Directions) 

.250” Mounting Hole 
2.531” L x .467” W x .40625” 

Thread Length 

Cable Grippers 

AL-LG 1/8 
Aluminum Shot Blast Looping Gripper 

for 1/8” Cable 
.988” L x .1.172” W x. 631” W 

248 Lbs SWL for 1/8” Cable 
 

GR3/8-16 SW 
Bottom Exit Gripper W/Safety 

Wheel for 1/8” Cable 
Male 3/8-16 Bolt Thread 

2.212”Hx .605”Wx .543”Thread 

MGR 1/8 IP RG 
Reversing Mechanism 
Bottom Exit Gripper 

for 1/16” & 3/64”Cable 
.400” Mounting Hole 

.972”H x .512”W x .512”Thread 

GR1/4IPALL 
Bottom Exit Gripper 

W/Safety Nut & Top Nut for 
1/16” & 3/32”Cable Mounting 
Hole .500”H x .875”Bottom W 
3/4”L Thread x .763” W Ring 

AL-LG 3/32 
Aluminum Shot Blast Looping Gripper 

for 3/32” & 5/64” Cable 
.728” L x .893” W x. 469” W 
154 Lbs SWL for 3/32” Cable 
123 Lbs SWL for 5/64” Cable 

MGR-SE-360 1/4-20 
Side Exit Gripper W/Safety Nut 

for 1/16” & 3/64” Cable W/
Adjustable Foot 

(Moves in all Directions) 
.250” Mounting Hole 

2.531” L x .467” W x .40625” 

MGR-SE-360 8/32 
Side Exit Gripper W/Safety Nut 

for 1/16”& 3/64”Cable W/
Adjustable Foot 

(Moves in all Directions) 
.187” Mounting Hole 

2.531” L x .467” W x .40625” 
Thread Length 
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Micro SE 8/32 
Side Exit Gripper 

For 3/64” & 1/32” Cable 
1.24”H x .344”W x .256” 8/32 Tapped 

8/32” Screw Included 
 

Acoustical Suspension Spring 
Twist in suspension point for 

Acoustical Baffles 

Micro SE Panel 
Side Exit Gripper 

For 3/64” & 1/32” Cable 
1.4”H x .47”W x.260” Slot 

8/32” Allen Set Screw 
Uses 5/64” Allen Wrench 

Micro SE TH W-8 CAB 
Captive Crosscable Micro SE TH Gripper 

On 3/64” Cable w/ Half Ball Ends 
For 3/64” & 1/32” Cable 
Uses Allen Wrench 3/32” 

Micro SE TH 
Close Up of Crosscable Gripper 

Side Exit Gripper 
for 1/16” & 3/64”Cable 

1.16”H x ..31”W x .M-5 Thread 
Uses Allen Wrench 3/32” 

Micro Ball 
Bottom Exit Gripper 

for 3/64” & 1/32” Cable 
.642” Height x .447” W 

Fits .375” Diameter Hole Nicely 
 

Micro Series Cable Grippers 

Micro-SE-360 8/32 
Side Exit Gripper for 3/64” & 

1/32” Cable W/Adjustable Foot 
(Moves in all Directions) 

.187” Mounting Hole 
2.531” L x .467” W x .40625” 

Thread Length 
T-Bar Twist Clip 

Twist on T-Bar Clip for Display 
Not Building Code Compliant for Ltg 

Fits 15/16” T-Bar 

Micro SE TH W-8 CAB PD 
Captive Crosscable Micro SE TH Gripper 

On 3/64” Cable w/ Half Ball Ends & Paddles 
For 3/64” & 1/32” Cable 
Uses Allen Wrench 3/32” 

Micro SE TH W-24 CAB SW-EYE 
Captive Crosscable Micro SE TH Gripper 

On 3/64” Cable w/ Swivel Snap Eyelets for 
Capture of Flat Panel Tabs 
For 3/64” & 1/32” Cable 
Uses Allen Wrench 3/32” 

24.5” Total Length 
10 Lb SWL 
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Cable Grippers & Accessories 

MGR-SE 8/32 SH 
Side Exit Gripper for 1/16″ Cable 

8/32″ Female on Bottom 
0.187″ Mounting Hole 
.155″ Thread Diameter 

1.48″H (Top of Plunger)x  
0.353″ W x 0.25″D 

8/32″ Tapped Hole x 1.14″ Body 
Length  

0.200″ Length of Screw Thread 
Screw head .265” x .310” High 

MGR-SE 10/32 EXT 
Side Exit Gripper for 

1/16”Cable 1/4”-20 Male on 
Bottom .187” Mounting Hole 

1.747”H x .351” W x 
.276” of 10/32” Thread 

LG-16 
Used w/ 1/16” cable (0-80 lbs 
working load). 2 slots for en-

trance and exit of cable on 
each side to form loops.  

Releasable without tools. .780” 
L x .782” W x .421” Thick 

LG-32 
Used w/ 3/32” cable (25-120 
lbs working load). 2 slots for 
entrance and exit of cable on 

each side to form loops.  
Releasable without tools. .795” 

L x.899” w x .491” Thick  

MGR CC 1/4-202P NK 
Bottom Exit Gripper for 

1/16”Cable .250” Mounting 
Hole 

1.587”L x .491”W x .580” 
1/4”-20 Thread 

MGR CC 1/4-20 M 
Bottom Exit Gripper for 

1/16”Cable .250” Mounting 
Hole 

1.587”L x .345”W x .590” 
1/4”-20 Thread 

SLOT SCREW 1/4-20 
1/4"-20 Threaded Screw w/T

-Slot Head used to capture 
slotted extrusion .420" H 

x .450" L x .300" W .265" 
Thread Length 

SLOT SCREW 8/32 
8/32" Threaded Screw w/T-
Slot Head used to capture 
slotted extrusion .420" H 

x .350" L x .180" W .285" 
Thread Length 

MGR-SE 1/4-20-M 
Side Exit Gripper for 1/16″ Ca-
ble. 1/4″-20 Female on Bottom. 

0.250″ Mounting Hole .237″ 
Thread Diameter 

1.667″H x 0.36″ W x 0.425″ 
Thread Depth 

Adjuster Clip 
Mounts on MGR-SE 10/32 SM 
Gripper for Balance Adjustment 

Slips 10/32” Screw on 
Gripper 
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Cable Accessories 

CCC-1 
Cross Cable Coupler for  

joining two cables together 
.560”H x .633” across flats 

TS 1/4-20 TH 
1/4”-20 Bolt with hole for 

cable often used on  
crosscables to fasten 

cable end into Fixture 
.616”L x .452”W x .5”Thread 

TS 1/4-20 
1/4”-20 Cable Coupler 

Used into bottom of side exit 
1/4”-20 Gripper (MGR-SE 

1/4-20) to capture crosscable 
.366”H x .450”W x .2”Thread 

CCH-SVT 
Cable & Cord Holder 

1.232”L x .351”W 
.275”Cord Hole Diameter 

Works well with SVT Cord 
like our Metal Braid Cord 

Snap Hook 
Hook 2”L x 1.25”W x .55” 
Bail Opening, Nickel Plated 

Brass.  Can be used with 
Cable Coupler or  
MGR-SE1/4”-20  

Gripper.  

112 (3/32 Cable) 
 112-1/16” (1/16” Cable) 
 112-3/64” (3/64” Cable) 

Cable Loop Adapter 
Duplex Ferrule Can be crimped 
Used to make Loops with Stop 

End of Cables 

Cable Collar 
W/Allen Set Screw 

.280”W x .184”H x.125”ID 
No-5-40 set screw .125” long 
1/16” Hex inserted into part 

CCH-SJT 
Cable & Cord Holder 

1.232”L x .482”W 
.380”Cord Hole Diameter 

Works well with 18/3,  
18/4 & 18/5 SJT Cord  

A3/8IP x 1/4-20 
3/8”IP x 1/4”-20 Adapter 
1.1” L x .782” OD x .5” 

1/4”-20 thread length 

CC1/8 SO 
Standoff W/1/8”IP Cap for Cable 
Stops Base has .2” Hole in Base 

for Screw and Hole for Cable 
Side Exit when used w/

MGR1/8”IP 
1.23”H x .5”W 

CC1/16 
Cross Cable Coupler W/

Allen Screw Accepts Stop 
End of Cable and Marries  
Cable End to Crosscable 

.669”L x .273”W 

WRC 1/16 
Wire Rope Clip for 

3/64”, 1/16” & 3/32” Cable 

A3/8IP x 1/4-20 F 
Adapter 3/8 IP male x  

1/4 in.-20 female 
.885” W x .426” H x .325”  

-3/8 IP thread 

PD 1/16 
1/16" Paddle Galvanized 

Steel.  Paddle used with the 
stop end of cable.  

When pushed through 
1/4”hole it will not allow 

cable to exit hole. 

13052– FL 
Curved Balancer for capturing 

1/16" crosscables 
Used with MGR 10/32" Gripper 

WRC 5/64 SS 
5/64” Wire Rope Clip 
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CC-Slot 
2-Piece Cable Coupler 
Bottom Piece Threaded 

1/4”-20 Female 
.817”H x .588”W  

Used on Angled Ceilings 

CC1/4-202P 
2-Piece Cable Coupler 

Threaded 1/4”-20 Female 
1”H x .491”Wx 1/2”of 

1/8”IP Thread on OD for 
Coupler to Retain Canopy 

CC1/4-202P NK 
2-Piece (No Knurling) Cable  

Coupler Threaded 1/4”-20 Fe-
male 

1”H x .491”Wx 1/2”of 1/8”IP 
Thread on OD for 

Coupler to Retain Canopy 

CC1/4-20 
1-Piece Cable Coupler 

Threaded 1/4”-20 Female 
1”H x .459”W 

Accepts Stop End of Cable 

CC1/4-20-M 
1-Piece Cable Coupler 

Threaded 1/4”-20 Female 
1”H x .359”W 

Accepts Stop End of Cable 
Available White & Black 

CC1/4-20-M-FL 
1-Piece Cable Coupler 

Threaded 1/4”-20 Female 
1.25”H x .359”W. Accepts 
Stop End of 1/16” Cable 

CC1/4-20-M-FL 3/32 
Accepts Stop End of 3/32”  

BC 
1/8”IP Barrel Coupler 

.509”L x .491”Wx 1/8”IP 

CC3/8-3 & CC3/8-4 
Multiple Cable Couplers 

3 & 4 Hole Styles Available 
1.189”L x .784”Wx 3/8”IP 
Holds Stop End of Cable 

113 
Cable Locking Tube 

.793”L x .235”W 
2-Screws inserted at each end 

CC-Slot 1/4IP 
Cable Coupler 

Threaded 1/4”IP Female 
.750”H x .589”Lx 1/4”IP 
Used on Angled Ceilings 

Cable Grippers & Accessories 

CC1/8 Cap 
1/8"IP Male Threaded Cap 
with Thru hole for 3/64" & 

1/16" Cable Used with 
CC1/8 SO 

CC-Screw 1/4-20 
1/4”-20 Screw with Thru Hole 
Used with 3/64”, 1/16”, & 3/32” 
Cable.  Captures Stop Ends & 
Half Balls of Cables 

CC1/8 SO Rev-1 
Standoff W/1/8”IP Cap for Cable 
Stops Base has .2” Hole in Base 

for Screw and Hole for Cable 
Side Exit when used w/

MGR1/8”IP 
1.23”H x .5”W 

1/4”-20 Female Thread in Base 

CG CR Wide 
Adapter for CG Cap or CG CC 
for mounting into #45 Canopy. 

.765” W x .309” L 

CG CC 
1/8” IP Cable Coupler for air craft 

cable stop, used with CG CR 
Wide 

.765” W x .309” L CC-Screw 
5/16"-18 x 7/8"L Side Mount 
Aluminum Cable Coupler .875" 
Thread (.312"OD), Head .469" 
x .313" W/Flats Accepts Cable 
Stop at 90 Degrees 

CC-SO 
Cable Coupler 2-Piece Cable 
Coupler  1.03”H x .470”W 

 

CC-Swivel Eyelet 
Coupler  1.102”H @90 

x .492”Wx .422” 1/4”-20 
Thread x .256” Hole 

CC-Mini SO 
Cable Coupler 2-Piece Cable 
Coupler  .472”H x .456”W 
HB Ball End Cable Needed 
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Power Feed Tube Series 
Sizes available: 

1/8”IP, 1/4”IP, 3/8”IP, 1/2”IP, 3/4”IP 
Power Feed Tubes can be used to create a side cord hole when hanging from a single mounting point. The 
cord hole is cut on a diagonal for easy entry of cable. A reversed cut 3/8”IP Power Feed Tube is also  
available for use if exiting cord is from ceiling side. (See below and next page for assembly). 

• PF3/8IP-BL and PF3/8IP-CF-  
• PF1/2IP-BL and PF1/4– CF also available  

Catalog# Description Bottom O.D. IPS 
Fixture Side 

Top I.D. IPS 
Gripper Side 

Overall 
Length 

Cord Hole 
Diameter 

PF 1/8 1/8”IP Male  Power Feed Tube for cord 1/8”IP 1/4”IP 1.50” .250” 

PF 1/4 1/4”IP Male Power Feed Tube for cord 1/4”IP 1/8”IP 1.75” .300” 

PF 3/8 3/8”IP Male Power Feed Tube for cord 3/8”IP 1/4”IP 1.86” .450” 

PF 1/2 1/2”IP Male Power Feed Tube for cord 1/2”IP 3/8”IP 1.75” .450” 

PF 3/4 3/4”IP Male Power Feed Tube for cord 3/4” IP 1/2”IP 2” .470” 

PF 3/8 IP-CF 3/8”IP Male Power Feed Tube w/Reverse Hole 3/8”IP 1/4”IP 1.75” .450” 

PF 3/8 IP-BL 3/8”IP Male Power Feed Tube Blank No-Hole 3/8”IP 1/4”IP 1.75” .N/A 

A3/8”IP x 1/4-20 3/8”IP x 1/4”-20 Adapter 1/4”-20 3/8”IP 1.1” N/A 

    PF 1/8   PF 1/4  PF 3/8   PF 1/2       PF 3/4 

Usage Note 
The parts to the left and right are used to 
transition from a 1/4”IP Stem to a basket 

type fixture with a hook or mount for 
1/4”-20 Stud. Use the one with the cord 
hole for power cord transition and the 

blank for non-power mounting locations.  

Power Feed Tubes 

• A3/8IP x 1/4-20 
       3/8”IP x 1/4”-20 Adapter 
• A1/2IP x 1/4-20 Adapter  
       1/2”IP x 1/4”-20 Adapter 

PF-3/8 W/GR-3/8IP Gripper installed 
into top of Power Feed Tube 
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CC3/8”IP Cable Coupler 
• Available in 3 & 4 hole arrangements 

• Made to accept the stop end of the cable 
 

Threaded 3/8”IP Female 
CC3/8IP-3  Three Hole Cable Coupler 
CC3/8IP-4  Four Hole Cable Coupler 

 
1. Can be used with PF-3/8IP-CF to allow exit of 

cord from a stem.  
2. Works well with our All Thread and Sleeve  
       series and a swivel canopy set to make a clean     
       single point mounting system for direct-indirect  
       fixtures. 

3/8”IP Cable Coupler 

C445WPB Swivel Canopy Set ,  AT12 1/4”IP All 
Thread , SL-11 Sleeve , PF3/8IP-CF Power Feed Tube, 

CC-3/8IP-3 Cable Coupler, 3-AC1/16-1/16”Cables,  
3-MGR-SE-1/4-20-ADJ Grippers shown above 

 

PF-3/8IP-CF 
Power Feed Tube for cable exit  

3/8”IP Male x 1/4”IP 

Parts of System Shown on Left 
Sleeve Tubes available in White, Black 

and Vacuum Chrome 
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 Cable Puck & Cable Puck 4 
 

The Cable Puck is a (two-piece) cable mounted accessory for tripod (3-Cable) and 4 cable mounting cylinders and 
other items. The three & four cable mount gives more stability in balancing the fixture without effort.  The three & 
four legs are fixed in length and available in five sizes 8 inches, 12 inches, 16 inches, 24 inches and 36 inches. 
 
• The half ball ends drops into the Cable Puck for simple assembly.  
• The insertion of the fixture end of the cable is by use of our paddle system which only requires a 1/4” hole in 

the fixture in the three or four cable mount locations.   
• Height adjustments are made with one center mounted 1/4”-20 male gripper that also completes the assembly 

of both halves of the Cable Puck. A side or bottom exit  gripper can be utilized as there is a cable exit hole on 
the bottom of the Cable Puck.  

• The Cable Puck has an integrated cord hole for cord management.  
• This accessory is available as an option on our Cable Matrix for a Cable Canopy Set. (Suffix CP) 
  
 

Component Parts 
CC-PUCK  Cable Puck two piece assembly Nickel Plated Zinc Casting 
CC-PUCK 4 Cable Puck two piece assembly Nickel Plated Zinc Casting 

 
Cables available in five lengths 

AC1/16-8 HB x PD    8” Long  x 1/16” Galvanized Cable W/ Single Paddle 
AC1/16-12 HB x PD    12” Long x 1/16” Galvanized Cable W/ Single Paddle 
AC1/16-16 HB x PD    16” Long x 1/16” Galvanized Cable W/ Single Paddle 
AC1/16-24 HB x PD    24” Long x 1/16” Galvanized Cable W/ Single Paddle 
AC1/16-36 HB x PD    36” Long x 1/16” Galvanized Cable W/ Single Paddle 

 
MGR 1/4”-20 NK is shown above 

The Cable Puck will accept any of our 1/4”-20 Grippers 
US Patent# 9109745B2 Pendant Systems Manufacturing  

CC-PUCK 
2-piece Cable Puck  

Three Cable Mounting System 
1.5”W x .375” H x .330” cord hole x 
1/4”-20 Tapped Center for Gripper 

50lb Maximum Load Capacity 

CC-Puck 4 

CC-Puck 

CC-PUCK-4 
2-Piece Cable Puck  

Four Cable Mounting System  
1.720" W x .742" H x .400" Cord Hole 
x 1/4"-20 Tapped Center For Gripper 
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#1 Stop 

Stop O.D. 0.185” 

P.S. Part# 
3/64” Cable Assemblies Fuse Cut (Burned) One End  

with Die Cast #1 Stop on Other End. 

AC3/64-24G Galvanized Steel cable 3/64"X24" with #1 Stop 

AC3/64-36G Galvanized Steel cable 3/64"X36" with #1 Stop 

AC3/64-50G Galvanized Steel cable 3/64"X50" with #1 Stop 

AC3/64-72G Galvanized Steel cable 3/64"X72" with #1 Stop 

AC3/64-100G Galvanized Steel cable 3/64"X100" with #1 Stop 

AC3/64-120G Galvanized Steel cable 3/64"X120" with #1 Stop 

AC3/64-150G Galvanized Steel cable 3/64"X150" with #1 Stop 

P.S. Part# 
1/16” Cable Assemblies Fuse Cut (Burned) One End 

with Die Cast #1 Stop on Other End. 

AC1/16-6G Galvanized Steel cable 1/16"X6" with #1 Stop 

AC1/16-24G Galvanized Steel cable 1/16"X24" with #1 Stop 

AC1/16-36G Galvanized Steel cable 1/16"X36" with #1 Stop 

AC1/16-50G Galvanized Steel cable 1/16"X50" with #1 Stop 

AC1/16-72G Galvanized Steel cable 1/16"X72" with #1 Stop 

AC1/16-100G Galvanized Steel cable 1/16"X100" with #1 Stop 

AC1/16-120G Galvanized Steel cable 1/16"X120" with #1 Stop 

AC1/16-150G Galvanized Steel cable 1/16"X150" with #1 Stop 

AC1/16-200G Galvanized Steel cable 1/16"X200" with #1 Stop 

AC1/16-250G Galvanized Steel cable 1/16"X250" with #1 Stop 

AC1/16-300G Galvanized Steel cable 1/16"X300" with #1 Stop 

AC1/16-350G Galvanized Steel cable 1/16"X350" with #1 Stop 

P.S. Part# 
3/32” Cable Assemblies Fuse Cut (Burned) One End   

with Die Cast #1 Stop on Other End. 

AC3/32-24G Galvanized Steel cable 3/32"X24" with #1 Stop 

AC3/32-36G Galvanized Steel cable 3/32"X36" with #1 Stop 

AC3/32-50G Galvanized Steel cable 3/32"X50" with #1 Stop 

AC3/32-72G Galvanized Steel cable 3/32"X72" with #1 Stop 

AC3/32-100G Galvanized Steel cable 3/32"X100" with #1 Stop 

AC3/32-120G Galvanized Steel cable 3/32"X120" with #1 Stop 

AC3/32-150G Galvanized Steel cable 3/32"X150" with #1 Stop 

AC3/32-200G Galvanized Steel cable 3/32"X200" with #1 Stop 

AC3/32-250G Galvanized Steel cable 3/32"X250" with #1 Stop 

AC3/32-300G Galvanized Steel cable 3/32"X300" with #1 Stop 

#3 Eye 
.197”ID 

#2 Half Ball 

Cables 

3/64” Cable 

3/32” Cable 

1/16” Cable 

Fused Cut Ends 

Some of the sizes on this page are available in 
stainless but we are phasing in all galvanized 
stock. Contact factory for availability. 

#1 Stop End Cables 

P.S. Part# 
1/16” Cable Assemblies Fuse Cut (Burned) One End 

with Die Cast #2 Half Ball Stop on Other End. 

AC1/16-24-HB 1/16" Stainless cable X 24 “ w/ #2 Stop Half Ball  

AC1/16-36-HB 1/16" Stainless cable X 36” w/ #2 Stop Half Ball  

AC1/16-60G-HB 1/16"Galvanized Steel  X 50” w/ #2 Stop Half Ball  

AC1/16-120G-HB 1/16"Galvanized Steel  X 120” w/ #2 Stop Half Ball  

AC1/16-180G-HB 1/16"Galvanized Steel  X 180” w/ #2 Stop Half Ball  

AC1/16-240G-HB 1/16"Galvanized Steel  X 240” w/ #2 Stop Half Ball  

#2 Half Ball End Cables 
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Loop End 1/16” Cables 

P.S. Part# 
1/16” Cable Assemblies Fuse Cut (Burned) One 

End with 1” Loop on Other End. 

AC1/16-60G-L Galvanized Steel cable 1/16"X 60"L with 1” Loop 

AC1/16-120G-L Galvanized Steel cable 1/16"X 120"L with 1” Loop 

AC1/16-180G-L Galvanized Steel cable 1/16"X 180"L with 1” Loop 

AC1/16-240G-L Galvanized Steel cable 1/16"X 240"L with 1” Loop 

AC1/16-300G-L Galvanized Steel cable 1/16"X 300"L with 1” Loop 

Loop End Cables 

Loop End 3/32” Cables 

P.S. Part# 
3/32” Cable Assemblies Fuse Cut (Burned) One 

End with 1” Loop on Other End. 

AC3/32-60G-L Galvanized Steel cable 3/32"X 60"L with 1” Loop 

AC3/32-120G-L Galvanized Steel cable 3/32"X 120"L with 1” Loop 

AC3/32-180G-L Galvanized Steel cable 3/32"X 180"L with 1” Loop 

AC3/32-240G-L Galvanized Steel cable 3/32"X 240"L with 1” Loop 

Bulk Cables 
PS Part# Spools of Bulk Cable with 1000’ per spool 

AC3/64-1000G Galvanized Cable 3/64" X 1000' spool 7 x 7 

AC1/16-1000G Galvanized Cable 1/16" X 1000' spool 7 x 7 

AC3/32-1000G Galvanized Cable 3/32" X 1000' spool 7 x 7 

AC3/64-1000 Stainless Steel Cable 3/64" X 1000' spool 7 x 7 

AC1/16-1000 Stainless Steel Cable 1/16" X 1000' spool  7 x 7 

AC3/32-1000 Stainless Steel Cable 3/32" X 1000' spool 7 x 7 

AC1/8-500G Galvanized Cable 1/8" X 500' spool 7 x 19 

 
Copper Stops Available 

Copper Stop 3/64 (For 3/64” Cable) 
Copper Stop 1/16 (For 1/16” Cable) 
Copper Stop 3/32 (For 3/32” Cable) 

 
Aluminum Stops Available 

Aluminum Stop 1/16 (For 1/16” Cable) 
Aluminum  Stop 3/32 (For 3/32” Cable) 

Cable Cutter 
Cable Cutter 

(Cuts up to 1/8” Cable) 

Cable Swager 
Cable Swager Combo 
3/64”, 1/16” & 3/32” 

Loop End 3/64” Cables 

P.S. Part# 
3/64” Cable Assemblies Fuse Cut (Burned) One 

End with 1” Loop on Other End. 

AC3/64-60G-L Galvanized Steel cable 3/64"X 60"L with 1” Loop 

AC3/64-120G-L Galvanized Steel cable 3/64"X 120"L with 1” Loop 

AC3/64-132G-L Galvanized Steel cable 3/64"X 132"L with 1” Loop 

AC3/64-180G-L Galvanized Steel cable 3/64"X 180"L with 1” Loop 

AC3/64-240G-L Galvanized Steel cable 3/64"X 240"L with 1” Loop 
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P.S. Part# 
Stainless Steel cables with 1/2 ball end for use in cable 
couples for multiple cables. Maybe used in standard 

cable couplers also. 

AC3/64-36HB Stainless Steel cable 3/64"X36" with #2 Stop 

AC3/64-120HB Stainless Steel cable 3/64"X120" with #2 Stop 

PS Part# 
Safety Cables with either die cast ends or stake on 

ends, consult Pendant Systems for your requirements. 

4”Safety Cable 4” Stainless Cable 3/64” W/ 2 –.200”ID Staked  Eyes 

AC1/16-6-TE Stainless Steel cable 1/16"X6" with  #3 Eyes 

PS Part# 
Stainless Steel cables with die cast 

eye on one side (#3 EYE)  

AC3/64-8.5-EYE Stainless Steel cable 3/64"X8.5" with #3 EYE 

AC3/64-24-EYE Stainless Steel cable 3/64"X24" with #3 EYE 

AC3/64-72-EYE Stainless Steel cable 3/64"X72" with #3 EYE 

AC3/64-120-EYE Stainless Steel cable 3/64"X120" with #3 EYE 

AC1/16-24-EYE Stainless Steel cable 1/16"X24" with #3 EYE 

#2 Stop 
Half Ball 

Fuse cut ends to 
prevent fraying 

Die Cast #3 Eye on One End 

#1 Stop #3 Die Cast Eye 

Specialty Cables 

PS Part# Description 

AC1/16-4 Eye x 2 4” Stainless Cable 1/16” W/ 2 –.200”ID Staked  Eyes 

AC1/16-6 Eye x 2 6” Stainless Cable 1/16” W/ 2 –.200”ID Staked  Eyes 

AC1/16-9 Eye x 2 9” Stainless Cable 1/16” W/ 2 –.200”ID Staked  Eyes 

AC1/16-12 Eye x 2 12” Stainless Cable 1/16” W/ 2 –.200”ID Staked  Eyes 

PS Part# Description 

AC1/16-9 Eye –L 9” Stainless Cable 1/16” W/ Eye-Loop 

AC1/16-20 Eye –L 20” Stainless Cable 1/16” W/ Eye-Loop 

The items on this page are stock items, contact the factory for pricing and availability on custom options. 

PS Part# Description 

A/C 1/16-9-DL-G 9"L x 1/16" Galvanized Cable w/ 1" Loops at Both Ends 

KeySnap 
May be utilized with the staked eye cable below  

to make quick connection. 
Steel Zinc1.04"L x .945"ID x .045"Thick Material x .081" Wide 

Material Small End ID .156" Large End ID .365" 
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Specialty Cables 

P.S. Part# 1/16" Galvanized Cable W/Half Ball Ends 
and 1-Paddle Captive for use with CC-Puck 

AC1/16-8 HB X  PD 8" 1/16" Cable W/ HB & 1 Paddle 

AC1/16-12 HB X  PD 12" 1/16" Cable W/ HB & 1 Paddle 

AC1/16-16 HB X  PD 16" 1/16" Cable W/ HB & 1 Paddle 

AC1/16-24 HB X PD 24” 1/16” Cable W/ HB & 1 Paddle 

AC1/16-36 HB X  PD 36" 1/16" Cable W/ HB & 1 Paddle 

P.S. Part# 3/64" Galvanized Cable W/Half Ball Ends 
and 2-Paddles Captive 

AC 3/64-12 PD X 2 12"  3/64” Cable w/ Half Balls and 2-Paddles 

MGR-SE-TH W/8”Cross PD 
MGR-SE-TH W/12”Cross PD 
MGR-SE-TH W/36”Cross PD 

Paddle End Cross cable Gripper Assembly  
Available in 8”, 12” & 36” Cross cable Lengths 

Exploded view of Paddle used with the stop end of cable.  
(When pushed through 1/4”hole it will not allow cable to exit hole.) 

PS Part# Description 

AC1/16-9 Eye –PD 9” Galvanized Cable 1/16” W/ Eye-Paddle End 

AC1/16-12 Eye-PD 12” Galvanized Cable 1/16” W/ Eye-Paddle End 

PS Part# Description 

13595 6.25" Wire Safety Loop .027" Diameter Cable  
W/3/16" Eyelet (.200")  

PS Part# Description 

AC3/64-18L-PD 3/64" Galvanized Cable W/ Loop on One end and 
half ball stop on other end with Captive Paddle  
18"Long 
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Crosscables 

Crosscables W/Threaded Captive Studs 

PS Part# Description 

8” Cross 1/4-20TH 8”Long Crosscable W/Captive 1/4”-20 Studs 

12” Cross 1/4-20TH 12”Long Crosscable W/Captive 1/4”-20 Studs 

18” Cross 1/4-20TH 18”Long Crosscable W/Captive 1/4”-20 Studs 

24” Cross 1/4-20TH 24”Long Crosscable W/Captive 1/4”-20 Studs 

Crosscables W/ Half Ball Ends 

PS Part# Description 

AC1/16-7.25 HB x 2 7.25” Long Crosscable W/Half Ball Ends 

AC1/16-8.5 HB x 2 8.5” Long Crosscable W/Half Ball Ends 

AC1/16-10 HB x 2 10” Long Crosscable W/Half Ball Ends 

AC1/16-12.5 HB x 2 12.5” Long Crosscable W/Half Ball Ends 

AC1/16-18 HB x 2 18” Long Crosscable W/Half Ball Ends 

AC1/16-24 HB x 2 24” Long Crosscable W/Half Ball Ends 

AC1/16-36 HB x 2 36” Long Crosscable W/Half Ball Ends 

#170 
Acorn Nut 

1/4"-20 Acorn Nut 
Used on end of cable stud 

#104  
1/4” Keps Nut 

Used on end of cable stud 

TS1/4-20-.5: Threaded Screw w/Slot  1/4"-20 
Male x .5" Long Thread  
TS1/4-20-.25:Threaded Screw W/Slot  1/4"-20 
Male x .25"Long Thread  

Threaded Screws w/ Slots 
Captures half ball end of cable with: 
1. #104 Keps nut, or 
2. #170 Acorn nut, or 
3. Slot Coupler & Slot Screw to capture a slotted 

extrusion (i.e. LED Panel)  

TS1/4-20-.5 TS1/4-20-.25 

Slot Coupler 

8/32" x 1/4"-20 Threaded Coupler for 
joining Slot Screw with TS 1/4-.25 on 
slotted extrusion (nickel plated) 
0.83”H x0.5”W Slot Screw 

8/32" & 1/4”-20 Threaded Screw w/T-Slot 
Head  used to capture slotted  
extrusion (nickel plated) 

Slot Screw 8/32 
8/32" Threaded Screw W/T-Slot Head used to 
capture slotted extrusion Nickel Plated .200"-
.320" Extrusion Slot Width 

Slot Screw 1/4-20 
1/4"-20 Threaded Screw W/T-Slot Head used to 
capture slotted extrusion Nickel Plated .350"-
.400" Extrusion Slot Width 

Crosscable Attachment Methods 

The above crosscable attachment methods can be 
used with the Cable Puck (page 30), Mono Point 
products (pages 13-23) as well as other crosscable 
assemblies. 

0.40” 0.35” 

0.05” 

0.080” 

0.310” 



 73 

The Lighting Suspension Specialists    www.PendantSystems.com    P-215-638-8552    F-215-638-8554  

 

Y- Paddle End Cables 

PS Part# “Y” Cable Description 

AC1/16-60-6Y-PAD 
Galvanized 1/16” Cable 60” Long to Y W/ 2-6” Y Legs 

W/ Paddle ends 

AC1/16-120-6Y-PAD 
Galvanized 1/16” Cable 120” Long to Y W/ 2-6” Y Legs 

W/ Paddle ends 

AC1/16-60-18Y-PAD 
Galvanized 1/16” Cable 60” Long to Y W/ 2-18” Y Legs 

W/ Paddle ends 

AC1/16-120-18Y-PAD 
Galvanized 1/16” Cable 120”Long to Y W/ 2-18” Y Legs 

W/ Paddle ends 

AC1/16-180-18Y-PAD 
Galvanized 1/16” Cable 180”Long to Y W/ 2-18” Y Legs 

W/ Paddle ends 

AC1/16-240-18Y-PAD Galvanized 1/16” Cable 240”Long to Y W/ 2-18” Y Legs 
W/ Paddle ends 

Y- Paddle End Cables W/ 1” Loop 

PS Part# “Y” Cable Description 

AC-1/16-36-18Y-PAD Galvanized Steel 1/16 X 36" w/Loop & 18"-Legs and paddle ends 

AC-1/16-12-6Y-PAD Galvanized Steel 1/16 X 12" w/Loop & 6"-Legs and paddle ends 

Y– Hook End Cables 

PS Part# “Y” Cable Description 

AC3/32-60-18Y-HK 
Galvanized 3/32” Cable 60”Long to Y W/ 2-18” Y Legs 

W/Hook ends 

AC3/32-120-18Y-HK 
Galvanized 3/32” Cable 120”Long to Y W/ 2-18” Y Legs 

W/ Hook ends 

AC3-32-120-18Y-HK SS 
Stainless Steel 3/32” Cable 120” Long to Y W/2-18” Y Legs W/

Hook Ends 

AC3/32-180-18Y-HK 
Galvanized 3/32” Cable 180”Long to Y W/ 2-18” Y Legs 

W/ Hook ends 

AC3/32-240-18Y-HK 
Galvanized 3/32” Cable 240”Long to Y W/ 2-18” Y Legs 

W/ Hook ends 

Y– Hook End Cables W/ 1” Loop 

PS Part# “Y” Cable Description 

AC-3/32-36-18Y-HK Galvanized Steel 3/32” X 36" w/Loop & 18"-Legs and Hook ends 

Cables 



74  

The Lighting Suspension Specialists    www.PendantSystems.com       P-215-638-8552      F-215-638-8554 

 

Swivel Eye End 1/16” Cable 7 x 7   SWL 66 Lbs 

PS Part# Cable Description 

AC1/16-60G SE 
Galvanized 1/16” Cable 60” Long W/ Swivel Eye Cable End .256” Screw Opening 

AC1/16-120G SE 
Galvanized 1/16” Cable 120” Long W/ Swivel Eye Cable End .256” Screw Opening 

AC1/16-180G SE 
Galvanized 1/16” Cable 180” Long W/ Swivel Eye Cable End .256” Screw Opening 

AC1/16-240G SE 
Galvanized 1/16” Cable 240” Long W/ Swivel Eye Cable End .256” Screw Opening 

Swivel Eye End 3/32” Cable 7 x 7   SWL 154 Lbs 

PS Part# Cable Description 

AC3/32-60G SE 
Galvanized 3/32” Cable 60” Long W/ Swivel Eye Cable End .412” Screw Opening 

AC3/32-120G SE 
Galvanized 3/32” Cable 120” Long W/ Swivel Eye Cable End .412” Screw Opening 

AC3/32-180G SE 
Galvanized 3/32” Cable 180” Long W/ Swivel Eye Cable End .412” Screw Opening 

AC3/32-240G SE 
Galvanized 3/32” Cable 240” Long W/ Swivel Eye Cable End .412” Screw Opening 

Cables 

Loop End 3/64” Cable 7 x 7   SWL 50 Lbs 

PS Part# Cable Description 

AC3/64-60G L 
Galvanized 3/64” Cable 60” Long W/ 1” Loop Cable End 

AC3/64-120G L 
Galvanized 3/64” Cable 120” Long W/ 1” Loop Cable End 

AC3/64-180G L 
Galvanized 3/64” Cable 180” Long W/ 1” Loop Cable End 

AC3/64-240G L 
Galvanized 3/64” Cable 240” Long W/ 1” Loop Cable End 

Half Ball End 1/32” Cable 1 x 19   SWL 16 Lbs 

PS Part# Cable Description 

AC1/32-36G HB 
Stainless 1/32” Cable 36” Long W/ Half Ball Cable End .188” Half Ball 

AC1/32-60G HB 
Stainless 1/32” Cable 60” Long W/ Half Ball Cable End .188” Half Ball 

AC1/32-120G HB 
Stainless 1/32” Cable 60” Long W/ Half Ball Cable End .188” Half Ball 

AC1/32-180G HB 
Stainless 1/32” Cable 60” Long W/ Half Ball Cable End .188” Half Ball 

AC1/32-240G HB 
Stainless 1/32” Cable 60” Long W/ Half Ball Cable End .188” Half Ball 
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High Bay Suspension Kit, includes 2 each  galvanized 1/16” cables with “Y” intersection with 
18” legs, with captive paddles for inserting into .250” holes in fixture. Kits includes 2 each of 

LG-16 gripper for attaching the single end of the cable around structure .   
80Lbs Per Cable Max Weight 

HB-LG-60-6Y-PAD Packed with 2 each 60” Y Cables and LG-16 

HB-LG-120-6Y-PAD Packed with 2 each 120” y Cables and LG-16 

HB-LG-60-18Y-PAD Packed with 2 each 60” Y Cables and LG-16 

HB-LG-120-18Y-PAD Packed with 2 each 120” Y Cables and LG-16 

HB-LG-180-18Y-PAD Packed with 2 each 180” Y Cables and LG-16 

HB-LG-240-18Y-PAD Packed with 2 each 240” Y Cables and LG-16 

High Bay “Y”- Cable Suspension Kits 

High Bay “Y”- Cable Loop and Paddle Suspension Kits 

Paddle 
Insertion 

Into 
Fixture 

This High Bay Kit allows use of our standard galvanized steel stock cable 
assemblies with #1 stop to loop over structure using the #112 loop adapter or insert through 
1/4”Hole in metal decking using PD-1/16 Paddle end with cable stop. The cut end of cable  

captures the loop in Y (6” or 18”) paddle assembly using the KL-100 Kwik-Loc device.   
The height adjustability would be directly overtop the fixture end for easy adjustability.  

75Lbs Per Cable Max Weight 

HB-72-18Y PAD-L&P 2-AC1/16-72, 2-#112, 2-PD1/16, 2-KL100, 2-AC1/16-36-18Y PAD 

HB-120-18Y PAD-L&P 2-AC1/16-120, 2-#112, 2-PD1/16, 2-KL100, 2-AC1/16-36-18Y PAD 

HB-200-18Y PAD-L&P 2-AC1/16-200, 2-#112, 2-PD1/16, 2-KL100, 2-AC1/16-36-18Y PAD 

HB-250-18Y PAD-L&P 2-AC1/16-250, 2-#112, 2-PD1/16, 2-KL100, 2-AC1/16-36-18Y PAD 

*Kits are available with 6” Y legs as well as the 18Y legs as shown above on Part Numbers 

High Bay Suspension Kit, includes 2 each  galvanized 1/16” cables with “Y” intersection with 
18” legs, with captive paddles for inserting into .250” holes in fixture. Kits includes 2 each of 

KL-100 for attaching the single end of the cable around structure .   
80Lbs Per Cable Max Weight 

HB-LG-60-6Y-PAD Packed with 2 each 60” Y Cables and KL-100 

HB-LG-120-6Y-PAD Packed with 2 each 120” y Cables and LG-16 

HB-LG-60-18Y-PAD Packed with 2 each 60” Y Cables and LG-16 

HB-LG-120-18Y-PAD Packed with 2 each 120” Y Cables and LG-16 

HB-LG-180-18Y-PAD Packed with 2 each 180” Y Cables and LG-16 

HB-LG-240-18Y-PAD Packed with 2 each 240” Y Cables and LG-16 

High Bay “Y”- Cable Suspension Kits 
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High Bay / Cable Tray Suspension Kit, includes 2 each  of: galvanized 3/32” 
cables with “Y” intersection with 18” legs with snap hook style ends and  

KL-100 Kwik-Locs for attaching the single end of the cable around structure.  
150 Lbs. Per Cable Max Weight 

HK-60-18Y Packed with 2 each 60” Y Cables and Kwik-Locs 

HK-120-18Y Packed with 2 each 120” Y Cables and Kwik-Locs 

HK-180-18Y Packed with 2 each 180” Y Cables and Kwik-Locs 

HK-240-18Y Packed with 2 each 240” Y Cables and Kwik-Locs 

Also Available in Single Pack– Add –S Suffix to Part # Above for Single Pack  

High Bay / Cable Tray  Y-Hook - Cable Suspension Kits 

 

High Bay Suspension Kit, includes 2 each of galvanized 1/16” cables with Loop End and  
“Y” intersection with (6” or 18”) legs, with captive paddles for inserting into .250” holes in  

fixture. Kits includes 2 each of KL-100 Kwik-Locs for attaching the single end of the cable to top 
of Y Assembly directly overtop of fixture. 75Lbs Per Cable Max Weight 

HB-60-18Y-LE-PAD 2-AC1/16-60G-L, 2-KL100, 2-AC1/16-36-18Y PAD 

HB-120-18Y-LE-PAD 2-AC1/16-120G-L, 2-KL100, 2-AC1/16-36-18Y PAD 

HB-180-18Y-LE-PAD 2-AC1/16-180G-L, 2-KL100, 2-AC1/16-36-18Y PAD 

HB-240-18Y-LE-PAD 2-AC1/16-240G-L, 2-KL100, 2-AC1/16-36-18Y PAD 

HB-300-18Y-LE-PAD 2-AC1/16-300G-L, 2-KL100, 2-AC1/16-36-18Y PAD 

High Bay “Y”- Cable Loop End and Paddle Suspension 

*Kits are available with 6” Y legs as well as the 18Y legs as shown above on Part Numbers 

Line Drawings are available on website under Drawings Link   

High Bay “Y”- Cable Loop and Paddle Suspension Kits 

This High Bay Kit allows use of our standard galvanized steel stock cable 
assemblies with #1 stop to loop over structure using the #112 loop adapter or insert through 
1/4”Hole in metal decking using PD-1/16 Paddle end with cable stop. The cut end of cable  

captures the loop in Y (6” or 18”) paddle assembly using the KL-100 Kwik-Loc device.   
The height adjustability would be directly overtop the fixture end for easy adjustability.  

75Lbs Per Cable Max Weight 

HB-LG-72-18Y PAD-L&P 2-AC1/16-72, 2-#112, 2-PD1/16, 2-LG-16, 2-AC1/16-36-18Y PAD 

HB-LG-120-18Y PAD-L&P 2-AC1/16-120, 2-#112, 2-PD1/16, 2-LG-16, 2-AC1/16-36-18Y PAD 

HB-LG-200-18Y PAD-L&P 2-AC1/16-200, 2-#112, 2-PD1/16, 2-LG-16, 2-AC1/16-36-18Y PAD 

HB-LG-250-18Y PAD-L&P 2-AC1/16-250, 2-#112, 2-PD1/16, 2-LG-16, 2-AC1/16-36-18Y PAD 

*Kits are available with 6” Y legs as well as the 18Y legs as shown above on Part Numbers 
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High Bay / Cable Tray Suspension Kit, includes 2 each  of: galvanized 1/16” cables with “Y” inter-
section with 18” legs with snap hook style ends and  

LG-16 Grippers for attaching the single end of the cable around structure. 80 Lbs. Per Cable Max 
Weight 

HK-LG-60-18Y 1/16 Packed with 2 each 60” Y Cables and LG-16 

HK-LG-120-18Y 1/16 Packed with 2 each 120” Y Cables and LG-16 

HK-LG-180-18Y 1/16 Packed with 2 each 180” Y Cables and LG-16 

HK-LG-240-18Y 1/16 Packed with 2 each 240” Y Cables and LG-16 

Also Available in Single Pack– Add –S Suffix to Part # Above for Single Pack  

High Bay / Cable Tray  Y-Hook - Cable Suspension Kits 

High Bay / Cable Tray Suspension Kit, includes 2 each  of: galvanized 3/32” cables with “Y” inter-
section with 18” legs with snap hook style ends and  

LG-32 Grippers for attaching the single end of the cable around structure.  150 Lbs. Per Cable 
Max Weight 

HK-LG-60-18Y 3/32 Packed with 2 each 60” Y Cables and LG-32 

HK-LG-120-18Y 3/32 Packed with 2 each 120” Y Cables and LG-32 

HK-LG-180-18Y 3/32 Packed with 2 each 180” Y Cables and LG-32 

HK-LG-240-18Y 3/32 Packed with 2 each 240” Y Cables and LG-32 

Also Available in Single Pack– Add –S Suffix to Part # Above for Single Pack  

High Bay / Cable Tray  Y-Hook - Cable Suspension Kits 

High Bay / Cable Tray Suspension Kit, includes 2 each  of: galvanized 1/16” or 3/32” cables  with 
snap hook style ends and LG-32 Grippers for attaching the single end of the cable around struc-

ture. 80 lbs. (LG-1/16) & 150 lbs. (LG-3/32). Per Cable Max Weight 

HK-LG-60-1/16 Packed with 2 each 1/16th- 60” Single Cables and LG-16 

HK-LG-120-1/16 Packed with 2 each 1/16th -120” Single Cables and LG-16 

HK-LG-180-1/16 Packed with 2 each 1/16th– 180” Single Cables and LG-16 

HK-LG-240-1/16 Packed with 2 each 1/16th –240” Single Cables and LG-16 

HK-LG-60-3/32 Packed with 2 each 3/32nd- 60” Single Cables and LG-32 

HK-LG-120-3/32 Packed with 2 each 3/32nd -120” Single Cables and LG-32 

HK-LG-180-3/32 Packed with 2 each 3/32nd– 180” Single Cables and LG-32 

HK-LG-240-3/32 Packed with 2 each 3/32nd –240” Single Cables and LG-32 

Also Available in Single Pack– Add –S Suffix to Part # Above for Single Pack  
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High Bay / Cable Tray Kit allows use of our standard galvanized steel 3/32” stock cable assemblies with 1” 
loop end over structure. Then the cut end of cable captures the loop in Y-Hook cable assembly using the     

KL-100 Kwik- Loc device. The height adjustability would be directly overtop the fixture / cable tray end for 
easy adjustability. 150 Lbs. Per Cable Max Weight 

HK-60-18Y-L 2-AC3/32-72G-L, 2-KL100, 2-AC3/32-36G-18Y-HK 

HK-120-18Y-L 2-AC3/32-120G-L, 2-KL100, 2-AC3/32-36G-18Y-HK 

HK-180-18Y-L 2-AC3/32-180G-L, 2-KL100, 2-AC3/32-36G-18Y-HK 

HK-240-18Y-L 2-AC3/32-240G-L, 2-KL100, 2-AC3/32-36G-18Y-HK 

Also Available in Single Pack– Add –S Suffix to Part # Above for Single Pack  

High Bay / Cable Tray Loop and Y-Hook Suspension Kits 

High Bay / Cable Tray Kit allows use of our standard galvanized steel 1/16” stock cable assem-
blies with 1” loop end over structure. Then the cut end of 

cable captures the loop in Y-Hook cable assembly using the LG-16 Gripper. The height adjusta-
bility would be directly overtop the fixture / cable tray end for easy adjustability. 80 Lbs. Per 

Cable Max Weight 

HK-LG-60-18Y-L 1/16 2-AC1/16-72G-L, 2-LG-16, 2-AC1/16-36G-18Y-HK 

HK-LG-120-18Y-L 1/16 2-AC1/16-120G-L, 2-LG-16, 2-AC1/16-36G-18Y-HK 

HK-LG-180-18Y-L 1/16 2-AC1/16-180G-L, 2-LG-16, 2-AC1/16-36G-18Y-HK 

HK-LG-240-18Y-L 1/16 2-AC1/16-240G-L, 2-LG-16, 2-AC1/16-36G-18Y-HK 

Also Available in Single Pack– Add –S Suffix to Part # Above for Single Pack  

High Bay / Cable Tray Loop and Y-Hook Suspension Kits 

High Bay / Cable Tray Kit allows use of our standard galvanized steel 3/32” stock cable assem-
blies with 1” loop end over structure. Then the cut end of 

cable captures the loop in Y-Hook cable assembly using the LG-32 Gripper. The height adjusta-
bility would be directly overtop the fixture / cable tray end for easy adjustability. 150 Lbs. Per 

Cable Max Weight 

HK-LG-60-18Y-L 3/32 2-AC3/32-72G-L, 2-LG-32, 2-AC3/32-36G-18Y-HK 

HK-LG-120-18Y-L 3/32 2-AC3/32-120G-L, 2-LG-32, 2-AC3/32-36G-18Y-HK 

HK-LG-180-18Y-L 3/32 2-AC3/32-180G-L, 2-LG-32, 2-AC3/32-36G-18Y-HK 

HK-LG-240-18Y-L 3/32 2-AC3/32-240G-L, 2-LG-32, 2-AC3/32-36G-18Y-HK 

Also Available in Single Pack– Add –S Suffix to Part # Above for Single Pack  

High Bay / Cable Tray Loop and Y-Hook Suspension Kits 
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Simple Safety Cable Kit for using the stop end of cable with the #112 Duplex ferrule around a 
mounting support then down to fixture (Through pendant) to inside a fixture for attachment 

there with the #113 Cable Locking Tube. 
1 Cable, 112, 113 Per Kit 

 50 Lbs. Per Cable Max Weight 

Safety Cable Kit 50” 1-AC1/16-50G, 1-#112, 1-#113 

Safety Cable Kit 72” 1-AC1/16-72G, 1-#112, 1-#113 

Safety Cable Kit 100” 1-AC1/16-100G, 1-#112, 1-#113 

Safety Cable Kit 120” 1-AC1/16-120G, 1-#112, 1-#113 

Safety Cable Kit 150” 1-AC1/16-150G, 1-#112, 1-#113 

Safety Cable Kits 

Line Drawings are available on website under Drawings Link   

1/16” 
Cable 

High Bay suspension kit includes 2 each of: galvanized 1/16” cables with loop end cable for looping 
around structure and KL-100 Kwik-Locs for attaching the single end of the cable to the fixture.  75 

Lbs. Per Cable Max Weight 

HB-60-Loop 1/16 Packed with 2 each 60” Loop End Cables and Kwik-Locs 

HB-120-Loop 1/16 Packed with 2 each 120” Loop End Cables and Kwik-Locs 

HB-180-Loop 1/16 Packed with 2 each 180” Loop End  Cables and Kwik-Locs 

HB-240-Loop 1/16 Packed with 2 each 240”Loop End  Cables and Kwik-Locs 

HB-300-Loop 1/16 Packed with 2 each 300”  Loop End Cables and Kwik-Locs 

Also Available in Single Pack– Add –S Suffix to Part # Above for Single Pack  

High Bay Loop End Kit W/ 1/16” Cable 

High Bay suspension kit includes 2 each of: galvanized 1/16” cables with loop end cable for looping 
around structure and LG-16 gripper for attaching the single end of the cable to the fixture.  80 Lbs. Per 

Cable Max Weight 

HB-LG-60-Loop 1/16 Packed with 2 each 60” Loop End Cables and LG-16 

HB-LG-120-Loop 1/16 Packed with 2 each 120” Loop End Cables and LG-16 

HB-LG-180-Loop 1/16 Packed with 2 each 180” Loop End  Cables and LG-16 

HB-LG-240-Loop 1/16 Packed with 2 each 240”Loop End  Cables and LG-16 

HB-LG-300-Loop 1/16 Packed with 2 each 300”  Loop End Cables and LG-16 

Also Available in Single Pack– Add –S Suffix to Part # Above for Single Pack  

High Bay Loop End Kit W/ 1/16” Cable 
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3/32” 
Cable 

High Bay Loop End Kit W/ 3/32” Cable 

High Bay suspension kit includes 2 each of: galvanized 3/32” cables with loop end cable for looping 
around structure and KL-100 Kwik-Locs for attaching the  

single end of the cable to the fixture.  150 Lbs. Per Cable Max Weight 

HB-60-Loop 3/32 Packed with 2 each 60” Loop End Cables and Kwik-Locs 

HB-120-Loop 3/32 Packed with 2 each 120”  Loop End Cables and Kwik-Locs 

HB-180-Loop 3/32 Packed with 2 each 180”Loop End  Cables and Kwik-Locs 

HB-240-Loop 3/32 Packed with 2 each 240” Loop End Cables and Kwik-Locs 

Also Available in Single Pack– Add –S Suffix to Part # Above for Single Pack  

High Bay Cross Loop End Cable Kit 
W/ Cross Cable Paddle End Gripper Assembly 

High Bay suspension kit includes 2 each of: galvanized 1/16” cables with loop end 
cable for looping around structure and Crosscable Gripper Assembly  

with 8”, 12”, or 36” Crosscable Lengths.   
100 Lbs. Per Set Max Fixture Weight or 50lbs per cable Max Weight 

HB Cross-60-8 CC-PD  60” Loop End Cables and 8”Cross Cable Assembly 

HB Cross-120-8 CC-PD  120” Loop End Cables and 8”Cross Cable Assembly 

HB Cross-180-8 CC-PD  180” Loop End Cables and 8”Cross Cable Assembly 

HB Cross-240-8 CC-PD  240” Loop End Cables and 8”Cross Cable Assembly 

HB Cross-300-8 CC-PD  300” Loop End Cables and 8”Cross Cable Assembly 

Cross Cable Gripper Assembly available with 12”or 36” Cross Cable Lengths.  

1/16” 
Cable 

Line Drawings are available on website under Drawings Link   

High Bay Loop End Kit W/ 3/32” Cable 

High Bay suspension kit includes 2 each of: galvanized 3/32” cables with loop end cable for looping 
around structure and LG-32 grippers for attaching the  

single end of the cable to the fixture.  150 Lbs. Per Cable Max Weight 

HB-LG-60-Loop 3/32 Packed with 2 each 60” Loop End Cables and LG-32 

HB-LG-120-Loop 3/32 Packed with 2 each 120” Loop End Cables and LG-32 

HB-LG-180-Loop 3/32 Packed with 2 each 180” Loop End  Cables and LG-32 

HB-LG-240-Loop 3/32 Packed with 2 each 240” Loop End Cables and LG-32 

Also Available in Single Pack– Add –S Suffix to Part # Above for Single Pack  
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Flat Panel Suspension Kits 

Universal Flat Panel Suspension Kits Drywall / Surface, Looping, Steel Deck 3/64” Cable 

Flat Panel Universal Mounting Kit 
W/ Swivel Eye Snap Hook Ends 

Drywall/ Loop / Steel Deck Mounts 
Standoff Base Threaded 1/4”-20 
10 Lbs. Per Cable Max Weight 

FP-36 SW-EYE UNIV 36” Cable 

FP-60 SW-EYE UNIV 60” Cable 

FP-120 SW-EYE UNIV 120” Cable 

FP-180 SW-EYE UNIV 180” Cable 

FP-240 SW-EYE UNIV 240” Cable 

2-Packs for Single Fixture Mounting 

Flat Panel Dry Wall Mounting Kit 
W/ Swivel Eye Snap Hook Ends 

Drywall/ Surface Mounts 
Standoff Base Threaded 1/4”-20 
10 Lbs. Per Cable Max Weight 

FP-36 SW-EYE DW 36” Cable 

FP-60 SW-EYE DW 60” Cable 

FP-120 SW-EYE DW 120” Cable 

FP-180 SW-EYE DW 180” Cable 

FP-240 SW-EYE DW 240” Cable 

2-Packs for Single Fixture Mounting 

Flat Panel Suspension Kits Drywall / Surface 3/64” Cable 

Flat Panel Loop End Mounting Kit 
W/ Swivel Eye Snap Hook Ends 
Standoff Base Threaded 1/4”-20 
10 Lbs. Per Cable Max Weight 

FP-36 SW-EYE LE 36” Cable 

FP-60 SW-EYE LE 60” Cable 

FP-120 SW-EYE LE 120” Cable 

FP-180 SW-EYE LE 180” Cable 

FP-240 SW-EYE LE 240” Cable 

2-Packs for Single Fixture Mounting 

Flat Panel Suspension Kits Loop End Cables 3/64” Cable 

Kits Can Also be Made with 8” HB Crosscable & 8” HB Paddle End Crosscable Gripper Assemblies 
HB or HB PD instead of SW-EYE 
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Flat Panel Suspension Kits 

Universal Flat Panel Suspension Kits Steel Deck 3/64” Cable 

Flat Panel Steel Deck Mounting Kit 
W/ Swivel Eye Snap Hook Ends 
Standoff Base Threaded 1/4”-20 
10 Lbs. Per Cable Max Weight 

FP-36 SW-EYE SD 36” Cable 

FP-60 SW-EYE SD 60” Cable 

FP-120 SW-EYE SD 120” Cable 

FP-180 SW-EYE SD 180” Cable 

FP-240 SW-EYE SD 240” Cable 

2-Packs for Single Fixture Mounting 

Flat Panel T-Bar Mounting Kit 
W/ Swivel Eye Snap Hook Ends 
Standoff Base Threaded 1/4”-20 
10 Lbs. Per Cable Max Weight 

FP-36 SW-EYE TB 36” Cable 

FP-60 SW-EYE TB 60” Cable 

FP-120 SW-EYE TB 120” Cable 

FP-180 SW-EYE TB 180” Cable 

FP-240 SW-EYE TB 240” Cable 

2-Packs for Single Fixture Mounting 

Flat Panel Suspension Kits T-Bar 3/64” Cable 

Flat Panel Looping DF Mounting 
Kit W/ Swivel Eye Snap Hook Ends 

Standoff Base Threaded 1/4”-20 
10 Lbs. Per Cable Max Weight 

FP-36 SW-EYE DF 36” Cable 

FP-60 SW-EYE DF 60” Cable 

FP-120 SW-EYE DF 120” Cable 

FP-180 SW-EYE DF 180” Cable 

FP-240 SW-EYE DF 240” Cable 

2-Packs for Single Fixture Mounting 

Flat Panel Suspension Kits Looping W/ Duplex Ferrule HB End Cable 3/64” Cable 

Kits Can Also be Made with 8” HB Crosscable & 8” HB Paddle End Crosscable Gripper Assemblies 
HB or HB PD instead of SW-EYE 



 83 

The Lighting Suspension Specialists    www.PendantSystems.com    P-215-638-8552    F-215-638-8554  

 

Universal High Bay Suspension Kits Drywall / Surface, Looping, Steel Deck 1/16” Cable 

High Bay Universal Mounting Kit W/ 
Crosscable Paddle Gripper 

Drywall/ Loop / Steel Deck Mounts 
Standoff Base Threaded 1/4”-20 
50 Lbs. Per Cable Max Weight 

HB-Cross-36 36PD UNIV 36” Cable 

HB-Cross-60 36PD UNIV 60” Cable 

HB-Cross-120 36PD UNIV 120” Cable 

HB-Cross-180 36PD UNIV 180” Cable 

HB-Cross-240 36PD UNIV 240” Cable 

2-Packs for Single Fixture Mounting 
36” CC can also be 8”, 12”, 24” 

High Bay Dry Wall Mounting Kit W/ 
Crosscable Paddle Gripper 
Drywall/ Surface Mounts 

Standoff Base Threaded 1/4”-20 
50 Lbs. Per Cable Max Weight 

HB-Cross-36 36PD DW 36” Cable 

HB-Cross-60 36PD DW 60” Cable 

HB-Cross-120 36PD DW 120” Cable 

HB-Cross-180 36PD DW 180” Cable 

HB-Cross-240 36PD DW 240” Cable 

2-Packs for Single Fixture Mounting 
36” CC can also be 8”, 12”, 24” 

High Bay Suspension Kits Drywall / Surface 1/16” Cable 

High Bay Loop End Mounting Kit 
W/ Crosscable Paddle Gripper 

Standoff Base Threaded 1/4”-20 
50 Lbs. Per Cable Max Weight 

HB-Cross-36 36PD LE 36” Cable 

HB-Cross-60 36PD LE 60” Cable 

HB-Cross-120 36PD LE 120” Cable 

HB-Cross-180 36PD LE 180” Cable 

HB-Cross-240 36PD LE 240” Cable 

2-Packs for Single Fixture Mounting 
36” CC can also be 8”, 12”, 24” 

High Bay Suspension Kits Loop End Cables 1/16” Cable 

Kits Can Also be Made with 8”, 12”, 24” & 36”  
XX= Crosscable Length 

High Bay Cross Paddle Suspension Kits 
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High Bay Cross Paddle Suspension Kits 

Universal High Bay Suspension Kits Steel Deck 1/16” Cable 

High Bay Steel Deck Mounting Kit 
W/ Crosscable Paddle Gripper 

Standoff Base Threaded 1/4”-20 
50 Lbs. Per Cable Max Weight 

HB-Cross-36 36PD SD 36” Cable 

HB-Cross-60 36PD SD 60” Cable 

HB-Cross-120 36PD SD 120” Cable 

HB-Cross-180 36PD SD 180” Cable 

HB-Cross-240 36PD SD 240” Cable 

2-Packs for Single Fixture Mounting 
36” CC can also be 8”, 12”, 24” 

High Bay T-Bar Mounting Kit 
W/ Crosscable Paddle Gripper 

Standoff Base Threaded 1/4”-20 
50 Lbs. Per Cable Max Weight 

HB-Cross-36 36PD TB 36” Cable 

HB-Cross-60 36PD TB 60” Cable 

HB-Cross-120 36PD TB 120” Cable 

HB-Cross-180 36PD TB 180” Cable 

HB-Cross-240 36PD TB 240” Cable 

2-Packs for Single Fixture Mounting 
36” CC can also be 8”, 12”, 24” 

High Bay Suspension Kits T-Bar 1/16” Cable 

High Bay Looping DF Mounting W/ 
W/ Crosscable Paddle Gripper 

Standoff Base Threaded 1/4”-20 
50 Lbs. Per Cable Max Weight 

HB-Cross-36PD DF 36” Cable 

HB-Cross-60PD DF 60” Cable 

HB-Cross-120PD DF 120” Cable 

HB-Cross-180PD DF 180” Cable 

HB-Cross-240PD DF 240” Cable 

2-Packs for Single Fixture Mounting 
36” CC can also be 8”, 12”, 24” 

High Bay Suspension Kits Looping W/ Duplex Ferrule HB End Cable 1/16” Cable 

Kits Can Also be Made with 8”, 12”, 24” & 36”  
XX= Crosscable Length 
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UFO Kits 

UFO Feed Kits No Cord 1/16” or 3/32” Hook End Cable 

UFO Feed Kit Single Feed 
 3/32” Hook End Cable 

Ceiling Crossbar Mounted Gripper 
Cord Diameter .250”-.370 

100 Lb SWL 

CC721-60-32 CG HK 60” Cable 

CC721-120-32 CG HK 120” Cable 

CC721-180-32 CG HK 180” Cable 

CC721-240-32 CG HK 240” Cable 

Add Suffix BK for Black 
Note NEC Max J-Box Weights 
50 Lbs Std, 75 Lbs Fan Rated 

UFO Dual Feed Kits No Cord 1/16” or 3/32” Hook End Cable 
Add DF to above Part #’s 

EX: CC721-60-16 DF CG HK 

Note we can build kits with Cords as well but seems the Standard 
UFO Products come with Cords already 

UFO Feed Kit Single Feed 
 1/16” Hook End Cable 

Ceiling Crossbar Mounted Gripper 
Cord Diameter .250”-.370 

50 Lb SWL 

CC721-60-16 CG HK 60” Cable 

CC721-120-16 CG HK 120” Cable 

CC721-180-16 CG HK 180” Cable 

CC721-240-16 CG HK 240” Cable 

Add Suffix BK for Black 
Note NEC Max J-Box Weights 
50 Lbs Std, 75 Lbs Fan Rated 

UFO Feed Kit Single Feed 
 1/16” Hook End Cable 

Ceiling Crossbar Mounted Gripper 
Cord Diameter .250”-.370 

50 Lb SWL 

CC721-60-16 CG HK 12W 60” Cable 

CC721-120-16 CG HK 12W 120” Cable 

CC721-180-16 CG HK 12W 180” Cable 

CC721-240-16 CG HK 12W 240” Cable 

Add Suffix BK for Black 
Note NEC Max J-Box Weights 
50 Lbs Std, 75 Lbs Fan Rated 

UFO Feed Kit Single Feed 
 3/32” Hook End Cable 

Ceiling Crossbar Mounted Gripper 
Cord Diameter .250”-.370 

100 Lb SWL 

CC721-60-32 CG HK 12W 60” Cable 

CC721-120-32 CG HK 12W 120” Cable 

CC721-180-32 CG HK 12W 180” Cable 

CC721-240-32 CG HK 12W 240” Cable 

Add Suffix BK for Black 
Note NEC Max J-Box Weights 
50 Lbs Std, 75 Lbs Fan Rated 
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Part Number and length measured from  
back of coupler to middle of thread on stud.  
Example 12” Size is 12 7/8” Overall Length 

Cable is 1/16” diameter X Length  7X7 Stainless Steel 

Cable Coupler  internally threaded 1/4”-20 unless otherwise specified 

Fixed Cable Assemblies 

Steel Stud length:  2-5/8” overall  with 1 3/4”of  1/4”-20 thread. 

Fixed Length Cable Assembly with Threaded Stud  
1/4”-20 X 1-3/4” stud length with 1/16” Stainless Steel Cable and 

Captive 1/4”-20 Cable Coupler. 

Catalog  # Length 

AC1/16-12-TS 12”  

AC1/16-15-TS 15”  

AC1/16-18-TS  18”  

AC1/16-21-TS  21” 

AC1/16-24-TS     24”  

AC1/16-27-TS  27” 

Fixed Length Cable Assembly with  CC1/4-20-M-FL Cable 
Coupler W/ 10/32"Threaded Stud W2-Keps Nuts 

(Similar to illustration on right but with 10/32” threaded stud w/ nuts) 

Steel Stud length:  3” overall  with 1 1/2”of  thread. 

Catalog # Length 

AC1/16-12.5-TS 10/32 12.5”  

AC1/16-15.5-TS 10/32  15.5”  

AC1/16-18.5-TS 10/32 18.5”  

AC1/16-21.5-TS 10/32 21.5”  

AC1/16-24.5-TS 10/32 24.5”  

AC1/16-27.5-TS 10/32  27.5”  
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Junction Box for Drop Ceiling Installations 
 

Pendant Systems Part#  J-Box  
 
• Intertek Listed  2 1/8”deep octagonal box to mount 

over T-Bar Pendant Systems File# 4001708 
 
• Complies with Article 400.8 NEC with issues        

concerning cord through drop ceilings 
 
• Support tab provided on back of box for independent 

support for both junction box and attached lighting 
fixture to structure above. Support is required in 
drop ceilings to comply with building and electrical 
codes. 

 
• Ground screw hole location and knockouts located 

for easier access after mounting on T-Bar. 
 
• 8/32” mounting screws included 
 
• Knockouts provided for regular type ceiling tiles to 

keep junction box flush with ceiling tile edge 

Pictures below show easy accessibility and assembly of the crossbar, two piece cable coupler 
and junction box (J-Box) 

Regular ceiling knockouts 

Independent 
Support Tab 
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Part Suffix #’s Description 

M2D4 Round Multi-Mount W/2-Cables with 4” Diameter Spacing 

M3D4 Round Multi-Mount W/3-Cables with 4” Diameter Spacing 

M4D4 Round Multi-Mount W/4-Cables with 4” Diameter Spacing 

SQ Square Canopy Option 

HB Half Ball Slots 

PC Powder Coated Canopy Hardware 

M(*)D(*) Custom Mounts and Diameters 

M(*)  *= # of Mounts  
D(*)  *= Diameter of Circle Mounts will fall on 

Multi-Mount Cable Systems 

 
Multiple mount cable canopy sets are available. Canopies are created from round or square style flat  
canopies tailored to suit your requirements utilizing a custom punching system.  
 
Please see the below options: 

 
Example  

 Multi Mount Kits 
 
CC1150-xx-16 M4D4HB 
 
 
CC1150-xx-16M3D4HB 
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#42 Canopy 

5” Diameter x 1 1/2”H White 1 1/16” 
Center Hole 

#43 Canopy 
5” Diameter x 1 1/2” H White 

1.245” Center Hole with side slots for 
#33 

#40 Canopy 
5” Diameter x 1 1/2” H 
3/8”IP Slip Center Hole 

Deep Series SRI Canopies 

#41- W/3/8”IP Slip Ring Inserted  

#168- W/1/2”IP Slip Ring Inserted  

5” Diameter x 1 1/2” H White 
Add Suffix PR for Painted Ring 

Shallow Series SRI Canopies 

#48- W/1/4”IP White Slip Ring Inserted  

#72- W/3/8”IP White Slip Ring Inserted  

#149- W/1/2”IP White Slip Ring 

Inserted 
5” Diameter x  .8” H White 

#11-   3/8”IP Slip Holes for #14 Slip 

Ring 

#11A– 1 1/16”Holes for #18 Hang 

straight 
10” C to C Add Suffix PR for Painted Ring 

12 1/8” L x 5” W x 1 1/2” H  White  

#52 Canopy 
13 5/16” L x 4 5/16” W x 1 1/4”H White 

1/4”IP  Slip Holes 11” C to C with One in 
Center 

Flat Series SRI Canopies 

#87- W/1/4”IP White Slip Ring Inserted  

#88- W/3/8”IP White Slip Ring Inserted  

#146- W/1/2”IP White Slip Ring 

Inserted  
5” Diameter x  1/4” H White 

 Canopies 

#45– Tight Radius Canopy 

#45SR- W/3/8”IP Slip Ring 

Inserted  
 
Available in Matte White, Matte Black & 
Zinc 

#93B Stud Canopy 
5” Diameter x .25” H  

.400” Center Hole  
8/32” Stud with Lock Washer  

Available in White, Black, Brushed Nickel 
or Nickel 

Also available 5” Square Canopy - White, 
Black, Brushed Nickel, or Nickel 

#46– Tight Radius Canopy  
5" Dia. x 1.4" H x 1.25" Center Hole and 
side slots for #33 Crossbar 

 
Available in Matte White, Matte Black & Zinc 

*ALL AVAILABLE IN 
MATTE WHITE/BLACK 
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 5” Flat Canopy Round Series 

Choose your Configuration! 

Above are our Part #’s for the various Hole and Slip Ring Configurations 
Custom Hole locations and Multiple Hole Configurations are Available 

See our Multi-Mount Canopies on Page 42 
5” Round Canopies are  5” x .25” High  

Powder Coated Matte White, Black & Raw (Galvanized) 

Center Holes Slip Rings 

93B ,94B, & 243B RM can also be made in Nickel and Brushed Nickel 

 Canopies 
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2” Diameter x .25” High, Matte White  

 4” Flat Canopy Round Series 

Center hole / SRI  0.400” 0.575” 

Center Hole Only 223B 225B 

W/.620” Power Feed Hole 224B  

2” Round Canopies 

Above are our Part #’s for the Hole Configurations 
4" W Diameter x .25" High, Matte White  

Center hole / SRI .250” 0.400” 

Center Hole Only 89B 90B 

 Canopies 
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Flat Canopy Square Series 

Choose your Configuration! 
5” Square Canopy 

2”x 2” Square x .25” High x Matte White Powder Coat 

2” Square Canopy 

Center hole / SRI .250” 0.400” 

Center Hole Only 89B SQ 90B SQ 

Above are our Part #’s for the various Hole and Slip Ring Configurations 
Custom Hole locations and Multiple Hole Configurations are Available 

See our Multi-Mount Canopies on Page 42 
All Canopies 5” x 5” Square x .25” High x .0.25” Steel 

Powder Coated Matte White Finish 

Slip Rings Center Holes 

Center hole /  
Slip Ring Inserted 

0.250” 0.400” 0.575 0.625” .675" 0.720” .875" 1.25" 
1/4"IP 

SRI 
3/8"IP 

SRI 
1/2"IP 

SRI 

Center Hole Only 82B SQ 93B SQ  83B SQ 
83B.625 

SQ 
  84B SQ     87B SQ 88B SQ 

146B 
SQ 

W/.620” Power Feed 
Hole 

85B SQ 94B SQ 91B SQ     98B SQ     96B SQ     

W/.875” Power Feed 
Hole 

86B SQ 95B SQ  92B SQ    99B SQ           

W/.500” Power Feed 
Hole 

100B SQ 101B SQ                   

Monopoint Canopy  
w/ Cable slots1   

93B SQ 
SL 

                  

Monopoint Canopy  w/ 
6/32" Mounting Holes     

240B SQ 
RM 

 
241B SQ 

RM 
 

242B SQ 
RM 

243B SQ 
RM 

      

Monopoint Canopy  
w/Cable slots and 6/32" 
Mounting Hole & Row 

Mounts 

    
240B SQ 
SL RM 

  
241B SQ 
SL RM 

  
242B SQ 
SL RM 

243B SQ 
SL RM 

      

1 
 The Mono Point 93B SQ SL canopies are also available in Nickel & Brushed Nickel 

 Canopies 
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MP Crossbar  
w/ Cable Sockets 

4.8" square crossbar x .237" H x .080" material thickness  
zinc plated steel will mount to 4” octagonal & 4” square boxes    

 

 MP Crossbars 

Catalog # Description 

MP Plate HB  Mono Point Plate for Half Ball 

MP Plate 1/2 IP 
 

1/2" IP Mono Point Plate 

MP Plate 3/8 IP  3/8" IP Mono Point Plate 

MP Plate 1/4 IP  1/4" IP Mono Point Plate 

MP Plate 1/8 IP  1/8" IP Mono Point Plate 

MP Plates 
Center Mounting Plates for MP-Crossbar  

2.82"L x 1.65" W x .075" Material Thickness Zinc Plated Steel 
Tapped 8/32" Hole 

Available in Tapped Center Holes (referenced below)  
or Half Ball Opening for #35, 34, 147 Swivel Balls 

MP Swivel Clip 
Mono Point Swivel Retaining Clip for MP-Plate HB 

Spring Steel 

Illustration of Monopoint Swivel Assembly  
utilizing MP Crossbar, MP Plate HB & MP Swivel Clip 

MP Crossbar Round 
Mono Point Crossbar Round 4.76"OD x 14 Gauge Steel 
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3.5” Diameter Canopies 

Choose your Configuration! 

Above are our Part #’s for the various Hole and Slip Ring Configurations 
Custom Hole locations and Multiple Hole Configurations are Available 

See our Multi-Mount Canopies on Page 42 
All Canopies 3.5” x 3.5” Round or Square x .25” High x .0.30” Steel 

Finishes Suffix 
Matte White = No Suffix (EX: 393B) 

Matte Black = BK 
 Nickel = NK 

 Brushed Nickel = BN 

Round Canopies 

Center Hole Round 0.250” 0.400” 0.530” 0.575” .660" 0.720” 
1.18" 
Swivel 

Center Hole Only 382B 393B 378B 383B 377B 384B 376B 

W/.620” Power Feed 
Hole 

385B 394B  91B    

W/.875” Power Feed 
Hole 

386B 395B  92B     

 Micro Canopies 

Center Hole Square 0.250” 0.400” 0.530” 0.575” .660" 0.720” 
1.18" 
Swivel 

Center Hole Only 382B SQ 393B SQ 378B SQ 383B SQ 377B SQ 384B SQ 376B SQ 

W/.620” Power Feed 
Hole 

385B SQ 394B SQ  91B SQ    

W/.875” Power Feed 
Hole 

386B SQ 395B SQ  92B SQ     

3.5” 
Diameter 

Square Canopies 
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#19 Crossbar  
10” Crossbar End Holes are 

 10”C to C  11 1/4”L x 1 3/4”W x 3/4”H 

#38 Crossbar 
3/8”IP Tapped Crossbar  

4 3/16”L x 1”W Zinc Plated x 14 Gauge 

1/8”IP Crossbars with Ground Screw 
Inserted 

 

#58- 3 7/8”L x 3/4”W Zinc Plated x 

16 Gauge 

#178– 4 1/8”L x 3/4”W Zinc Plated 

x 14 Gauge 

 Crossbars 

#159 Crossbar 
Bracket Crossbar with 1/2”IP Tapped 

Center Hole  4”L x 1.11”W 

Bracket Crossbars Slip Fit Center Hole 

#67 -1/4”IP Slip Crossbar 

#68 –3/8”IP Slip Crossbar  
3 3/4”L x 1”W x 7/16”H x 16 Gauge Zinc 

#158 Crossbar 
1/4”-20 Countersunk Crossbar  

with Ground Screw & 1/4”-20 Flat Head 
Screw Inserted 

3 7/8”L x 3/4”W Zinc Plated x 14 Gauge 

#108 Crossbar 
Heavy Duty 1/4”-20NC Bracket  
Crossbar with Ground Screw  

Inserted 
4 3/16”L x 1”W x 14 Gauge Zinc 

Plated 

#39 Crossbar 
1/4”IP Tapped Crossbar with Ground 

Screw 
Inserted  4 3/16”L x 1”W  Zinc Plated x 

14 Gauge 
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 Crossbars 

#62 Crossbar 
Universal crossbar 2.25" CH 2.75" & 3.5" 

Tapped 8/32" holes C to C 

Universal Crossbars   
#66 –4” OD & 1.8” Center Hole 

8/32” Tapped Holes on 3 1/2”, 2 3/4”, 2 
1/8” w/ Ground Screw 

#143 –1/2”IP Slip Center Hole 

4”L x 3”W  Zinc Plated 

#15 Crossbar 
3/8”IP Slip Crossbar 

 1 3/4”W x 4 5/8”L x 14 Gauge 

#33 Crossbar 
Swivel Crossbar for  

#34, #35 & 147 Half Balls 
 2”W x 4 7/8”L x 1 3/8”H x 14 Gauge 

#358 Micro Crossbar 
Universal crossbar 3.35"L  x .781”W x .079” Thick 

Tapped 8/32" Holes 2” Apart W/ Ground 
Screw1/4”-20 Countersunk Screw Included 

#375 Micro Crossbar 
Universal crossbar 3.35"L  x .783”W x .079” Thick 
 Tapped 8/32" Holes 2” Apart W/ Ground Screw 

1/8”IPS Center Tapped 

#339 Micro Crossbar 
Universal crossbar 3.35"L  x .783”W x .079” Thick 
 Tapped 8/32" Holes 2” Apart W/ Ground Screw 

1/4”IPS Center Tapped 2” Apart 

#338 Micro Crossbar 
Universal crossbar 3.35"L  x 1.021”W x .079” Thick 

 Tapped 8/32" Holes 2” Apart W/ Ground Screw 
3/8”IPS Center Tapped  
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 Micro 3.5” Crossbars 

Catalog # Description 

Micro Plate HB  Mono Point Plate for Half Ball 

Micro Plate 1/2 IP 
 

1/2" IP Micro Mono Point Plate 

Micro Plate 3/8 IP  3/8" IP Micro Mono Point Plate 

Micro Plate 1/4 IP  1/4" IP Micro Mono Point Plate 

Micro Plate 1/8 IP  1/8" IP Micro Mono Point Plate 

Micro Plates 
Center Mounting Plates for Micro Crossbar  

2.153"L x 1.65" W x .075" Material Thickness Zinc Plated Steel 
Tapped 8/32" Hole 

Available in Tapped Center Holes (referenced below)  
or Half Ball Opening for #35, 34, 147 Swivel Balls 

MP Swivel Clip 
Mono Point Swivel Retaining Clip for MP-Plate HB 

Spring Steel 

Illustration of Monopoint Swivel Assembly  
utilizing MP Crossbar, MP Plate HB & MP Swivel Clip 

Micro Crossbar 
Mono Point Crossbar Round 3.4"OD x .075” 14 Gauge Steel 
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1/4”-20 Studs 

#59-1   1/4”-20 Stud x 1”Long Steel 
#59-2   1/4”-20 Stud x 2”Long Steel 

  #150- 1/4”-20 Bolt 
Philips Countersunk 1/4”-20 

Screw 3/4” Long for #158 Crossbar 

1/4”-20 Bolts Zinc Plated 
#69-1/4-20 x 3/4” Bolt 

#69A-1/4-20 x 3/8” Bolt 
#69B-1/4-20 x 3” Bolt 

#109 Hanger Bolt 
2” L Hanger Bolt Zinc Plated 

Threaded 1” of 1/4”-20 Machine x 1” Lag  

 Hardware 

8/32” Machine Screws  

Catalog 
# Description 

217 8/32" x 5/16" Philips Flat Machine Screw 

219 8/32" x 1/2" Philips Head Machine Screw 

194 8/32" x 3/4"  Philips Head Machine Screw 

191 8/32" x 1/4" Slotted Round Head Machine Screw 

190 8/32" x 1" Philips Head Machine Screw 

MP Screws 
6/32" x 3/4" long zinc plated flat  

countersunk head machine screw. 
Available with Matte white, black or 

zinc  
finished heads 

#214   8/32" x 2 1/4"L Male Stud Zinc Plated 
#226   8/32" x 3/4" Male Stud Steel Zinc  Plated 

#235 Self Tap 
Screw 

#8 X 1/2” White Screw 

#183 
8/32" x 1/4" Philip Head Ext 

Sems Steel Zinc Screw 

#211 8/32 Painted 
Screw 

8/32" x 1" Slotted Flat Head  
Machine Screw  

White Painted Head 
#Magnet 

#6 & #8 Magnet 
1/2" O.D. x 1/8" Thick Magnet w/ 
8/32" & 6/32" Countersunk Holes 

#273 
Half Dog Point Screw  

8/32” x .3235” L 

EXT Bracket  
Fits ALP, SLP, and Beghelli 

Vapor-Tite Bodies. 37.000″ L 
x .750″ H x 2.375″ W 

271 
6/32" x 1/4" Philips Flat Head Ma-
chine Screw Zinc Plated Used on 
Magnets 

270 
8/32" x 1/4" Philips Flat Head Ma-
chine Screw Zinc Plated Used on 
Magnets 



 99 

The Lighting Suspension Specialists    www.PendantSystems.com    P-215-638-8552    F-215-638-8554  

 

Flash Plate 

Flash Plate 
• 4.94” diameter x .074” steel zinc plated material 

• .675” center knockout and two oval shaped knockouts for 
wiring into J-Box 

• Two 1/2”IP (.875”) side hole knockouts  

• Four 1/4” mounting holes & two 8/32 tapped holes for         
       mounting crossbar to plate  

• Ground screw and 8/32” mounting screws included 

• Flash Plate can be ordered by itself Part# FP or 
       Flash Plate can be ordered as a kit with crossbar assembled    
       to Flash Plate.   
             1.) Add suffix FP to Canopy Set catalog # 
 Example: C545 FP 
 2.) Caddy Clip and wing nut can be included into kit 
 Add suffix DC to catalog #  
 Example: C545 FP DC WPB 
 (3/8”IP Swivel Kit/Flash Plate/Caddy Clip/Painted   
               Ball) 

Flash Plate Shown attached to 
the #33 Crossbar 

Flash Plate Shown attached to 
the #15 Crossbar 

Flash Plate Usage shown with 
3/8”Caddy Clip 1/2”KO’s allow 

electrical feed around T-Bar 

C545 FP WPB Assembled Components of C545 FP 
Individually Bagged w/Your Company Logo 



100  

The Lighting Suspension Specialists    www.PendantSystems.com       P-215-638-8552      F-215-638-8554 

 

Swivel Assembly for Top of Fixtures 

Swivel Angle 30°-1/2”IP , 34°-3/8IP , 37°-1/4”IP 
Available in White and Black (Add suffix Wht or Blk to below catalog# for finish) 

Complete rotational movement not longitudinal for fixture end of stem to insure stability in seismic areas.  

SB 1/4 x ST 1/4Wht 
1/4”IP x 1/4”IP  

Swivel Assembly 

SB 3/8 x ST 3/8Wht 
3/8”IP x 3/8”IP  

Swivel Assembly 

SB 1/2 x ST 1/2Wht 
1/2”IP x 1/2”IP  

Swivel Assembly 

SB (Swivel Bottoms) available in; 
1/4”IP        3/8”IP       1/2”IP 

1.626”W x .975”H  
.362”Thread length on IP Side 

Swivel Tops available in; 
Black or White 
2” W x .895” H 

Swivel Balls available in; 
1/4”IP        3/8”IP       1/2”IP 

Black or White See Individual 
Parts in Hardware Section 

Catalog# Description Bottom IPS 
Fixture side 

Top IPS 
Stem Side 

SB1/4 x ST 1/4 1/4” x 1/4” Swivel 1/4”IP 1/4”IP 

SB 1/4 x ST 3/8 1/4” x 3/8” Swivel 1/4”IP 3/8”IP 

SB 1/4 x ST 1/2 1/4” x 1/2” Swivel 1/4”IP 1/2”IP 

SB 3/8 x ST 1/4 3/8” x 1/4” Swivel 3/8”IP 1/4”IP 

SB 3/8 x ST 3/8 3/8” x 3/8” Swivel 3/8” IP 3/8”IP 

SB 3/8 x ST 1/2  3/8” x 1/2” Swivel 3/8”IP 1/2”IP 

SB 1/2 x ST 1/4 1/2” x 1/4” Swivel 1/2”IP 1/4”IP 

SB 1/2 x ST 3/8 1/2” x 3/8” Swivel 1/2”IP 3/8”IP 

SB 1/2 x ST 1/2 1/2” x 1/2” Swivel 1/2”IP 1/2”IP 
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#14- 3/8”IP Slip 
3/4”OD x 7/16”H 

Bright Zinc Casting W/ 8/32” Set Screw 
Add suffix PR Wht for Matte White or  

PR Blk for Black 

#18 Hang straight 
3/8”IP Tap x 3/8”IP Tap x 1 1/2”L 

Nickel Plated Brass with Check Ring 

Hardware 

#142- 1/2”IP Slip Ring 
Nickel Plated W/8/32” Screw 

Add suffix PR Wht for Matte White or PR Blk for Black 
1.04”W x .426”H (including Flange) x .850”ID  

.925”Flange 

#54 Washer 
1/4”IP Slip x 1”OD x .065”  

Thick Raw 

#24 Washer 
3/8”IP Slip x 1 1/2”OD x .035” 

Thick Zinc Plated 

#160- 1/8”IP Slip Ring 
Nickel Plated W/8/32” Screw 

.546”W x .322”H (including Flange) x .380”ID 
.434” Flange 

#31- 1/4”IP Slip Ring x 3/4”OD x .250”-
rotates 45 degrees 

#188-  3/8”IP Slip Ring x 7/8”OD x .250” 
with 2-6/32” Screws at 90º Nickel Plated 

rotates 45 degrees 

#236 1/4” Lock 
Washer 

1/4" Medium split lock 
 washer steel zinc 

#124 Washer 
1/4”-20 Washer 
1.25” diameter 

Zinc Plated 

#12-.625” -1/4”IP Slip Ring 
#12-.625 for 1/4” IPS Stems Slip Ring 

.725” OD x .433” x .518” ID x .092” Flange for .625”Hole 
Mounting Zinc Casting w/8/32” Set screw 

 
This is a revised part giving extra clearance for the stems from powder 

coating and more threads in side wall to hold screw.  
It is now our standard offering. 

 Add suffix PR for White or Raw for Brass 
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C Hickeys 
#28– 3/8”IP x 3/8”IP 

#140– 3/8”IP x 1/4”IP 

#177– 3/8”IP x 1/8”IP 

#258– 1/4”IP x 1/8”IP 

#259– 1/8”IP x 1/8”IP 
 

Barrel Hickey 
#29 -3/8”IP Tap x 3/8”IP Tap 

#163 -3/8”IP Tap x 1/2”IP Tap 

#164 –1/2”IP Tap x 1/2”IP Tap 
Raw Iron Malleable Hickeys 1”H 

#110 
1/4”-20 Stud 3/8”L Support 

Clip for T-Bar.   
Wraps around Acoustical T-

Bar grid 

#132 
Electrical Box Support Clip 

BHC 
Used for support wire for J-Box 

#138 
1/4”-20 Stud on a Twist Clip for  

Acoustical T-Bar 

Hardware 

#80 -  3/8”IP x 1” 

#81 -  3/8”IP x 1 3/8” 
Iron Malleable Stud Extensions 

#27-3/8" IP Slip Hickey x 3/8"IP Tap x 1.5" H, Malleable Iron 

#21-3/8”IP Slip Hickey x 3/8”IP Tap x 1” H, Malleable Iron 

#36P– 3/8”IP Slip Hickey x 1/4”IP Tap x 1” H,  Zinc Plated 

#36– 3/8”IP Slip Hickey x 1/4”IP Tap x 1” H, Malleable Iron 
3/4 Hook 

3/8"IP High Bay Hook W/ Set Screw 

#110 BS -  1/4”-20 Independent T-
Bar Support Clip for Bolt Slot Drop 

Ceiling Grid 
 
 

Hardware for Support Clip 
#110 Bolt 1” -  1/4”-20 x 1” L Flat 

Head Square Neck Bolt for #110 BS In-
dependent Support Clip. Sometimes used 

for Tegular style Drop Ceiling Tiles 
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#51 Knurled Nut 
1/4”IP x 3/4”OD x 1/8” Thick 

Outside Knurled Brass 

Hardware 

#64 Hex Nut 
1/4”IP x 3/4”OD x 1/4”Thick 

Zinc Plated 

Knurled Nut 
(Various sizes below) 

All knurled nuts below  are .117” thick 

Catalog # Diam-
eter  

Knurled Nut 1/2"IP 1"  

Knurled Nut 3/8"IP .900" 

Knurled Nut 1/4"IP .750” 

Knurled Nut 1/8"IP .750"  

Knurled Nut 1/8”IP-1 1” 

#104 
1/4”-20 Keps Nut 

.431”across flats x .240”H 
W/Lock washer 

#133 Locknut 
1/8”IP x 9/16”OD x 1/8” Thick 

Zinc Plated 

#22 Locknut 
3/8”IP x 1 1/16”Square x .073” Thick 

Zinc Plated 

#20 Hex Nut 
3/8”IP x 7/8”OD x .045” Thick 

Zinc Plated 

#192 
 5/16”-24 Jam Nut 

Used with Micro-GR Gripper 

#77 Locknut 
1/2”IP  Locknut Zinc Plated 

1.14”OD x .125”H 

#25 Hex Nut 
1/4”IP x 11/16”OD x 1/8” Thick 

Zinc Plated 

#170 
1/4”-20 Acorn Nut 

Nickel Plated 
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#23 –3/8”IP Tap Center  Zinc 

#55 –1/4”IP Tap Center Zinc 
2 5/16”L x 1 1/8”W with 2-8/32” Tap Side Holes Flanges 

#161 -1/4”IP Tap Center  Zinc 

#162 –3/8”IP Tap Center Zinc 
2 5/16”L x 1 1/8”W with 2-#10 Slip Holes Flanges 

Hardware 

#16L  
3/8”IP Tap x 1 9/16”L 

Powder Coated Matte White/Black/Raw 

#17 Series-1/4”IP Couplers 
#17 5/8”Long 

#17 ML– 1 3/16”Long 
#17L– 1 9/16”Long 
1/4”IP Tap x 5/8”L  

Powder Coated Matte White/Black/Raw 

#16 
.750”Long x .755”Wide x 3/8”IPS  

Powder Coated Matte White/
Black/Raw 

#144 Coupler 
1/2”IP Tap x 1.15”D x 1 5/8”L 

Powder Coated Matte White/Black/Raw 

6”  Jack Chain 
6" Piece of Jack Chain 6.25" end to 

end .082" diameter wire 

Spring Clip 
Spring Snap, Zinc Plated Steel 

3 1/8" Long X 3/8" Snap Opening x 
7/16" Eye x 5/16" wire diameter 

KeySnap 
Steel Zinc 1.04"L x .945"ID x  

.045"Thick Material x .081" Wide Material 
Small End ID .156" Large End ID .365" 
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#CCN 
1/4”-20 Center Cap Nut 

.618”W x .600” H 
Available in Matte White & Nickel 

#187 
8/32” Cap Nut 

.366”W x .410”H  
Available in Matte White or Nickel Plated 

Hardware 

#186 
1/8” IP Cap Nut 
.620”W x .315”H 

Available Brass or Matte White 

#50 
1/4”IP x 3/4”OD x 3/8”H Brass 
Add suffix WH for Matte White 

#70 
3/8”IP Cap Nut 3/4”W x 3/8”H Brass 

Add suffix WH for Matte White 

#135 
1/8”IP Cap Nut White Plastic 

#134 
1/8”IP Cap Nut Nickel Plated 

#131 
1/2”IP Tapped Nickel Plated 

Add suffix WH for Matte White 
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Hardware 

#231- EZ Anchor Screw   
#6 x 1 1/4" Screw 

#230– EZ Anchor  
Self Drilling Plastic Drywall Anchor for #6 
Screw 

#115 
1/4”-20 Toggle Butterfly 

#147 Half Ball 
1/2”IP Ball Assembly 

Available in Matte White 
(147Wht) & Matte Black (147BK) 

Glass CAP 
Glass Cap 1/8 IP BN 
Glass Cap 1/8 IP NK  

Glass Cap for the Top of Fixture or 
Glassware1.94”W x 1.2" H x .4" 

Opening (1/8 IP Slip) 
Available Nickel & Brushed 

Nickel Finishes 

#SSS 
1/4"-20 Socket Set Screw 

w/ .125" Diameter & 
1/8"Allen Hex Head Pin for 

ADJ Series Half Balls 

#272 –1/8”IP Tap x 1 1/4”W x 11/16”H 

#34 -3/8”IP Tap x 1 1/4”W x 11/16”H 

#35 -1/4”IP Tap x 1 1/4”W x 11/16”H 
Bright Zinc Casting for #33 Crossbar 

Add Suffix WPB for Matte White and BPB for 
Matte Black or NK for Nickel W/Screws 

#232- 6/32" x 2" Screw 
Phillips Round Head Machine Screw 
Steel Zinc 

#233-6/32" Toggle Wings 
6/32" Toggle Wings Steel Zinc 

#272 ADJ - 1/8” IP Tapped Half Ball (No 273 Screws)

#34ADJ -3/8"IP Slip Half Ball Bright Casting W/ADJ Screw 

#35ADJ-1/4"IP Slip Half Ball Bright Casting W/ADJ Screw 
Bright Zinc Casting for #33 Crossbar 

Add Suffix WPB for Matte White and BPB for Matte Black 

#ADJ-SS 

1/4"-20 Short (.350" Long) Socket 
Set Screw w/ .125" Diameter Point 
& 1/8"Allen Hex Head Pin for ADJ 

Series Half Balls 

#273– 8/32” (.3235” Long) Socket Set 
Screw w/ .109” Diameter Point & 5/64” 
Allen Hex Head for 272 ADJ  

Allen Wrench - 3/32” (MGR-SE-TH) 

Allen Wrench 1/8” -1/8" (MGR-SE 1/4-20 BS 

Allen Wrench 5/64”- 5/64” (#273 Screw &                   
    Micro SE Panel) 

Allen Wrench M3-  M-3 (Stabilizer Rings) 

Drill Bit 
1/8” Drill Bit for Drilling 
Pin Holes on Half Balls 

And Micro ADJ Adapters 



 107 

The Lighting Suspension Specialists    www.PendantSystems.com    P-215-638-8552    F-215-638-8554  

 

Adapters 

 #167- 3/4”IP Outside Thread x 1/2”IP 
Tap 

#209– 1/2”IP Outside Thread x 3/8”IP 
Tap 

Galvanized Reducers 

#74 Reducer  
1/2”IP Outside Thread x 3/8”IP 

Tap x 7/16”H 
Nickel Plated Reducer 7/8” Across 

Flats 

#53 Reducer  
3/8”IP Outside Thread x 1/4”IP 

Tap x 3/8”H 
Brass Reducer 

A3/8IP x 1/4-20 
3/8”IP x 1/4”-20 Adapter 

1.1”L x .782”OD x .5”  
1/4”-20 thread length 

A3/8IP x 1/4-20 F 
Adapter 3/8 IP male 

 x 1/4”-20 female 
.885” W x .426”H x .325” 

Nickel 

#250 Reducer 
1/4”M x 1/8”F Headless Reducer 

1/4”IPS Male x 1/8”IPS Female x .6”L 

Available Stock Sizes 

Length Part # 

3/4” Nipple Lock 

1” Nipple Lock 1” 

Hex Flange 3/8 - 1/4 
3/8”IP Outside Thread x 1/4”IP 

Tap x .367” H 
Nickel Plated Reducer 1” Across 

Flats 

#RJ45 T-Adapter  
8P/8C T-Adapter F/Fx2 

Used with CAT5E 

A1/2IP x 1/8 IP F 
Adapter 1/2 IP male x 1/8”-20 IP  
Female  1” W x .420”H x .320” 

1/2”IP Thread Nickel 

A1/4IP x 1/8 IP F 
Adapter 1/4 IP male 

x 1/8”-20 IP  Female  .630” W 
x .342”H x .271” 1/4”IP Thread 

Raw Brass 

A1/8IP x 1/4-20 F 
Adapter 1/8 IP Male 

x 1/4-20  Female  .430” W 
x .230”H x .190” 1/8”IP 

Thread Raw Brass 
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Fixed Swivels 

Swivel Fixed 1/4” IPS 
Friction Swivel Tapped 1/4”IPS on Both Ends .440” Deep 

1.78”L x .970”W x 2.5 Lbs Max Load 
Suffix WT-White, BK-Black, NK-Nickel Finishes 

1/8 IP Swivel 
1/8”IP Male x 1/8”IP 

Friction Swivel 
2.12”L x .600”OD x .390”Thread 

Raw Brass 
 

Swivel Fixed 3/8” IPS 
Friction Swivel Tapped 1/4”IPS on Both Ends .440” Deep 

2.17”L x 1.29”W x 2.5 Lbs Max Load 
Suffix WT-White, BK-Black, NK-Nickel Finishes 
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#213 & # 252 
Metal Strain Relief for Round  
 

#213-  18/3 & 18/4 SJT 
Cord .300"-.343"Diameter Ca-
bles 
 

#252-  Round SJT 
Cord .375"-.420" Diameter 

#111 & 111BK 
4” Cable Ties 

For Securing Power Cord 
to Aircraft Cable 

#151 
1/4”-Hole Plugs .315”H 

Used to plug large side of 
keyhole for Cross Cables 
with Half Ball end fittings 

#169 
7/32”-Hole Plugs .25”H 

Used to plug large side of 
keyhole for Crosscables 

with Half Ball end fittings 

Strain Relief Products 

#131 
1/2 “ IP Threaded Female Bushing 

with center .4” Cord Hole 
.474”L x 1”W x .39” 

1/2 IP Thread 
 

#153- 1/4" Diameter Nylon Cable Strap 
W/ .206" Screw Hole Natural Heyco #3324 

 

#234- 1/8" Diameter Nylon Cable Strap 
W/ .210" Screw Hole Natural Heyco #3302 

#154 
Black Split Snap Bushing for .500” Hole 

#288 
Plastic Black .625" Hole Split Insulated Hole 
Bushing .450" ID Heyco # 2872 

#237 
.875" Hole Bushing Black Heyco 

Part# 2850N  
.945"W x .750"ID x .250"H x .063" 

Max Panel Thickness 

#247– White Snap Bushing for .375” Hole   
#152-  White Snap in Bushing for .500” Hole 

 #216-  White Snap in Bushing for .625” Hole 

 #229-  White Snap in Bushing for .875” Hole 

#288 
Split Bushing for  

.625” Hole 

#290 & 290 BK 
Universal Bushing for .875” 

Hole 
Heyco  2129 Plastic 

White .875" Hole Universal 
Insulated Hole Bushing .560" 

#292 
Blank Hole 

Bushing for .875” 
Hole 

#299– White Snap Bushing for .875” Hole   
#299 BK-  Black Snap in Bushing for .875” Hole 

.290”-.385” Cords 

#300– White Snap Bushing for .625” Hole   
#300 BK-  Black Snap in Bushing for .625” Hole 

.130”-.210” Cords 
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Strain Relief Products 

  Cord Grip Blk/Wht/GY 
Strain Relief for .105”-.315” DIA 

Cord  
18/3 SJT Cord x 3/8”IP Male 

1.56”L x .746”Across Flats x .575” 
3/8” Thread 

102BK      102 
Lock-It Style Strain Relief for .625” 

PF Hole for 18/3 & 18/4  
Fits .300”-.330” Cord  

Locks around cord before insertion 

 126 WHT/BK 
Lock-It Style Strain Relief for .875” PF Hole 

for 12/3, 14/3, 14/4 & 18/5 
.380”-.450” cord 

171 WHT/BK 
7/8”(.875”) KO Strain Relief for 

18/3, 18/4 & 18/5 SJT Cord 
Connector Snaps and Locks 

around Cord 
Fits .290”-.385” cord 

CG Cap WHT-(Matte White Cap) 
CG Cap  BN- (Brushed Nickel Cap) 

CG Cap BK- (Matte Black Cap) 
CG Cap NK-(Nickel) 

Cord Grip Cap  1/8"IP Female W/ CG Plastic Base for  
.190"-260" Diameter Round Cord 

Intertek certified to UL #635 standard 

CG Check Ring WHT-(Matte White) 
CG Check Ring  BN- (Brushed Nickel) 

CG Check Ring BK- (Matte Black) 
CG Check Ring NK-(Nickel) 

Check ring for CG Base part of  CG CAP (Part shown on Left) 
when mounting CG Base on surface of fixture 

248BK      248 
Lock-It Style Strain Relief for .625” PF 

Hole  
Fits .220”-.290” for SVT cord  

Locks around cord before insertion 

CG Coupler WHT-(Matte White) 
CG Coupler  BN- (Brushed Nickel) 

CG Coupler BK- (Matte Black) 
CG Coupler NK-(Nickel) 

Coupler for Cord Grip,  1/8"IP Female   
Dimensions are .7”W X .675”H   

    260BK         260 
Compression Style Strain Relief 
for .875” PF Hole for 14/3,14/4, 

14/5, 12/3, & 12/4  
Fits .530” - .600” Cord 

  Cord Grip 1/2” IP Blk/Wht/GY 
Strain Relief for .170” - .450” DIA Cord 

(AMW, SJT, SVT) x 1/2” IP Male 
1.72” L x 1.050” Across Flats x 1.144”  

1/2” Thread 

 255 BK 
Lock-It Style Strain Relief for 

1.109” PF Hole  
Fits .600”-.700” Cord 
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Strain Relief 

CG Check Ring WHT-(Matte White) 
CG Check Ring  BN- (Brushed Nickel) 

CG Check Ring BK- (Matte Black) 
CG Check Ring NK-(Nickel) 

Check ring for CG Base part of  CG CAP (Part shown on Left) 
when mounting CG Base on surface of fixture 

  CG Cap WHT-(Matte White Cap)                                   CG Cap NT WHT-(No Thread) 
CG Cap  BN- (Brushed Nickel Cap)                               CG Cap NT BN-(No Thread) 
CG Cap BK- (Matte Black Cap)                                     CG Cap NT BK-(No Thread) 
CG Cap NK-(Nickel)                                                      CG Cap NT NK-(No Thread) 

                    CG Cap GY-(Gray)                                                              
Cord Grip Cap  1/8"IP Female W/ 1/8”IPS Male CG Plastic Base                              No Thread  (NT) Base with Flange 

For .190"-260" Diameter Round Cord Intertek certified to UL #635 standard 

CG Coupler WHT-(Matte White) 
CG Coupler  BN- (Brushed Nickel) 

CG Coupler BK- (Matte Black) 
CG Coupler NK-(Nickel) 

Coupler for Cord Grip,  1/8"IP Female   
Dimensions are .7”W X .675”H   

CG CAP NT 
Unassembled 

Micro CG Cap WHT-(Matte White Cap)                                    
Micro CG Cap  BN- (Brushed Nickel Cap)                                

Micro CG Cap BK- (Matte Black Cap)                                      
Micro CG Cap NK-(Nickel)                                                       
Micro CG Cap GY-(Gray)                                                              

Cord Grip Cap  1/8"IP Female W/ 1/8”IPS CG Plastic Base For .125"-180" Diameter Round Cord Intertek certified to UL #635 standard 
 

CG CAP WHT SJT -(Matte White Cap)                                    
CG Cap  BN SJT - (Brushed Nickel Cap)                                

CG Cap BK SJT - (Matte Black Cap)                                      
CG Cap NK SJT -(Nickel)                                                       
CG Cap GY SJT -(Gray)                                                              

Cord Grip Cap  SJT  W/ 3/8”IPS CG Plastic Base For .300"-385" Diameter Round Cord Intertek certified to UL #635 standard 
 


